extra side bow where it may be required. Side bow chains provide
great flexibility when used on curved tracks.

Side bow (SB) chains feature increased clearance between the
pins and bushings and between the side plates, therefore allowing
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BEEM 5«36 os3x478 | 508 58 704 769 360 127 127 746 781 905 270 1075 031

12x5/6  1270x7.92 792 852 953 1063 398 152 152 11.17 1041 1207 350 1600 061
EEEl sexss  1588x953 1016 1053 1217 1337 500 203 203 1384 1301 1508 400 2500 100
Y4x12 19051270 1191 1337 1438 1593 596 230 239 1775 1564 1809 500 3500 143
80 1x56 2540x1588 1588 17.30 1880 2120 7.94 318 818 2260 2082 2413 600 6600 253

- 1270x775 851 852 - 2120 398 149 158 1130 1092 1181 350 1600 066

1. For size 35SB, D1 is bush diameter
2. Offset links are available
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2540x792 792 852 953 10.63 3.98 52 152 1117 1175 700 1,600 0.47

SRSER 1-1/4x3/8  31.75x9.53 10.16 1053 1217 1337 509 203 203 1384 1508 800 2,500 0.80
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B} 1-1/2x 1/2  38.10x 12.70 % 1837 1438 1593 596 239 239 1775 1809 1000 3500 1.13
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2x5/8 50.80x 15.88 15.88 17.30 18.80 21.20 7.94 3.18 3.18 2@;:@13 1,200 6,600 2.06

Offset links are available
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