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PALM OIL
TYC palm oil chain is your best choice not 
only because of its competitive cost but also 
our guarantee of quality. TYC palm oil chain 
delivers high tensile strength, good precision 
and abrasion-resistance for safety concerns. 
It will help prolong the  run time and efficiency 
of your material conveying system.
                                                                                                                                                             

Higher Tensile Strength

Increased Fatigue Resistance

 Greater Wear Resistance

CHAIN

102 103

Chain
 No.

Pitch x Width

P x E

PinRoller Plate

TY4012 H

TY6016 H

47.6 

66.7 

22.9 

30.5 

36.1 

46.7 

19.05

26.90

mmmmmm

C
mm

B
mm

D2D1

4.0 

5.0 

mm

T1

5.0 

7.0 

mm

T2

38.1 

50.8 

mm

F

17,200

27,800

kgf kg / m 

4.0 x 0.75

6.0 x 1.00

101.6 x 19.05

152.4 x 25.40

Avg. Ulti.
Tensile

Strength
  

Approx.
Weight

 

6.21

11.07

inch

Link plates of OM 90R and OM 94R are not heat treated

Chain
 No.

Pitch x Width

P x E

PinRoller Plate

OM 90R

OM 94R

47.6 

50.8 

24.0 

32.0 

27.0 

38.0 

11.11

14.29

mmmmmm

C
mm

B
mm

D2D1

4.7 

6.3 

mm

T1

4.7 

6.3 

mm

T2

31.7 

38.1 

mm

F

10,500

15,600

kgf kg / m 

4.0 x 0.88

4.0 x 1.18

101.6 x 22.2

101.6 x 30.0

Avg. Ulti.
Tensile

Strength
  

Approx.
Weight

 

5.84

9.59

inch


