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Used in light-load, low-speed conveyors, TYC block chains are available in either solid blocks
made of powdered metal or laminated blocks made of steel plates. Stainless Steel laminated
block chains are also available. B
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Avg. Ulti.
: Tensile
Chain Strength
No.

1.49 8.25 600 0.3%=
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B504 1X5/16 2540x7.94  7.08 812 4.@_‘,‘_-@700 8.5 703@ 0.46

o
25.40 x 4.76 %ﬂ*‘ 580  4.31

B502 1x3/16

B503 1x1/4 25.40 x 6.35 5.65 6.65  4.31
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B505 1x3/8  .2540x953 790 890 475 2.00 8.05 % 0,52
B506 1x1/2 25.40 x 12.70 %’ 10.47 4.75 2.00 8.25 900 0.62 {:;f}
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Pitch x Width i Avg. L_Jlti.

; Tensile
No.

1502 1x3/16  2540x4.76 480 580 431 149/152 825 1,100 0.33
1x1/4 . 2540x635 565 665 431 149/152 825 %, 0.37
1503 pr e
L504 1’3("3?‘?? 25.40 X 7.94 475 200/152 825 Mo 0.50 ,
L505 1x3[8  2540x9.53 475 200/152 825 1,500 o.ssf_--ﬁ‘sf;a
L506 112 2540x1270 948 1047 475 200/152 825 1,500 0.71
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Laminated type is available in stainless steel



