 Controller series:

Tiger Touch Console
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Tian operation system, strong scene control,

Dual-Core Processor,60G SSD, 4G memory

Built-in multiple languages

Sentive wide interface,touchable and with both Chinese and English
Built-in 15.4 inch touch screen, can expand to 17 inch

4 DMX512 output,2048 DMX channels

Support Artnet, can extend to 1 2 DMX Output,6144 DMX channels

20 scenes or chase,More than 1 000 virtual replay

Compatible with pearl performance files

10 micro buttons and micro library,can make any program

Excellent CMY color mixing funtion

Suppot graffiti handwriting, can preview server or built-in digital material
Reserved a exte rnal wi-fi access, can control remotely by mobile device
(IPhone. IPod Touch)

Support Artnet Avotalk and ctiP Protocol

SUPport CITP multimedia mate rial ag reement

More than 1000 world main lighting fixture library,

built-in Personality Builder software

Volt: 110V-220V 50/60Hz

Packing size: 680*420*150mm




[image: image3.png]


[image: image4.png]



Pearl 2010 Controller
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DMX512/1990 standard, total 2048 DMX channels

4 DMX signal output, anti 2000VRMS electric shock

Can control 240 lighting with independent address code

or 240 dimmer routes

320*240 big screen shows all the operation,changing and output
more than 3000 fixture library files; more than 100 performance files
450 performance reply program

USB memory,save the site data effectively

With theater and reply function

Built-in 125 effect generator, convenient for user to do effect control,
Such as circle,wave, color changing

Use USB store many performance files and system backup,

The newest library can be downloaded and renew to controller

The chase can be triggered by music

Voltage:AC100V-240V, 50/60Hz

N.W.:24kg

Product size:750*630*170mm
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Sunny 512 Controller
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Volt: 50/60HZ AC 100-240V

DMX512,1990 standard. 512 DMX channel

2 DMX signal output. Anti 2000 VRMS electric shock
independent flapper structure. Easy to replace

32 lighting of 16¢ch Can Control with independent address code
or 32 dimmer routes

LCD display with backlit. Display the running parameter

16 channel fader. 1 Speed Control fader

1600 light step program storage capacity, 48 light program.
Independent Speed and parameter setting of each step

MusiC synC or manual speed control,Walk in the light path rate
cooperation program step time is 0.03-1 80s

4 Prog RAMS can run at the same time. 48 scenes.

Each Program can sto re 100 steps

Can choose 32 light equipments to operate at the same time
X/Y of marketers euipment are controlled by shuttle wheel,

16 bit amount of X/Y control precision.

Size: 482 * 410 * 102mm

Weight: 8.5KG
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9+9 Dimmer
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[image: image16.png]18 routes Output air switch Short Circuit Protection

Each outlet 2x10A,bakelite Plug,36 Output

Function:Dimmer,flash,Program,Sound active

24 Programs of running light

VOIt:380V/220V4-10%50/60HZ

Power Of per route:4KW

Size:660*570*240mm

Weight:16.2kg

Feature:Reasonable structure,Complete function,
stable performance high reliability,easy operation,
Suitable for studio, dance hall stage,nightclub,
bar and all kinds of entertainment Place




