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SMD POWER INDUCTORS SMDIjZE Rk

|DSBR SERIES(74/105/125)|

B FEATURES 451

Various high power inductors are superior to be high
satruation for surface mouning

KInE, SHEMER. BEFRHELSE
Inductance range from 10 pyH to 820 yH
EREEE10uHEI820uH
Compact and thin
BEEN

l APPLICATIONS Hi&
Digital cameras,CD players,cellular phones,and PDAS
BESTEM , CORBIE , BEIEREIE LB
Portable communication equipments,DC/DC converters,etc.
NEYB(SHEES | DC/DCE R BIRMESRE,

B PRODUCT IDENTIFICATION EmiZ:#

DSBR 125 - 221 - M - LE
(1) 2) 3) “4)
(1) .Series name ( ERmA ) (2) .Dimensions ( EmRT )
(3) .Inductance value ( ERE ) (4) Tolerance (iRE(H)
1R5:1.5uH  221: 220uH ( J: £5%; K: £10%; M: £20%; N: £30%)

(5) .Lead free ( IRIRIZH; )
LF- Lead free HF-Halogen free FP-Free red phosphor

B SHAPES AND DIMENSIONS (Unit:mm)
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Part No. A B C D
DSBR74 7.85+0.5 7.4+0.5 4.5+0.5 2.1 Typ.
DSBR105 10+0.5 9.6+0.5 5+0.5 2.9 Typ.
DSBR125 12.6£0.5 11.6+0.5 5.4+0.5 3.1 Typ.

% Design as Customer's Requested Specifications. ( AliZEEERI4SEEREST )
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B PRODUCT SPECIFICATIONS
INDUCTANCE
SERIES PART NUMBER (uH) @0OA L test condition DC'?(()’;‘aX) Rated C‘(‘:)e”t(max)
DSBR74 10~270 1KHZ/0.25V 0.07~1.3 1.65~0.33
DSBR DSBR105 10~470 1KHZ/0.25V 0.06~1.5 2.06~0.33
DSBR125 10~820 1KHZ/0.25V 0.05~2.0 2.65~0.36
NOTES:

1. All test data is referenced to 25°C ambient
2. Operating Temperature Range -55C to +125°C
3. The maximum rated current is a DC curren which causes initial inductance to decrease by 10% or

temperature to rise by 40°C ,which is smaller(at ambient reference temperature:20°C)

% Design as Customer's Requested Specifications. ( Ali&EEERISHEKEST)

089

BEMNHELE

FHERAE]

HUIZHOU DELI ELECTRONICS CO.,LTD.




