HUIZHOU DELI ELECTRONICS CO.,LTD. f“"%m
\ kY = — b — z
UABFOBESS |1 32 8 F )

SMD POWER INDUCTORS SMDIZERk

| DSC SERIES(6030C/7030C/7032C/7045C/1045C/1255C/1265C/1275C) |

B FEATURES 451k
Low-profile type with low Rdc and large current
NRY , BERERE , XBR
Magnetically shielded construction
PR IBIERR R
Compact and thin
BEEN

H APPLICATIONS Hig

Protable telephones.Personal computers.HDDs. DC/DC
converter.VCR Camera.or other various electronic appliances.

BEEE. EABH. EEEFMHE. BRSNS BYRRSEETRE
Bl PRODUCT IDENTIFICATION

DSC 7045C - 100 - M - LF
(1) (2) (3) 4 )
(1) .Series name ( ERmEA ) (2) .Dimensions (ERRY ) (CE#E F.LHE)
(3) .Inductance value ( E=E ) (4) .Tolerance (IREE)
1R5: 1.5pH  221: 220pH ( J: £5%; K: £10%; M: £20%; N: £30%)

(5) .Lead free (IR{RIZH )
LF- Lead free HF-Halogen free FP-Free red phosphor

Bl SHAPES AND DIMENSIONS (Unit:mm)

I
l SHAPES AND DIMENSIONS (Unit:mm)

Part No. Ax0.3 B10.3 C%0.35 D Typ. E Typ.
DSC6030C 6 6 2.8 2 4
DSC7030C 7 7 3 2 4.9
DSC7032C 7 7 3.2 2 4.9
DSC7045C 7 7 4.5 2 4.9
DSC1045C 10.1 10.1 4.5 3 6.8
DSC1255C 12.5 12.5 5.5 3 8.6
DSC1265C 12.5 12.5 6.5 3 8.6
DSC1275C 12.5 12.5 7.5 & 8.6

% Design as Customer's Requested Specifications. ( AliZEEEMI4SFEEEREST )
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INDUCTANCE iti DCR(max Rated Current(max
SERIES PART NUMBER o L tes&f’z';d't'o” ((()) ) (A) (max)
DSC6030C-4R7N 4.70 1.000 0.035 1.60
DSC6030C-6R8N 6.80 1.000 0.043 1.50
DSC6030C-100M 10.00 1.000 0.064 1.30
DSC6030C-150M 15.00 1.000 0.090 1.00
DSC6030C|  DSC6030C-220M 22.00 1.000 0.125 0.77
DSC6030C-330M 33.00 1.000 0.178 0.69
DSC6030C-470M 47.00 1.000 0.252 0.59
DSC6030C-680M 68.00 1.000 0.348 0.50
DSC6030C-101M 100.00 1.000 0.516 0.42
DSC7030C-3R3N 3.30 1.000 0.028 1.80
DSC7030C-4R7N 4.70 1.000 0.440 1.60
DSC7030C-6R8N 6.80 1.000 0.500 1.50
DSC7030C-100M 10.00 1.000 0.064 1.30
DSC7030C-150M 15.00 1.000 0.110 1.00
DSC7030C
DSC7030C-220M 22.00 1.000 0.132 0.86
DSC7030C-330M 33.00 1.000 0.192 0.65
DSC7030C-470M 47.00 1.000 0.288 0.57
DSC7030C-680M 68.00 1.000 0.372 0.49
DSC7030C-101M 100.00 1.000 0.540 0.35
DSC7032C-3R3N 3.30 1.000 0.028 1.90
DSC7032C-4R7N 4.70 1.000 0.440 1.70
DSC7032C-6R8N 6.80 1.000 0.500 1.60
DSC7032C-100M 10.00 1.000 0.064 1.40
DSC7032C-150M 15.00 1.000 0.110 110
DSC7032C-220M 22.00 1.000 0.132 0.96
DSC7032C-330M 33.00 1.000 0.192 0.75
DSC7032C-470M 47.00 1.000 0.288 0.67
DSC7032C
DSC7032C-680M 68.00 1.000 0.372 0.59
DSC7032C-101M 100.00 1.000 0.540 0.45
DSC7032C-151M 150.00 1.000 0.780 0.37
DSC7032C-221M 20.00 1.000 1.260 0.29
DSC7032C-331M 330.00 1.000 2.010 0.22
DSC7032C-471M 470.00 1.000 2.460 0.20
DSC7032C-681M 680.00 1.000 3.780 0.16
DSC7032C-102M 1000.00 1.000 5.740 0.13

% Design as Customer's Requested Specifications. ( Ali&EEERISHEKEST)
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Bl PRODUCT SPECIFICATIONS

INDUCTANCE L test condition DCR(max) Rated Current(max)

SERIES PART NUMBER (uH) @OA (Khz) Q) )
DSC7045C-3R3N 3.30 1.000 0.034 2.20
DSC7045C-4R7N 4.70 1.000 0.038 2.10
DSC7045C-6R8N 6.80 1.000 0.047 1.90
DSC7045C-100M 10.00 1.000 0.057 1.80
DSC7045C-150M 15.00 1.000 0.082 1.46
DSC7045C-220M 22.00 1.000 0.099 1.25
DSC7045C DSC7045C-330M 33.00 1.000 0.144 1.10
DSC7045C-470M 47.00 1.000 0.216 0.90
DSC7045C-680M 68.00 1.000 0.324 0.75
DSC7045C-101M 100.00 1.000 0.468 0.60
DSC7045C-151M 150.00 1.000 0.660 0.50
DSC7045C-221M 220.00 1.000 0.996 0.40
DSC7045C-331M 330.00 1.000 1.380 0.35
DSC7045C-471M 470.00 1.000 2.160 0.31
DSC1045C-3R3N 3.30 1.000 0.020 3.70
DSC1045C-5R6N 5.60 1.000 0.027 3.20
DSC1045C-100M 10.00 1.000 0.044 2.50
DSC1045C-150M 15.00 1.000 0.057 2.20
DSC1045C-220M 22.00 1.000 0.070 1.90
DSC1045C-330M 33.00 1.000 0.100 1.70
DSC1045C-470M 47.00 1.000 0.120 1.50
DSC1045C-680M 68.00 1.000 0.168 1.30
DSC1045C DSC1045C-101M 100.00 1.000 0.240 1.10
DSC1045C-151M 150.00 1.000 0.420 0.81
DSC1045C-221M 220.00 1.000 0.564 0.70
DSC1045C-331M 330.00 1.000 0.816 0.58
DSC1045C-471M 470.00 1.000 1.236 0.47
DSC1045C-681M 680.00 1.000 1.920 0.38
DSC1045C-102M 1000.00 1.000 3.360 0.29
DSC1045C-122M 1200.00 1.000 3.600 0.25
DSC1045C-152M 1500.00 1.000 4.080 0.22
DSC1255C-6RON 6.00 1.000 0.200 3.60
DSC1255C-100M 10.00 1.000 0.026 3.40
DSC1255C-150M 15.00 1.000 0.032 2.80
DSC1255C-220M 22.00 1.000 0.041 2.30
DSC1255C-330M 33.00 1.000 0.050 1.90
DSC1255C-470M 47.00 1.000 0.075 1.60
DSC1255C-680M 68.00 1.000 0.100 1.30
DSC1255C DSC1255C-101M 100.00 1.000 0.150 1.10
DSC1255C-151M 150.00 1.000 0.230 0.88
DSC1255C-221M 220.00 1.000 0.330 0.72
DSC1255C-331M 330.00 1.000 0.492 0.59
DSC1255C-471M 470.00 1.000 0.624 0.49
DSC1255C-681M 680.00 1.000 0.912 0.43
DSC1255C-102M 1000.00 1.000 1.344 0.34
DSC1255C-152M 1500.00 1.000 2.076 0.29

% Design as Customer's Requested Specifications. ( AliZEEEMIASEEEKEST)
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B PRODUCT SPECIFICATIONS

SERIES PART NUMBER IN(DpL;C))'Ié\(I)\l:E L tesétK%oZr;dltlon DClzgn;ax) Rated CL(JK)ent(max)
DSC1265C-2RON 2.00 1.000 0.014 6.20
DSC1265C-4R2N 4.20 1.000 0.018 5.50
DSC1265C-7RON 7.00 1.000 0.022 5.00
DSC1265C-100M 10.00 1.000 0.025 4.80
DSC1265C-150M 15.00 1.000 0.029 4.40
DSC1265C-220M 22.00 1.000 0.038 3.80

DSC1265C DSC1265C-330M 33.00 1.000 0.049 3.40
DSC1265C-470M 47.00 1.000 0.070 2.80
DSC1265C-560M 56.00 1.000 0.090 2.20
DSC1265C-680M 68.00 1.000 0.095 2.40
DSC1265C-101M 100.00 1.000 0.150 1.90
DSC1265C-151M 150.00 1.000 0.260 1.40
DSC1265C-221M 220.00 1.000 0.330 1.20
DSC1265C-331M 330.00 1.000 0.600 0.95
DSC1275C-1R2N 1.20 1.000 0.009 8.20
DSC1275C-2R7N 2.70 1.000 0.012 7.00
DSC1275C-3R9N 3.90 1.000 0.013 6.70
DSC1275C-5R6N 5.60 1.000 0.014 6.30
DSC1275C-6R8N 6.80 1.000 0.016 5.90
DSC1275C-100M 10.00 1.000 0.019 5.40
DSC1275C-150M 15.00 1.000 0.023 5.00

DSC1275C DSC1275C-220M 22.00 1.000 0.032 4.00
DSC1275C-330M 33.00 1.000 0.048 3.20
DSC1275C-470M 47.00 1.000 0.064 2.70
DSC1275C-680M 68.00 1.000 0.094 2.00
DSC1275C-101M 100.00 1.000 0.150 1.90
DSC1275C-151M 150.00 1.000 0.210 1.50
DSC1275C-221M 220.00 1.000 0.310 1.30
DSC1275C-331M 330.00 1.000 0.410 1.00

NOTES:

1. All test data is referenced to 20°C ambient

2. Operating Temperature Range -20°C to +85°C

3. The maximum rated current is a DC curren which causes initial inductance to decrease by 30% or
temperature to rise by 40°C ,which is smaller(at ambient reference temperature:20C)

% Design as Customer's Requested Specifications. ( AliZEEEMIASEREKEST)

BTG EZEFBRAE 078

HUIZHOU DELI ELECTRONICS CO.,LTD.




