
ISO 7049 stainless steel, A2-70, plain

• Shape C
• Recessed head shape H

Nominal diameter 
(d1) Length (l1) Head diameter 

(dk) Head height (k1) Internal drive

2.2 mm 6.5 mm 4 mm 1.6 mm H0
2.2 mm 9.5 mm 4 mm 1.6 mm H0
2.2 mm 13 mm 4 mm 1.6 mm H0
2.2 mm 16 mm 4 mm 1.6 mm H0
2.9 mm 6.5 mm 5.6 mm 2.4 mm H1
2.9 mm 9.5 mm 5.6 mm 2.4 mm H1
2.9 mm 13 mm 5.6 mm 2.4 mm H1
2.9 mm 16 mm 5.6 mm 2.4 mm H1
2.9 mm 19 mm 5.6 mm 2.4 mm H1
3.5 mm 9.5 mm 7 mm 2.6 mm H2
3.5 mm 13 mm 7 mm 2.6 mm H2
3.5 mm 16 mm 7 mm 2.6 mm H2
3.5 mm 19 mm 7 mm 2.6 mm H2
3.5 mm 22 mm 7 mm 2.6 mm H2
3.5 mm 25 mm 7 mm 2.6 mm H2
4.2 mm 9.5 mm 8 mm 3.1 mm H2
4.2 mm 13 mm 8 mm 3.1 mm H2
4.2 mm 16 mm 8 mm 3.1 mm H2
4.2 mm 19 mm 8 mm 3.1 mm H2
4.2 mm 22 mm 8 mm 3.1 mm H2
4.2 mm 25 mm 8 mm 3.1 mm H2
4.2 mm 32 mm 8 mm 3.1 mm H2
4.8 mm 9.5 mm 9.5 mm 3.7 mm H2
4.8 mm 13 mm 9.5 mm 3.7 mm H2
4.8 mm 16 mm 9.5 mm 3.7 mm H2
4.8 mm 19 mm 9.5 mm 3.7 mm H2
4.8 mm 22 mm 9.5 mm 3.7 mm H2
4.8 mm 25 mm 9.5 mm H2
4.8 mm 32 mm 9.5 mm 3.7 mm H2
4.8 mm 38 mm 9.5 mm 3.7 mm H2
5.5 mm 13 mm 11 mm 4 mm H3
5.5 mm 16 mm 11 mm 4 mm H3
5.5 mm 19 mm 11 mm 4 mm H3
5.5 mm 22 mm 11 mm 4 mm H3

Pan head tapping screws with recessed head

Material Stainless steel A2
Surface Plain
RoHS-compliant Yes
Form C

COMPANY



Nominal diameter 
(d1) Length (l1) Head diameter 

(dk) Head height (k1) Internal drive

5.5 mm 25 mm 11 mm 4 mm H3
5.5 mm 32 mm 11 mm 4 mm H3
5.5 mm 38 mm 11 mm 4 mm H3
6.3 mm 13 mm 12 mm 4.6 mm H3
6.3 mm 16 mm 12 mm 4.6 mm H3
6.3 mm 19 mm 12 mm 4.6 mm H3
6.3 mm 22 mm 12 mm 4.6 mm H3
6.3 mm 25 mm 12 mm 4.6 mm H3
6.3 mm 32 mm 12 mm 4.6 mm H3
6.3 mm 38 mm 12 mm 4.6 mm H3

Notice

Replaces DIN 7981




