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PROFESSIONAL BIOMETRIC RECOGNITION
AND SOLUTIONS SUPPLIER

oAccess control systems < Attendance management systems
©Multi-Location Attendance Solution On Cloud

www.sztimmy.net
www.timyteco.net



Company profile

™A FE€ C€ RoHS

Shenzhen Union Timmy Technology Co., Ltd, established in 2000, is a professional manufacturer engaged in the R&D of different biometric solutions, and
Dedicated to the manufacturing and selling of Fingerprint&Face Recognition time attendance, Fingerprint&Face Recognition access control over the past
20 years.

Our factory covers an area of 2,500 square meters with around 100 employees. So far we have obtained the verified certificates of 1ISO9001, CE, FCC,
ROHS, etc,and achieved the Chinese highest manufacturing honor as " National High tech enterprises " in 2017 with more than 10 patents.

Our band " TIMMY " is well-known in Biometric attendance market of China, and then we formally decide to step out towards the world market in 2017.
Each year we will participate in at least 7 overseas exhibitions and totally take one month or more time paying visit to our overseas clients in some

countries, So far our products had already exported to over 70 countries and regions, such as Southeast Asia, Middle east, Europe, South Africa and
North America.

We have strong capability of Hardware quality control and Multiple OEM software solution. our Sales and technical support are always available to deal
with your consult and inquiry, We Commit that our Desktop and Cloud software are free as well as our device SDK that you can use to integrate with
your existed system, Our firmware by far can support 18 types of Muti-languages.

You can cooperate with TIMMY in flexible ways, including OEM/ODM, or Brand sales, Project cooperation and Industry application joint development.
Every year, More than one hundred clients from different countries will come to visit us. We treat every visitor with our honesty and sincerity, and hold

the business belief of win-win cooperation.

Our Facility
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Timy

Professional Face Recognition Access Control Terminal

R

SR —— —

I Face & Card Professiona%l Grade
Access Control With Time Attendance
+ Dual Infrared, Dual High Resolution Cameras To
Allow Night Vision
+ 1.5GHz Quad-Core CPU

Specification

Product Name

Professional Face Recognition
Access Control Terminal

Professional Face Recognition
Access Control Terminal

Professional Face Recognition
Access Control Terminal

Product Appearance

Model

TM-A1l

TM-A2

TM-A31

Identification Method

Face, PIN, Card

Face, PIN, Card

Face, Fingerprint, PIN, Card(Optional Palm)

Identification Speed <1s <1s <1s
Recognition Mode TN, 1:1 TN, 1:1 TN1:1
Identification| Face Capacity 1000 1000 Face/Palm(1000)
Card Capacity 2000 2000 Fingerprint/Card(3000)
Password Capacity 2000 2000 3000
Record Capacity 100,000 100,000 110,000
Management Record 10,000 10,000 10,000
Screen 2.8" Capacitive TFT Color Touch Screen 2.8" Capacitive TFT Color Touch Screen 2.8" Capacitive TFT Color Touch Screen
Display
Language Chinese, English and more Chinese, English and more Chinese, English and more

Communication

Communication Method

USB Flash Drive, Rs485, TCP/IP(Optional WIFI)

USB Flash Drive, Rs485, TCP/IP(Optional WIFI)

USB Flash Drive, Rs485, TCP/IP(Optional WIFI)

Alarm Over Record Alarm, Threaten Alarm, Tamper | Over Record Alarm, Threaten Alarm, Tamper Over Record Alarm, Threaten Alarm, Tamper
Alarm Output 1 Set 1 Set 1 Set

Access

Control Lock Signal Output 1 Set Relay Signal Output 1 Set Relay Signal Output 1 Set Relay Signal Output
WG 1 Set WG In/Out 1 Set WG In/Out 1 Set WG In/Out

Others Dimension 190*76*31Tmm 190*76*31Tmm 206*76*30mm




Face & Fingerprint Access Control and
Time Attendance Management Systems

Product Name

Dynamic Face Recognition Terminal

Dynamic Face Recognition Terminal

Face Recognition Terminal

Face Recognition Terminal

Product Appearance

Welcome!

Model

TM-DF01

TM-DF02

TM-F850

TM-F881

Identification Method

Dynamic Face, PIN

Dynamic Face, PIN

Face, Fingerprint, PIN, Card

Face, Fingerprint, PIN, Card(Optional Palm)

Identification Speed <0.2s <0.2s <1.0s <1.0s
Recognition Mode TN, 1:1 TN, 1:1 TN, 1:1 TN, 11
|dentification Face Capacity 2000/5000,10000(Optional) 2000/5000,10000(Optional) 1500/3000(Optional) Face/Palm(3000)
Fingerprint Capacity - - 5000/15000(Optional) 5000
Card Capacity - - 5000/15000(Optional) 5000
fassdoidlCapacly 2000/5000,10000(Optional) 2000/5000,10000(Optional) 5000/15000(Optional) 500
Record Capacity 1000,000 1000,000 500,000 100,000
Screen 5" Capacitive TFT Color Touch Screen 4.3" Capacitive TFT Color Touch Screen 4.3" Capacitive TFT Color Touch Screen 5" Capacitive TFT Color Touch Screen
RS Languages Chinese, English and more Chinese, English and more Chinese, English and more Chinese, English and more
Voice Chinese, English and more Chinese, English and more Chinese, English and more Chinese, English and more

Communication

Communication Method

USB Flash Drive, TCP/IP, WIFI

USB Flash Drive, TCP/IP, WIFI

USB Flash Drive, TCP/IP(Optional WIFI)

USB Flash Drive, TCP/IP(Optional WIFI)

Access Control

Lock Signal Output

1 Set Relay Signal Output

1 Set Relay Signal Output

1 Set Relay Signal Output

1 Set Relay Signal Output

Others

Dimension

185*110*20mm

167*140*35mm
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Face & Fingerprint Access Control and
Time Attendance Management Systems

Specifications:

Product Name

Face Recognition Terminal

Face Recognition Terminal

Face Recognition Terminal

Face Recognition Terminal

Face Recognition Terminal

Product Appearance

Model

TM-F650

TM-F661

TM-F610

TM-F620

TM-F630

Identification Method

Face, Fingerprint, PIN, Card

Face, Fingerprint, PIN, Card

Face, Fingerprint, PIN, Card

Face, Fingerprint, PIN, Card

Face, Fingerprint, PIN, Card

Identification Speed <1.0s <1.0s <1.0s <1.0s <1.0s

Recognition Mode T:N,1:1 T:N,1:1 T:N,1:1 1:N,1:1 1:N,1:1
\dentification Face Capacity 1000 1000 1000 1000 1000

Fingerprint Capacity 5000 3000 5000 5000 5000

Card Capacity 5000 3000 5000 5000 5000

Password Capacity 5000 3000 5000 5000 5000

Record Capacity 300,000/10,000 110,000/10,000 300,000/10,000 300,000/10,000 300,000/10,000

Screen 2.8" TFT Color LCD 2.8" TFT Color LCD 2.8" TFT Color LCD 2.8" TFT Color LCD 2.8" TFT Color LCD
Display Languages Chinese, English and more Chinese, English and more Chinese, English and more Chinese, English and more Chinese, English and more

Voice Chinese, English and more Chinese, English and more Chinese, English and more Chinese, English and more Chinese, English and more

Communication

Communication Method

USB Flash Drive, TCP/IP(Optional WIFI)

USB Flash Drive, TCP/IP(Optional WIFI)

USB Flash Drive, TCP/IP(Optional WIFI)

USB Flash Drive, TCP/IP(Optional WIFI)

USB Flash Drive, TCP/IP(Optional WIFI)

Access Control

Access Control

1 Set Relay Signal Output

1 Set Relay Signal Output

1 Set Relay Signal Output

1 Set Relay Signal Output

1 Set Relay Signal Output

Others

Dimension

170*169*37mm

145*176*93mm

170*157*38mm

186*158*51Tmm

170*169*37mm

_3_



Timy

Access Control Systems

Specifications:

Product Name

Indoor Fingerprint & Card
Access Control Terminal

Ultra-Narrow Design
Fingerprint Access Control

Touch Keypad Fingerprint &
Card Access Control Terminal

Waterproof Metal Case Fingerprint
& RFID Card Access Control

Big Size Touch Key Fingerprint
& RFID Card Access Control

Single Gate Professional
Fingerprint & Card Door
Access Control Terminal

Indoor Fingerprint & Card
Access Control Terminal

Product Appearance L
f |
W
Model TFS30 TFS50 TFS70 TFS80 TFS90 TFS18 TFS28
Operation Offline, Online Offline, Online Offline, Online Offline, Online Offline, Online Offline, Online Offline, Online
|dentification Method Fingerprint, PIN, Card Fingerprint, PIN, Card Fingerprint, PIN, Card Fingerprint, PIN, Card Fingerprint, PIN, Card Fingerprint, PIN, Card Fingerprint, PIN, Card
L Identification Speed <1.0s <1.0s <1.0s <1.0s <1.0s <1.0s <1.0s
Identification
Fingerprint Capacity 3000 3000 3000 5000 3000 3000 3000
Card Capacity 3000 3000 3000 5000 3000 3000 3000
Record Capacity 200,000 200,000 200,000 80, 000 200,000 200,000 200,000
Display Voice Chinese, English and more. Chinese, English and more | Chinese, English and more Chinese, English and more. Chinese, English and more. Chinese, English and more. Chinese, English and more

Double Color LED(red/green)

Double Color LED(red/green)

Double Color LED(red/green)

Double Color LED(red/green)

Communication

Communication Method

USB Flash Drive,
RS485, TCP/IP, WAN

USB Flash Drive,
RS485. TCP/IP, WAN

USB Flash Drive,
RS485, TCP/IP, WAN

USB Flash Drive,
RS485, TCP/IP, WAN

USB Flash Drive,
RS485. TCP/IP, WAN

USB Flash Drive,
RS485. TCP/IP, WAN

USB Flash Drive,
RS485. TCP/IP, WAN

1 Door Sensor Input,

1 Door Sensor Input,

1 Door Sensor Input,

1 Door Sensor Input,

1 Door Sensor Input,

1 Door Sensor Input,

1 Door Sensor Input,

Input 1 Door Unlock Button Input 1 Door Unlock Button Input 1 Door Unlock Button Input 1 Door Unlock Button Input | 1 Door Unlock Button Input 1 Door Unlock Button Input | 1 Door Unlock Button Input
Output 1 Door Lock Control Output 1 Door Lock Control Output 1 Door Lock Control Output 1 Door Lock Control Output | 1 Door Lock Control Output 1 Door Lock Control Output | 1 Door Lock Control Output
Access Tamper Unlock, Enforce Tamper Unlock, Enforce Tamper Unlock, Enforce Tamper Unlock, Enforce Tamper Unlock, Enforce Tamper Unlock, Enforce Tamper Unlock, Enforce
Control Alarm and Threaten, Fire Protection and Threaten, Fire Protection | and Threaten, Fire Protection | and Threaten, Fire Protection | and Threaten, Fire Protection and Threaten, Fire Protection | and Threaten, Fire Protection
WG Input/Output WG26/ WG34 WG26/ WG34 WG26/ WG34 WG26/ WG34 WG26/ WG34 WG26/ WG34 WG26/ WG34
At RuEten Inside/Outside Door Inside/Outside Door Inside/Outside Door Inside/Outside Door Inside/Outside Door Inside/Outside Door Inside/Outside Door
Power Supply DC 12V DC 12V DC 12V DC 12V DC 12V DC 12V DC 12V
Others
Dimension 187*77*33mm 140*44*20mm 185*64*47mm 193*72*33mm 220*75*35mm 142*92*30mm 105*105*30mm
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Access Control Systems

Specification

Product Name

Slim Touch Keypad Fingerprint
Access Control Terminal

Simple Gate Fingerprint &
Card Access Control Terminal

Fingerprint & Card Reader

Standalone Fingerprint
Access Control Time Attendance

Standalone Fingerprint
Access Control Time Attendance

Product Appearance

Waterproof Rating

Model TFS16 TFS10 TFS12A TAS10 TFS6
Sensor Capacitive Optical Sensor Optical Sensor Optical Sensor Optical Sensor
Identification Method Fingerprint, PIN, Card Fingerprint, PIN, Card Fingerprint, PIN, Card Fingerprint, PIN, Card Fingerprint, PIN, Card
Identification Speed <1.0S <1.08 <1.0S <1.0S <1.0S
Identification
Fingerprint Capacity 500(Optional 5000) 1000 500 1000 1000
Card Capacity 2000(Optional 20000) 1000 500 3000 3000
Password Capacity 2000(Optional 20000) 1000 500 1000 1000
Display Voice Dual Color LED(red/green) Dual Color LED(red/green) Dual Color LED(red/green) Dual Color LED(red/green) Dual Color LED(red/green)

Communication | Communication Method

Rs485, USB Flash Drive

Rs485, USB Flash Drive

Rs485, USB Flash Drive

Rs485, USB Flash Drive

1 Door Sensor Input,

1 Door Sensor Input,

1 Door Sensor Input,

1 Door Sensor Input,

1 Door Sensor Input,

i 1 Door Open Button Input 1 Door Open Button Input 1 Door Open Button Input 1 Door Open Button Input 1 Door Open Button Input
Access
Control Output 1 Door Lock Control Output 1 Door Lock Control Output 1 Door Lock Control Output 1 Door Lock Control Output 1 Door Lock Control Output
Alarm Tamper, Unlock and Enforce Tamper, Unlock and Enforce Tamper, Unlock and Enforce Tamper, Unlock and Enforce Tamper, Unlock and Enforce
Others Dimension 140*68*34mm 145*80*30mm 86*86*30mm 118*118*30mm 187*77*33mm
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Access Control Systems

Specifications:

Product Name

Fingerprint Access Control Slave Master Mold

Time Attendance &
Access Control

Time Attendance
& Access Control

Time Attendance
& Access Control

Time Attendance
& Access Control

Product Appearance

Model TFS30 Indoor Master Device | TFS303 Outdoor Slave Reader TF63 TFS330 TFS220 TF600
Identification Method Fingerprint, PIN, Card Fingerprint, PIN, Card Fingerprint, PIN, Card PIN, Card PIN, Card PIN, Card
Sensor Optical Sensor Optical Sensor Optical Sensor - - -
125 kHz EM 125 kHz EM 125 kHz EM 125 kHz EM 125 kHz EM 125 kHz EM

Identification | Card

13.56 MHz Mifare

13.56 MHz Mifare

13.56 MHz Mifare

13.56 MHz Mifare

13.56 MHz Mifare

13.56 MHz Mifare

User 3000 - 3000 10000 10000 10000

Record Capacity 100,000 - 100,000 100,000 100,000 100,000

Screen 2.4" TFT Color LCD - 2.8" TFT Color LCD Blue Color TFT LCD 2.4" TFT Color LCD 2.8" TFT Color LCD
Displ

Communication | Communication Method

USB Flash Drive,
TCP/IP, RS485

USB Flash Drive,
TCP/IP, RS485

USB Flash Drive,
TCP/IP, RS485

USB Flash Drive,
TCP/IP, RS485

USB Flash Drive,
TCP/IP, RS485

WG Input/Output WG26/ WG34 WG26/ WG34 WG26/ WG34 WG26/ WG34 WG26/ WG34
Access Working With The Master
Control

Tamper Yes Yes Yes Yes Yes

Power Supply DC 12V DC 12V DC 12V DC 12V DC 12V DC 12V
Others

Dimension 187*77*33(mm) 145*80*30(mm) 197*118*44(mm) 142*92*30(mm) 187*77*33(mm) 197*118*44(mm)
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WIFI&GPRS Fingerprint Time Attendance

Wireless Communication Fingerprint

Time Attendance Terminal

Wireless No Hassle

+ Standard Access Control Functions

+ Standard Hilg'h-speed WiFi Data Transfer ,

N8
’/ 7 -

~

[ S ]
./. Internet
@ Headquarters Of The Server —~

Query The End Internet

((ﬂ’)) EI &

GPRS Company Division

((ﬂ’)) e, 8}

GPRS  Company Division

((‘U’)) mg
’ =B

GPRS Company Division

Specification

Product Name

WIFI Fingerprint
Time Attendance

WIFI Fingerprint
Time Attendance

GPRS Fingerprint Time
Attendance & Access Control

High Steady WAN
Remote Time Attendance

Product Appearance

2)

Model TM62-WIFI TM30-WIFI TM-68GPRS TMS82-P2S
|dentification Method Fingerprint, PIN, Card Fingerprint, PIN, Card Fingerprint, PIN, Card Fingerprint, PIN, Card
Fingerprint Capacity 3000/5000(Optional) 3000/5000(Optional) 3000/5000(Optional) 3000/5000(Optional)
Identification .
Record Capacity 200,000/80,000 200,000/80,000 200,000/80,000 200,000/80,000
Recognition Mode 1: N1: 1 1:N1: 1 1: N1: 1 1: N1: 1
Identification Speed <1.0S <1.0S <1.08 <1.08
Screen 2.8" TFT Color LCD 2.8" TFT Color LCD 2.8" TFT Color LCD 2.8" TFT Color LCD
Display
English/Spanish/French/Turkish/ | English/Spanish/French/Turkish/ | English/Spanish/French/Turkish/| English/Spanish/French/Turkish/
Languages Thai/Indonesian and more Thai/Indonesian and more Thai/Indonesian and more Thai/Indonesian and more
o . USB Flash Drive, USB. USB Flash Drive, USB, USB Flash Drive, TCP/IP, USB Flash Drive,
Communication | Communication Method TCP/IP, RS485. WIFI TCP/IP, RS485, WIFI RS485. GPRS TCP/IP. GPRS
Power Supply DC 9V DC 9V DC 9V DC 9V
Others
Dimension 199*170*40mm 190*180*42mm 190*80*33mm 199*170*40mm




Timy

Cloud Time Attendance Access Control Terminal

Cloud Time Attendance Access Control Terminal
+ Data Intelligently Communicates And Transmits
Among The Triple Terminal Of Time Attendance
Machine,Web,Mobile APP Through Cloud.

+ Multiple Devices Interconnection, Cross-district

Management.
s
1 S
1 N
1 N
1
| \
I N
| \
1 \
1 \
Web Mobile App
Guangzhou Beijing
Branch Office Branch Office
Shenzhen Shanghai
Branch Office Branch Office
Ao

Specifications:

Product Name

Cloud Time Attendance
Access Control Terminal

Cloud Time
Attendance Terminal

Cloud Time
Attendance Terminal

Cloud Time
Attendance Terminal

Product Appearance

Model TFS63-YUN TMY-90 Tpad86-YUN TM11-YUN
Identification Method Fingerprint, PIN, Card Fingerprint, PIN, Card(Optional), Fingerprint, PIN, Card(Optional) Fingerprint, PIN, Card(Optional
Identification Speed <1.08 <1.08 <1.08 <1.08
Identification | Recognition Mode 1:N;1:1 1T:N;1:1 1T:N;1:1 1T:N;1:1
Fingerprint Capacity 3000 3000/5000(Optional) 3000/5000(Optional) 3000/5000(Optional)
Record Capacity 200,000/80,000 200,000/80,000 200,000/80,000 200,000/80,000
Screen 2.8" TFT Color LCD 2.8" TFT Color LCD 4.3" TFT Color Touch Screen 2.4" TFT Color Touch Screen
Display
Languages Chinese, English and more Chinese, English and more Chinese, English and more Chinese, English and more

Communication | Communication Method

USB. TCP/IP, RS485,
WIFI/GPRS(Optional)

TCP/IP. WIFI, GPRS(Optional)

TCP/IP, WIFI, GPRS(Optional)

TCP/IP, WIFI, GPRS(Optional)

WG Input/Qutput WG26/WG34 - . -
Access
Control

Tamper Yes - - -

Power Supply DC12v DC 9V DC 9V DC 9V
Others Optional Functions - Backup Battery Backup Battery Backup Battery

Dimension 197*118*44mm 192*136*41Tmm 175*120*40mm 180*130*38mm
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TCP/IP Fingerprint Time Attendance

Specification

Product Name

Large Touch
Screen Time Attendance
And Access Control

TCP/IP Fingerprint
Time Attendance

TCP/IP Fingerprint
Time Attendance

TCP/IP Fingerprint
Time Attendance

TCP/IP Fingerprint
& Card Time Attendance

High Speed High-capacity
Fingerprint Terminal

Product Appearance

Model

Tpad 86

T™M32

TMS2

TM60

T™M70

TMS58

Thai/Indonesian and more

Thai/Indonesian and more

Thai/Indonesian and more

Thai/Indonesian and more

Thai/Indonesian and more

|dentification Methed Fingerprint, PIN Fingerprint, PIN Fingerprint, PIN Fingerprint, PIN Fingerprint, PIN Fingerprint, PIN

Fingerprint Capacity 3000( Auto Learn) 3000 3000 3000 3000 3000/10000 (Optional)
Identification | Record Capacity 200,000 200,000 200,000 200,000 200,000 200,000/80,000 (Optional)

Recognition Mode 1:N; 1:1 T:N; 1:1 T:N; 1:1 T:N; 101 T:N; 1:1 T:N; 1:1

Identification Speed <1.0S <1.0S <1.0S <1.0S <1.0S <1.0S

Screen 4.3" TFT Color Touch Screen 24" TFT Color LCD 2.8" TFT Color LCD 2.8" TFT Color LCD 2.8" TFT Color LCD 2.8" TFT Color LCD
Display

Languages English/Spanish/French/Turkish/ English/Spanish/French/Turkish/ English/Spanish/French/Turkish/ English/Spanish/French/Turkish/ English/Spanish/French/Turkish/ English/Spanish/French/Turkish/

Thai/Indonesian and more

Communication | Communication Method

TCP/IP ,RS485 ,

TCP/IP, USB Flash Drive, USB

USB Flash Drive,

USB Flash Drive, USB,

USB Flash Drive,

USB Flash Drive,

USB(Optional WIFI) TCP/IP, USB RS485. TCP/IP USB. RS485. TCP/IP TCP/IP, USB. RS485
Power Supply DC 9V-25V DC 5V DC 5V DC 5V DC 9V DC 9V
Others Dimension 185%120*40mm 180*128*50mm 187*131*42mm 189*137*50mm 187*131*42mm 180*128*50mm
Optional Functions ID/IC Backup Battery/ID/IC Backup Battery/ID/IC Backup Battery/ID/IC Backup Battery/ID/IC Backup Battery/ID/IC
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TCP/IP Fingerprint Time Attendance

Specification

Product Name

TCP/IP Fingerprint
Time Attendance

TCP/IP Fingerprint
Time Attendance

TCP/IP Fingerprint
Time Attendance

TCP/IP Fingerprint
Time Attendance

TCP/IP Fingerprint
& Card Time Attendance

TCP/IP Fingerprint
& Card Time Attendance

Product Appearance

Model

T™M20

TMS0

TMS51

TMS88

TM90

TM1000

Thai/Indonesian and more

Thai/Indonesian and more

Thai/Indonesian and more

Thai/Indonesian and more

|dentification Method Fingerprint, PIN Fingerprint, PIN Fingerprint, PIN Fingerprint, PIN Fingerprint, PIN Fingerprint, PIN
Fingerprint Capacity 3000 3000 3000 3000 3000 3000
Identification | Record Capacity 200,000 200,000 200,000 200,000 200,000 200,000
Recognition Mode T:N; 1:1 T:N; 1:1 T:N; 1:1 1:N; 1:1 T:N; 1:1 T:N; 1:1
Identification Speed <1.0S <1.0S <1.0S <1.0S <1.0S <1.08
Screen 2.4" TFT Color LCD 2.4" TFT Color LCD 2.4" TFT Color LCD 2.8" TFT Color LCD 2.8" TFT Color LCD 2.4" TFT Color LCD
Display
Languages English/Spanish/French/Turkish/ English/Spanish/French/Turkish/ English/Spanish/French/Turkish/ English/Spanish/French/Turkish/ English/Spanish/French/Turkish/ English/Spanish/French/Turkish/

Thai/Indonesian and more

Thai/Indonesian and more

Communication | Communication Method

TCP/IP, USB Flash Drive, USB

TCP/IP, USB Flash Drive, USB

USB Flash Drive,

USB Flash Drive, USB,

USB Flash Drive,

USB Flash Drive,

TCP/IP. USB RS485, TCP/IP USB. RS485. TCP/IP TCP/IP, USB, RS485
Power Supply DC 12V DC 9V DC 9V DC 9V DC 9V DC 9V
Others Dimension 198%140*40mm 185%125*38mm 185%125*38mm 180*130*38mm 192*136*40mm 180*130*38mm

Optional Functions

Backup Battery/ID/IC

Backup Battery/ID/IC

Backup Battery/ID/IC

Backup Battery/ID/IC

Backup Battery/ID/IC

Backup Battery/ID/IC




Timy

Standalone Excel Output Attendance

Specification

Product Name

Face Recognition
Terminal

Big Screen Fingerprint
Time Attendance

Stand Lone Fingerprint
Time Attendance

Stand Lone Fingerprint
Time Attendance

Stand lone Fingerprint
Time Attendance

Biometric Voice
Time Attendance

Product Appearance

Model TM-F6000 Tpad 6000 TM1100 TM1800 TM2800 TM3000
Sensor Optical Optical Optical Optical Optical Optical
Recognition Mode 1T:N; 1: 1 T:N; 1:1 1T:N; 1: 1 1T:N; 1: 1 1: N; 1: 1 1:N; 1:1
X . . Fingerprint 3000, Face 1000,
Fingerprint Capacity PIN 1000 1000 1000 1000 1000 1000
Identification
Record Capacity 300,000 100,000 100,000 100,000 100,000 100,000
dentification Speed <1.0S <1.0S <1.0S <1.0S <1.0S <1.0S
Identification Method Face, Fingerprint, PIN Fi int, PIN, Card Fi int, PIN, Card Fi int, PIN, Card Fi int, PIN, Card Fi int, PIN, Card
ificati And Combinations ingerprint, PIN, Car ingerprint, PIN, Car ingerprint, PIN, Car ingerprint, PIN, Car ingerprint, PIN, Car
Screen English/Spanish/French/Turkish/ English/Spanish/French/Turkish/ English/Spanish/French/Turkish/ English/Spanish/French/Turkish/ English/Spanish/French/Turkish/ English/Spanish/French/Turkish/
Thai/Indonesian and more Thai/Indonesian and more Thai/Indonesian and more Thai/Indonesian and more Thai/Indonesian and more Thai/Indonesian and more
Display
Display 2.8" TFT Color LCD 4.3" TFT Color Touch Screen 24" TFT Color LCD 24" TFT Color LCD 2.8" TFT Color LCD 2.8" TFT Color LCD
e USB Flash Drive Download USB Flash Drive Download USB Flash Drive Download USB Flash Drive Download USB Flash Drive Download USB Flash Drive Download
Communication | Reports Reports in Excel or Txt File Reports in Excel or Txt File Reports in Excel or Txt File Reports in Excel or Txt File Reports in Excel or Txt File Reports in Excel or Txt File
Power Supply DC 9V 1A DC 5V DC 5V DC 5V DC 5V DC5V
Others Dimension 170*155*31(mm) 175%120*40(mm) 180%130*38(mm) 160*130*30(mm) 160*130*31(mm) 190*180*42(mm)
ID/IC/Backup Power /
Optional Functions -- ID/IC ID/IC ID ID

Name Broadcast
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Proximity Card Time Attendance

Proximity Card Time Attendance
Terminal

+ Access Control, WG26
+ Store Your Data On a USB Flash Drive

+ Communication: USB, RS485, TCP/IP
-

SN

Specifications:

Product Name

Proximity Card Time
Attendance & Access Control

Proximity Card
Time Attendance

Basic Proximity
Card Time Attendance

Product Appearance

Download Reports Directly
Without Software

Model TD300 TD800 TD900
|dentification Method Card/PIN Card/PIN Card/PIN
Languages Chinese, English and more. Chinese, English and more. Chinese, English and more.
Recognition
Card Capacity 10000 10000 1000
Record Capacity 100,000 100,000 100,000
Display Screen 2.8" TFT Color LCD 2.8" TFT Color LCD 2.4" TFT Color LCD
g - » USB Cable/USB Flash Drive USB Cable/USB Flash Drive USB Flash Drive Download
ommunication | Communication Method (Optional TCP/IP) (Optional TCP/IP) Reports in Excel
S — Weigand 26 Output B
Control (et And Relay Output N
Voltage DCOV DC5V DC5V
Others Dimension 180*128*50mm 187*131*42mm 187*131*42mm
Optional . .
Agclezggries Optional Battery Optional Battery Optional Battery




Passagers In&Out Management System

Function and Features:

+Combine fingerprint/facial/card readers and turnstile, to verify visitor identity

and control access;

+Fast verify speed, real time display, two-way in/out access, automatically
verification. Meet different access demands;

+legal user alarm. If visitor access without verify fingerprint/card, device alarm
prompt not-verified;

+TCP/IP and RS485 communication;

+Connect with PC, 24-hours remote monitoring, collect access records real time.

Timy
AERREANBERES

LED

Card sender

\;:/ Printer

H FingerprintScanner

-~

Remote workstation

High - Speed Flap Gate  High - Speed Flap Gate ~ Oblique Wing Gate Tripod Turnstile




Access Controller System

pe

cations:

Product Name

Single Door Two Ways
Card Access Controller

2 Doors Two Ways
Card Access Controller

4 Doors Single Ways
Card Access Controller

Product Name

Optical
Fingerprint Scanner

Optical
Fingerprint Scanner

Product Appearance

Model

U1000

U3000

Lock 1 Lock 2 Lock3 Lock4

® 0o 00 b
. Exit Button 1

Door Magnet 1

[ J
) Exit Bution 2
Door Magnet 2 [JRLERE iy AN PY

Y exitButton
R ED P
[ J — e exitButton 4

Door Magnet 4

WIFI

GPRS

TCP/IP

RS485

Reader2

Reader3 Reader 4

@& FE C€ RoHS

Product Appearance

Model TM-S01 TM-S02 TM-S04
Fingerprint Capacity 5000 5000 5000
Password Capacity 5000 5000 5000
Card Capacity 30000 30000 30000
Record 110,000 110,000 110,000

Communication

TCP/IP, USB. RS485

TCP/IP, USB. RS485

TCP/IP, USB. RS485

Sensor Dark Backlight SensorDark Backlight Sensor
Resolution 500DPI 500DPI
280*360 280*360

Template Size

Communication

USB1.0/1.1/2.0

USB1.0/1.1/2.0

Exit 1 2 4
Distance 100 meters 100 meters 100 meters
Alarm Unlock and Enforce | Unlock and Enforce | Unlock and Enforce
Power DC 12V, 23000mA | DC 12V, >3000mA | DC 12V, >3000mA

Win 8/WIN 7/Vista/

Win 8/WIN 7/Vista/

Database Support

Access and Sq

Access and Sql

Access and Sql

Optional

Wifi, GPRS

Wifi, GPRS

Wifi, GPRS

Dimension

215*105*35mm

215*105*35mm

215*105*35mm

Operating System XP/Windows XP/Windows
Server 2003/2008 Server 2003/2008

USB Line 120cm 120cm

Size 95mm*52mm*36mm | 95mm*52mm*36mm
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Card Access Control/Readers

Card Access Control/Reader

Product Appearance

Model

TDS-03EM/MF

Reader

TDS17EM/MF

Card Access Control

TDS18EM/MF

Card Access Control

TDS1SEM/MF

Card Access Control

TDS10EM-W/MF-W
Waterproof
Access Control/Reader

TDS12EM-W/MF-W
Waterproof
Access Control/Reader

TDS16EM-W/MF-W
Waterproof
Access Control/Reader

TDS19EM-W/MF-W
Waterproof
Access Control/Reader

Feature

*WG26;
+Size: 86x86x18 (mm)
+Power Supply: DC5~16V

# Card Capacity: 800
# Size: 115*60*16(mm)
4 Verify Mode: PIN , ID Card,

Pin+ID Card (Optional IC)

4 Card Capacity: 800
4 Size: 110*60*20(mm)
4 Verify Mode: PIN , ID Card,

Pin+ID Card (Optional IC)

4 Card Capacity: 800
# Size: 113*60*17(mm)
4 Verify Mode: PIN , ID Card,

Pin+ID Card (Optional IC)

@ Card Capacity: 2000
# Size: 153*45*20(mm)
4 Verify Mode: PIN , ID Card,

Pin+ID Card (Optional IC)

4 Card Capacity: 10000
# Size: 160*43*21(mm)
4 Verify Mode: PIN , ID Card,

Pin+ID Card (Optional IC)

4 Card Capacity: 3000
# Size: 78.7*78.7*18.6(mm)
4 Verify Mode: PIN , ID Card,

Pin+ID Card (Optional IC)

@ Card Capacity: 2000
# Size: 84*84*20(mm)
# Verify Mode: PIN , ID Card,

Pin+ID Card (Optional IC)

Patrol System

+ Large Capacity Memory With Record

Capacity Of 60000.

+ USB Communication

+ 3.6 Volt Lithium Battery And Charged

With USB Line.

Records

+ USB communication

Network Mode: GSM, WCDMA
+ Data service: GPRS, EDGE, HSPA

+ Frequency: 2G:GSM 850/900/1800/1900

+ Large Capacity With 60000 Records,
Punch For 300times Everyday
+ USB communication

+ Size: 147x42x22mm

N
Product Appearance ‘
=t L )
o TM-101E TM-101F TM-101P TM-101Z Security Guard
Security Guard Tour Patrol Monitor Fingerprint Security Guard Tour Patrol Explosion-Proof Security Guard Tour Patrol Display Security Guard Tour Patrol Tour Patrol Checkpoint
+ Water-proof And Anti-breaking. X .
) ) + Rugged Case: Super Strong Engineering | ¢ Screen Size: 4 inch, Screen Resolution: | ¢ Super Strong Alloy Shell, Wrapped by * Patrol, Mark And Noctilucent Combined.
With Super Strong Aluminum Alloy | b |
- ) ) ) . ) sili Liner, Fi Hept S ) . ) )
Material and Hard Anodiaing Processing. Plastic, With Waterproof Seal Ring At | 800*480pixel, Pixel Density: 233ppi, ficone Hiner, Fixed by Heptagonal SCréws ¢ omark: Diameter is 5cm, Thickness is
Feature Seam Joint. Large Capacity With 60000 With Waterproof Seal Ring at Seam Joint

Noctilucent.

1cm, The Patrol Checkpoint is With
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Access Control Accessories

Locks & Access Control Power Supply

Product
Appearance
—— €
W S ——— ‘ %
¢
- TM-S205D TM-S208LED TM-205W TM-S280ZL TM-S280U TM-20 TM-21 TM-P12V5A TM-PS12V5A TM-JX
Electric lock Magnetic Lock Door Holder Access Control Access Control Power supply
Power Supply Power Supply
Inbut: 220V AC. 50K +Input: 100-240VAC, 50/60Hz +Input Voltage: AC220V or
@ Lower Temperature | #280KG Single Door | 4 Stainless Steel Door | ¢ L-Shape, Z-shape # Magnetic lock , # Aluminum Alloy # Stainless Steel Door | Pt . Onz AC110V
+Output: 13.5VDC, 5A/35A :
Electric Lock With Light Magnetic | Handle For Metal And | Bracket For 280KG U-shape Bracket For Door Holder For Holder For Small Gap | +Output: 12V DC, 3A/5A by ! :g::z:t(;/ °::gi va >
e ' . - " T ture: -20°C-60°C urrent:
Feature 4 Dimension: Lock With Single Out | Glass Door Magnetic Lock Without Drillingon Installation On Between Door Frame | +Size: 185*78*64mm em;?:ja T"e +External Battery Specification:
200%34*42mm  Dimension: Rimless Glass Door | Rimless Glass Door | And Door +Humidity: <90%RH 7AH 12V DC
250*43*26mm +Size: 135*87*38mm +Battery Over Discharge
Voltage: 9V
+Dimension: 278*233*66mm

Product
Appearance -
187 |
2
Vi R TM-01B TM-01C TM-02A TM-02W caM-0da TM-04B TM-05A TM-05B TM-06A TM-06B TM-07W
Ea)'(; ;Sustto?\e Luminous Exit Button Na'g‘t’e""el':;g‘;:t‘f;'r‘lless Touch Exit Button | Touch Exit Button |~ pyit putton | LUMinous Exit Button | Plastic Exit Button | Plastic Exit Button | Infrared Exit Button | Infrared Exit Button | Glass Break Switch
+Dimension: +Dimension: +Dimension: +Dimension: +Dimension: +Dimension: |+Dimension: +Dimension: +Dimension: +Dimension: +Dimension: +Dimension:
91*28*25mm 91*28*38mm 80*30*24mm, 86*50*20mm 86*50*20mm 86*86mm 86*86mm 86*86*25mm 86*43*13mm 86*43*13mm 86%43*13mm 86°86+50mm
Feature «Output: NO/COM  |+Qutput: (12V/GND ::“O OU:P“L"FC"' Narrow +Output: 12V-24VDC |+Output: 12v-24vDC “Output: +Output: ~Output : NO/COM +Suitable For Narrow Frame | +Suitable For Narrow Frame| +Suitable For Narrow Frame | +1 Set NO, NC, COM
. rame Installation, . . . . . . .
+Weight: 0.06Kg /NO/NC/COM) Binding Post W NO/NC/COM NO/NC/COM (12V/GND/NO/NC Door, Width is only 43mm, | Door, Width is only 43mm, | Door, Width is only 43mm, | Single -pole Contact,
- inding Post Way, ) ) NO/COM +Weight : 0.065Kg NO Output NO Output NO Output Break The Glass To
*Weight: 0.06Kg Metal Button *Weight: 0.095Kg  |*Weight: 0.095Kg /COM) o o )
“Weight: 0.15Kg OWeight: 0.1 Kg +Weight: 0.025Kg +Weight: 0.025Kg *Weight: 0.025Kg Trigger The Signal Output
+Weight: 0.185Kg
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Shenzhen Union Timmy Technology Co.,Ltd.

3rd Floor, Building A5, Silicon Valley Power Qinghu Park,

Dahe Road, Qinghu Community, Longhua District, Shenzen, China.

http://www.sztimmy.net http://www.timyteco.net
Tel: +86 755 83875070

Email: admin@sztimmy.com.cn
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