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CHI MEI CORPORATION ORIGINAL

Head Office : 55-1, San Chia, Jen Te TEL : (06)2663000 FAX : (06)2665555-7
Tainan County, Taiwan

Date: FEB.26,2016

CERTIFICATE OF QUALITY AND QUANTITY/WEIGHT
WE HEREBY CERTIFY THAT THE FOLLOWING GOODS ARE SURELY INSPECTED BY OUR MILL
LABORATORY AND ARE IN GOOD CONDITION.

COMMODITY: ABS RESIN PA-737
ABS RESIN PA-747S

QUALITY (Analysis Results):

PA-737 PA-747S
Unit Test Method LOT 5Q18N011 6Q19F191  6Q46J051
NO
Tensile Strength  Break MPa ISO 527 33.20 31.20 31.10
Tensile Strength  Yield MPa ISO 527 40.00 37.90 40.70
lensile Elongation % ISO 527 25.00 23.00 35.00
Charpy Impact Strength KI/M2 ISO 179 23.30 24.50 35.40
Melt Index MVR (cm3/10min)  ISO 1133 29.87 30.99 5.19
22064 x10kg
CHI MEI CORPORATION
Manager
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CHI MEI CORPORATION ORIGINAL

Head Office : 59-1, San Chia, Jen Te TEL : (06)2663000 FAX : (06)2665555-7

Tainan County, Tatwan

Date: FEB.26,2016

CERTIFICATE OF QUALITY AND QUANTITY/WEIGHT

Wk HEREBY CERTIFY THAT THE FOLLOWING GOODS ARE SURELY INSPECTED BY OUR MILL

LABORATORY AND ARE IN GOOD CONDITION.

COMMODITY: ABS RESIN PA-765A
ABS RESIN PA-764
ABS RESIN PA-765

QUALITY (Analysis Results):

PA-765A PA-764 PA-765
Unit Test Method LOT 6QS56F181 5Q56G311 6Q56F151
NO
Tensile Strength Break MPa ISO 527 31.00 28.40 29.20
[ensile Strength  Yield MPa ISO 527 40.40 36.20 38.60
Iensile Elongation % ISO 527 16.00 23.00 18.00
Charpy Impact Strength KJ/M2 ISO 179 25.60 23.80 22.40
Melt Index MVR (cm3/10 min) ISO 1133 45.96 27.05 59.59
220 x10kg
Manager
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QUALTLY fAnalysis Resulis):

Tensile Strength  Break
Tensile Strength  Yield
Tensile Elongation

Charpy [mapact Stréngrh

Mell Index MYV R 2200X x?{]kg
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