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VIR M RE MEE ==hivid] Wik 75 5%
BE 1.20 g/cm?3 1ISO 1183
W gg WER 7T
FEERENFME : 4.00 mm 0.50 ) 0.70 % AR 3
SRENFE : 4.00 mm 0.50 £ 0.70 % HER R
G7kR (23°C, 24 hr) 0.20 % ISO 62
AR ERE E(E ==Rive Wi 75 5%
hfRN S (BR) 64.0 MPa ISO 527-2/50
FRFRRL BT 2L 25 >50 % ISO 527-2/50
T 2250 MPa ISO 178
Rz S 2 98.0 MPa 1SO 178
A ERE MEE ==Rivid] Wik 75 5%
X RO HEE (23°C) 13 kJ/m2 ISO 179
X REBROMERE (23°C) e ISO 179
#AERE E(E ==Rive Wi 77 5%
HEREE (1.8 MPa, 5RIEX) 126 °C ISO 75-2/A
LA KR ISO 11359-2
FiEN 7.0E-5 cm/cm/°C ISO 11359-2
) 7.0E-5 cm/cm/°C ISO 11359-2
RTI Elec (1.50 mm) 80.0 °C UL 746
RTI Imp (1.50 mm) 80.0 °C UL 746
RTI (1.50 mm) 80.0 °C UL 746
A BEE &) M T %
EEL RS > 1.0E+15 ohms IEC 60093
{RFREFEE > 1.0E+15 ohms cm IEC 60093
TR E(E ==Rive Wi 75 5%
UL BEIAE R UL 94
1.50 mm V-0 UL 94
3.00 mm 5VA UL 94
KIF L2 IR IEC 60695-2-12
1.50 mm 960 °C IEC 60695-2-12
2.00 mm 960 °C IEC 60695-2-12
HIT L =GR IEC 60695-2-13
1.50 mm 850 °C IEC 60695-2-13
2.00 mm 850 °C IEC 60695-2-13
K ERE MEE ==Rivd] Wik 75 5%
S (3000 um) 88.0 % ASTM D1003
&
1. 2.0 mm/min
2. 2.0 mm/min
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