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SKYLIGHTING

SKY-LIGHTING GROUP

', Hangzhou Sky-Lighting Co., Ltd founded in 1993, is a professional smart solution provider,
grii%

’.'.-;.-"

okIGHTIN G

specialized in research and development, providing a great diversity of smart lighting solutions
for the majority of customers.The company currently has more than 1000 employees(including

107 R&D staffs, 80 quality control staffs).

TO MAKE A SIMPLE LIFE

Our smart products include but not limited to LED bulbs, to expand our smart division, we

start very close cooperation with TUYA to engage in deeper smart products development.Our

4

smart products include smart lighting. smart electrical and smart security devices.

We are the crown member of TUYA since 2018.
Meanwhile, we are ZigBee Alliance participant member. Our company is awarded as the Forbes

China 100 in recent years .
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SKYLIGHTING

SKYLIGHTING
4010238
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SKYLIGHTING
= 4010238
ro— »> o
- (B 4 -High brightness The whole lighting effect reaches 210Im/W.
4,3 -Class A energy efficiency.
kWh/1000R -Quality Comform to CE/ROHS and the new ERP2.0 standard.
F
-High brightness The whole lighting effect reaches 185Im/W. D -Voltage: 200-240V -Material: PA+ALU+PC
-Class A energy efficiency. 5 -Life time: 15000h -Ra: =80
-Quality Comform to CE/ROHS and the new ERP2.0 standard. kWh/1000h -LED Chip: SMD2835 -Color Temp: 2700K/3000K/4000K

-Voltage: 200-240V -Material: PA+ALU+PC

-Life time: 15000h -Ra: =80
Watt Lumen Beam Angle Base PF Size(mm)
1.9W 345Im 36 ° GU10 =0.5 @50*53.5

Watt Lumen Beam Angle Base PF Size(mm)

4.3W 806Im 220 ° E27 =05 @60*108

Ce . ErP ce & ErP
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SKYLIGHTING

Item No. Watt Lumen Beam Angle Base PF Size(mm)
C37-PA-C 3w 250Im 270 ° E14/B15/E27/E26/B22 =0.5 @37*100
-High brightness The whole lighting effect reaches 80Im/W. C37-PA-C 5.5W 470Im 270 ° E14/B15/E27/E26/B22 =0.5 @37*100
-Used in Exhibitions,Bars,House,Offices,Hotel,Restaurant,Shops. C37-PA-C(Plus) B6W 500Im 270 ° E14/B15/E27/E26/B22 =0.5 @37*104
-Quality Comform to CE/ROHS and the new ERP2.0 standard.
\ .

-Voltage: 200-240V -Material: PA+ALU+PC _ A
-Life time: 15000h -Ra: >80 ' .
-LED Chip: SMD2835 -Color Temp: 2700/3000/4000/6500 !

Item No. Watt Lumen Beam Angle Base PF Size(mm)
ABO-PA-C 6W 470lm 300 ° E27/E26/B22 =05 @60*112 )
- - Watt Lumen Beam Angle Base PF Size(mm)
ABO-PAC aw 806im 300 E27/E26/B22 =05 AL 4W 360Im 270 ° E14/B15/E27/E26/B22 =05 @37*109 / @37*124
_PA- ° > *
ABO-PAC 1ow 1058Im 300 E2r/E26/B22 =05 o602 5W 440Im 270 ° E14/B15/E27/E26/B22 =0.5 @37*109 / @37*124
ABO-PA-C(Plus) 12w 1520lm 300 ° E27/E26/B22 =0.5 260%119

6W 500Im 270 ° E14/B15/E27/E26/B22 =0.5 @37109 / @37*124

ce . ErP ce & ErP
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SMD Bulb SKYLIGHTING
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G95-PA-C / G125-PA-C

Item No. Watt Lumen Beam Angle Base PF Size(mm)
G95-PA-C 10w 806Im 270 ° E27/E26 =0.5 @395*138
G95-PA-C 12w 1055Im 270 ° E27/E26 =0.5 @95*138
- 3 G95-PA-C 15W 1380Im 270 ° E27/E26 =0.5 @95*138
G125-PA-C 18W 1521Im 270 ° E27/E26 =0.5 @125*172
-High brightness The whole lighting effect reaches 80Im/W. G125-PA-C 20W 1650Im 270 ° E27/E26 =05 @125172
-Used in Exhibitions,Bars,House,Offices,Hotel,Restaurant,Shops.
-Quality Comform to CE/ROHS and the new ERP2.0 standard.
-Voltage: 200-240V -Material: PA+ALU+PC
-Life time: 15000h -Ra: =80 , | ' _
-LED Chip: SMD2835 -Color Temp: 2700/3000/4000/6500 J ' ]
i ¥ v U
R39-PA-C / R50-PA-C / R63-PA-C / R80-PA-C
G45-PA-C / G45-PG-I
Item No. Watt Lumen Beam Angle Base PF Size(mm)
Item No. Watt Lumen Beam Angle Base PF Size(mm) R39-PA-C 3W 250lm 120 ° E14/B15 =05 @36*65
G45-PA-C 3w 250Im 270 ° E14/B15/E27/E26/B22 =0.5 @45*79 R39-PA-C 4W 360Im 120 ° E14/B15 =0.5 @36"65
G45-PA-C 5.5W 470Im 270 ° E14/B15/E27/E26/B22 =05 @45*79 R50-PA-C 6w 450Im 120 ° E14/B15 >05 @50*83
G45-PG-I 4W 360Im 300 ° E14/B15/E27/E26/B22 =05 @48*79 R50-PA-C 7W 520Im 120 ° E14/B15 >05 #5083
G45-PG-I 5W 440Im 300 ° E14/B15/E27/E26/B22 =0.5 @48*79 R63-PA-C 8w 750Im 120 ° E27/E26 >05 ?363*101
R63-PA-C oW 806Im 120 ° E27/E26 =0.5 @63*101
R63-PA-C 10w 850Im 120 ° E27/E26 =0.5 @63*101
R63-PA-C 12w 950Im 120 ° E27/E26 =0.5 @63*101
C € Py A% EI'P R80-PA-C 10W 880Im 120 ° E27/E26 =05 @80"125

R80-PA-C 12W 1080Im 120 ° E27/E26 =0.5 @80*125
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SMD Bulb SKYLIGHTING
-

-High brightness The whole lighting effect reaches 80Im/W.
-Used in Exhibitions,Bars,House,Offices,Hotel,Restaurant,Shops.

-Quality Comform to CE/ROHS and the new ERP2.0 standard. Item No. Watt Lumen Beam Angle Base PF Size(mm)
PAR16-GL-I 5W 380Im 35° GU10/GU5S.3 =05 @50*52 / @50*48
PAR16-GL-I(SMD) 5W 410Im 100 ° GU10/GU5.3 =05 @50*52 / @50*48
-Voltage: 200-240V -Material: PA+ALU+PC
-Life time: 15000h -Ra: =80
-LED Chip: SMD2835 -Color Temp: 2700/3000/4000/6500

Item No. Watt Lumen Beam Angle Base PF Size(mm)
PAR16-PA-C 5W 380Im 35° GU10/GU5.3 =05 @50*54 / @50*48
PAR16-PA-C W 430Im 35° GU10/GU5.3 =05 @50*54 | @50%48
PAR16-PA-C 4w 480Im 35° GU10/GU5.3 =05 @50*54 / @50*48
PAR16-PA-C(SMD) 5W 410Im 100 ° GU10/GU5.3 =05 @50*54 | @50*48 Item No. Watt Lumen Beam Angle Base PF Size(mm)
PAR16-PA-C(SMD) BW 480Im 100 ° GU10/GU5.3 =05 @50*54 | @50*48 MR11(GU10)-PA-I 3W 230Im 30° Gu10 =05 93546
PAR16-PA-C(SMD) W 510Im 100 ° GU10/GU5.3 =05 @50*54 / @50*48

ce & ErP ce & ErP
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Class A LED Fliament SKYLIGHTING
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SKYLIGHTING ‘ | ’ *
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_ C35-F-Class A / G45-F-Class A / P45-F-Class A
S___4 Watt Lumen Beam Angle Base PF Size(mm)
5 2.2W 470Im 320 ° E14 @35*98 | @45*75 | @45*85
kWh/1000h
3.8W 806Im 320 ° E14 =0.5 @35*98 | @45*75 | B45*85

-High brightness The whole lighting effect reaches 210Im/W.
-Class A energy efficiency.
-Quality Comform to CE/ROHS and the new ERP2.0 standard.

-Voltage: 220-240V -Material: Glass I H |
-Life time: 15000h -Ra: =80 ‘

Fp——

-LED Chip: COG -Color Temp: 2700K/3000K/4000K

o

A60-F-Class A ST64-F-Class A / G95-F-Class A / G125-F-Class A
Watt Lumen Beam Angle Base PF Size(mm) Watt Lumen Beam Angle Base PF Size(mm)
2.2W 470lm 320 ° E27 =05 @60*108 2.2W 470Im 320 ° E27 =0.5 @64*140 / ©@95*140 / @125*172
3.8W 806Im 320 ° E27 =0.5 @60*108 3.8W 806Im 320 ° E27 =0.5 @64*140 / @95*140 / @125*172
4.9W 1055Im 320 ° E27 =05 260108 4.9W 1055Im 320 ° E27 =0.5 @64*140 / ©@95*140 / @125*172
W 1520Im 320 ° E27 =0.5 @60*108 W 1520Im 320 ° E27 =0.5 @64*140 / @95*140 / @125*172

ce & ErP

ce ¥ ErP
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SKYLIGHTING
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SKYLIGHTING
401023B

=

=

Wh/1000h

N

|

PF Size(mm)
=0.5 @64*140 / @95*140 / @125*172

-High brightness The whole lighting effect reaches 210Im/W. Watt Lumen Beam Angle Base
-Class A energy efficiency. 3.8W 806Im 320 ° E27
-Quality Comform to CE/ROHS and the new ERP2.0 standard.

-Voltage: 220-240V -Material: Glass
-Life time: 15000h -Ra: =80
-LED Chip: COG -Color Temp: 4000K

Watt Lumen Beam Angle Base PF Size(mm)

3.8W 806Im 320 ° E27 =0.5 @60*108

ce . ErP ce & ErP



19 20

Class B LED Fliament SKYLIGHTING
SKYLIGHTING l ! I i
4010238 AR 1
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F 3 C35-F-Class A / G45-F-Class A / P45-F-Class A
_ Watt Lumen Beam Angle Base PF Size(mm)
2.5W 470Im 320 ° E14 ©35*98 / @45*75 | B45*85
4.3W 806Im 320 ° E14 =0.5 ©35*98 / @45*75 | B45*85
-High brightness The whole lighting effect reaches 210Im/W.
-Class A energy efficiency. 2
-Quality Comform to CE/ROHS and the new ERP2.0 standard. ’ ‘
-Voltage: 220-240V -Material: Glass ’ H | |
-Life time: 15000h -Ra: =80 I :
-LED Chip: COG -Color Temp: 2700K/3000K/4000K ‘ !
A60-F-Class A ST64-F-Class A / G95-F-Class A / G125-F-Class A
Watt Lumen Beam Angle Base PF Size(mm) Watt Lumen Beam Angle Base PF Size(mm)
2.5W 470Im 320 ° E27 =0.5 260108 2.5W 470Im 320 ° E27 =0.5 @64*140 / @95*140 / @125*172
4.3W 806Im 320 ° E27 =05 @60*108 4.3W 806Im 320 ° E27 =05 @64*140 / @95*140 / @125*172
57W 1055Im 320 ° E27 =0.5 260108 5.7W 1055Im 320 ° E27 =0.5 @64*140 / @95*140 / @125*172
8.2W 1520Im 320 ° E27 =05 260*108 8.2W 1520Im 320 ° E27 =0.5 @64*140 / @95*140 / @125*172

ce & ErP
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-High brightness The whole lighting effect reaches 100Im/W.
-Used in Exhibitions,Bars,House,Offices,Hotel,Restaurant,Shops.
-Quality Comform to CE/ROHS and the new ERP2.0 standard.
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SKYLIGHTING
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A60-F-I(White Filament) / ST64-F-I(White Filament) / G95-F-I(White Filament) / G125-F-I(White Filament)

Item No. Watt Lumen Beam Angle Base PF Size(mm)
ABO-F-I(White Filament) W 806Im 270 ° E27/E26 =0.5 @60*106
ST64-F-I(White Filament) W 806Im 270 ° E27/E26 =0.5 @64*142
G95-F-I(White Filament) W 806Im 270 ° E27/E26 =0.5 @95*138
G125-F-I(White Filament) 7.5W 1055Im 270 ° E27/E26 =05 @125*170

-Voltage: 200-240V -Material: Glass
-Life time: 15000h -Ra: =80
-LED Chip: COG -Color Temp: 1800k-6500k
C35-F-I(White Filament) / G45-F-(White Filament)
Item No. Watt Lumen Beam Angle Base PF Size(mm)
C35-F-I(White Filament) 4.9W 470Im 320 ° E14 =0.5 @35*120
G45-F-I(White Filament) 4.9W 470Im 320 ° E14 =0.5 @45*75

ce & ErP
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Super Thin Filament

24
SKYLIGHTING
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-High brightness The whole lighting effect reaches 100Im/W. u #
-Used in Exhibitions,Bars,House, Offices,Hotel,Restaurant,Shops.
-Quality Comform to CE/ROHS and the new ERP2.0 standard.
ST64-F-I(Super Thin Filament) / G80-F-I(Super Thin Filament) / G95-F-I(Super Thin Filament) / G125-F-I(Super Thin Filament)
-Voltage: 200-240V -Material: Glass
-Life time: 15000h -Ra: =80 Item No. Watt Lumen Beam Angle Base PF Size(mm)
-LED Chip: COG -Color Temp: 1800k-6500k ST64-F-I(Super Thin Filament) BW 650Im 320 ° E27/E26 >05 0647142
G80-F-I(Super Thin Filament) 6W 650Im 320 ° E27/E26 =0.5 @80*120
G95-F-I(Super Thin Filament) 6w 650Im 320 ° E27/E26 =05 @95*138
C35-F-I(Super Thin Filament) / AGO-F-I(Super Thin Filament) G125-F-I(Super Thin Filament) 6w 650Im 320 E27/E26 =0.5 @125*170
Item No. Watt Lumen Beam Angle Base PF Size(mm)
C35-F-I(Super Thin Filament) 4.9W 350Im 320 ° E14 @35*120
ABO-F-I(Super Thin Filament) 6w 650Im 320 ° E27/E26 =05 ?60*106

ce & ErP ce ¥ ErP
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Electroplate Filament SKYLIGHTING

-High brightness The whole lighting effect reaches 100Im/W.
-Used in Exhibitions,Bars,House,Offices,Hotel,Restaurant,Shops.
-Quality Comform to CE/ROHS and the new ERP2.0 standard.

-Voltage: 220-240V -Material: Glass
-Life time: 15000h -Ra: =80
-LED Chip: COG -Color Temp: 1800k-6500k ST64-F-I(Electroplate) / G95-F-I(Electroplate) / G125-F-I(Electroplate)
Item No. Watt Lumen Beam Angle Base PF Size(mm)
ST64-F-I(Electroplate) 4W 100Im 320 ° E27/E26 =0.5 @d64*142
A60-F-I(Electroplate) G95-F-I(Electroplate) 4W 100Im 320 ° E27/E26 =0.5 @95*138
G125-F-I(Electroplate) 4W 100Im 320 ° E27/E26 =0.5 @125*172
Item No. Watt Lumen Beam Angle Base PF Size(mm)
ABO-F-I(Electroplate) 4W 1000Im 320 ° E27/E26 =0.5 @35%120

ce & ErP ce ¥ ErP
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Super Filament SKYLIGHTING
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=
BT180(Spiral) / G200(Spiral) / PS160(Spiral)
Item No. Watt Lumen Beam Angle Base PF Size(mm)
BT180(Spiral) 4W 250Im 320 ° E27/E40 =0.5 @180*395
G200(Spiral) 4W 250Im 320 ° E27/E40 =0.5 @200*305
PS160(Spiral) 4w 250Im 320 ° E27/E40 =0.5 ?165*320
[ 2 "
13 2
: 5
Q N <
S < <
< ¢ S
D = St
- & i
BT180(Spiral) / G200(Spiral) / PS160(Spiral)
-High brightness The whole lighting effect reaches 100Im/W. Item No. Watt Lumen Beam Angle Base PF Size(mm)
-Used in Exhibitions,Bars,Houses,Offices,Hotel,Restaurant,Shops,Museums. TT80(Spiral) 4w 250im 320 ° E27/E40 =0.5 @80*305
-Quality Comform to CE/ROHS and the new ERP2.0 standard. 3.5K(Spiral) AW 250Im 320 ° E27/E40 >05 @125%445
BH200(Spiral) 4W 250Im 320 ° E27/E40 =0.5 @200*415

-Voltage: 220-240V
-Life time: 15000h
-LED Chip: COG

-Material: Glass
-Ra: =80
-Color Temp: 1800k-6500k

ce ¥ ErP
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Deco Filament Bulb SKYLIGHTING
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Deco Filament Bulb (E-Smoke)

Size: ©250%290mm 2178*285mm @191*220mm 2220*215mm
Watt: 4w 4w 4w 4w
Color Temperature: 1800K

1 Deco Filament Bulb (Clear)

Size: ©@250%290mm @178*285mm @191*220mm ©@220*215mm
Watt: 4w 4w 4w 4w
Color Temperature: 1800K 1800K 1800K 1800K

"

Deco Filament Bulb (Gold)

Size: ©@250%290mm @178*285mm @191*220mm @220*215mm
Watt: 4w 4w 4w 4w
Color Temperature: 1800K 1800K 1800K 1800K
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Deco Filament Bulb SKYLIGHTING

/ \ | M' |

Size: ©250%290mm @178*285mm @191*220mm ©220*215mm ".‘ J J
\ d

Watt: 4w 4w 4w 4w

Color Temperature: 1800K 1800K 1800K 1800K

Size: ©220*300mm @134*373mm @140*495mm ©220*300mm @134*373mm @140*495mm
Watt: 4w 4w 4w 4w 4w 4w
Color Temperature: 1800K 1800K 1800K 1800K 1800K 1800K

Size: ©250*290mm @178*285mm @191*220mm ©220*215mm
Watt: 4w 4w 4w 4w
Color Temperature: 1800K 1800K 1800K 1800K

Size: ©220*300mm @134*373mm @140*495mm @220*300mm @134*373mm @140*495mm
Watt: 4w 4w 4w 4w 4w 4w
Color Temperature: 1800K 1800K 1800K 1800K 1800K 1800K
Size: @250*290mm @178*285mm @191*220mm ©220*215mm
Watt: 4w 4w 4w 4w

Color Temperature: 1800K 1800K 1800K 1800K C€ RoHS ErP
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Deco Filament Bulb

Deco Filament Pendent Lamp(Yellow / Blue / Gradient Tawny / Clear)

Size: @175*355mm
Watt: 4w
Color Temperature: 1800K

T180 Bell Dot Chrome Gradient / T180 Golden Bell Rbis Gradient T122 Spiral Grain Brown
Size: ©180*335mm @122*188mm
Watt: 4w 4w
Color Temperature: 1800K 1800K

34
SKYLIGHTING

Deco Filament Bulb designed by SKY-LIGHTING, and the filament can be suspended
in the bulb withouta stem, The shockproof borosilicate glass bulb is nonbreakable
andmore durable compared to ordinary bulbs.

Deco Filament Bulb creates gorgeous and unique decorations foryour home, office,
party, restaurant, and hotel with a special visuaeffect, which is a perfect gift for
family, friends, and parties.

Ce . ErP
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New- |
=S Design -Voltage: 220-240V -Material: SI / PL / Glass
l\ -Life time: 25000h -Ra: =80
-LED Chip: SMD2835 /COB -Color Temp: 2700/3000/4000/6500
=
— i
Wl I9im
]
|
i |_T
S | N |
. .: G9-PL-1/ G9-PL-Il / G9-SI-lll / GO-SI-IV
l l l I Item No. Watt Lumen Beam Angle Base PF Size(mm)
pimmable GO-PL| 15W 320Im 330° G9 >0.4 01650
- - © > *
-High brightness The whole lighting effect reaches 90Im/W. Go-PL sw 520Im 330 @9 =04 01650
-Used in Exhibitions,Bars,House,Offices,Hotel,Restaurant,Shops. GO-SI-HII 1.2W 100Im 180 G9 =0.4 @16750
-Quality Comform to CE/ROHS and the new ERP2.0 standard. GO-SI-IV 1.8W 180Im 180 ° G9 =0.4 @16*50
" ol ¥ -
-Voltage: 200-240V -Material: Glass -~
-Life time: 15000h -Ra: =80 |l »
-LED Chip: COG -Color Temp: 1800k-6500k -
] |
. ' - o
v U U u J % t
G9-FS-I G9-PL-lll / G9-PL-IV / G9-COB-I / G9-COB-lI
Item No. Watt Lumen Beam Angle Base PF Size(mm) Item No. Watt Lumen Beam Angle Base PF Size(mm)
G9-FS-I 2W 180Im 330 ° G9 =0.5 D16*42.5 GO-PL-IIl 2.6W 180Im 330 ° G9 =0.4 216*50
G9-PL-IV 2.5W 180Im 330 ° G9 =0.4 ?16*50
G9-COB-I 2.2W 250Im 330 ° G9 =0.4 014.5*58
G9-COB-II 4.2W 470Im 330 ° G9 =0.5 216*63

C€ o ErP C€ . ErP
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G9.G4.R7S

-Voltage: AC/DC12V
-Life time: 25000h
-LED Chip: SMD2835

-Material: Sl / PL

-Ra: =80
-Color Temp: 2700/3000/4000/6500

Iltem No. Watt Lumen Beam Angle Base PF Size(mm)

G4-Sl-I 1.5W 80Im 330 ° G9 =0.4 ©10*35

G4-Sl-II 3W 300Im 330 ° G9 =0.4 016*47

G4-SI-1l 1.2W 100Im 330 ° G9 =0.4 ©10*32

G4-SI-IvV 1.8W 180Im 330 ° G9 =04 ©10*37
> \

Iltem No. Watt Lumen Beam Angle Base PF Size(mm)
G4-PC-I 2W 80Im 150 ° G4 =0.4 ©10.5*33
G4-PL-| 3W 210Im 230 ° G4 =0.4 ©18*50
G4-PL-II 1.8W 160Im 140 ° G4 =0.4 016*44
G4-PL-IIl 1.5W 180Im 330 ° G4 =0.4 @12*32

ce ¥ ErP

40
SKYLIGHTING

-Voltage: AC110-240V -Material: SI / PL
-Life time: 25000h -Ra: =80
-LED Chip: SMD2835/COB  -Color Temp: 2700/3000/4000/6500

Iltem No. Watt Lumen Beam Angle Base PF Size(mm)
R7S-PA-78 5W 450Im 330 ° R7S =05 ©024*78
R7S-PA-118 10w 900Im 330 ° R7S =0.5 024118
R7S-PA-189 14W 1350Im 330 ° R7S =0.5 ©24*189

Iltem No. Watt Lumen Beam Angle Base PF Size(mm)
R7S-COB 7.5W 806Im 330 ° R7S =05 ©16*118
R7S-COB 8.5W 1055Im 330 ° R7S =0.5 ©16*118

ce ¥ ErP
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Indoor Fixture SKYLIGHTING

New Dial up CCT

p\Design
= '~

-High brightness The whole lighting effect reaches 80Im/W.
-Used in shopping malls, coffee shops, work, and homes.
-With dial switch 3000K&4500k&6500K (with night light 2200K).

-Voltage: 200-240V -Material: PC
-Life time: 15000h -Ra: =80 ROk ok il
-LED Chip: 2835 -Color Temp: 3000k/4500k/6500k
LED Downlight-CCT
Item No. Watt Lumen Beam Angle Cut Size(mm) Size(mm)
LED Downlight-CCT 5W 425Im 120 ° 75-80 @93*29.4
LED Downlight-CCT 6w 510Im 120 ° 85-90 @112%29.4

ce & ErP
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S SKYLIGHTING

Indoor Fixture

TV

Clamp Light - Il / Clamp Light - lll / Clamp Light - IV

ltem No Watt Lumen Beam Angle PF Size(mm)
Clamp Light - 1l 5W 350Im 120 ° =05 455*125*65
-High brightness The whole lighting effect reaches 80Im/W. Clamp Light - IlI 5W 350Im 120 ° =05 608*100*60
-Used in Parking lot,Warehouse,Street light,Exhibitions,Park. Clamp Light - IV 5\ 350Im 190 ° =05 530*100°60
=0.
-Quality Comform to CE/ROHS and the new ERP2.0 standard.
-Voltage: 220-240V -Material: ALU+PC \
-Life time: 25000h -Ra: >80 h\-=
-LED Chip: SMD2835 -Color Temp: 3000/4000/6500 \
Clamp Light - |
Item No. Watt Lumen Beam Angle PF Size(mm) o i
Clamp Light - | 5W 350lm 120 ° =0.5 420*100*60 .] ?
Plug Light -1/ Clamp Light - V
Watt Lumen Beam Angle PF Size(mm)
Plug Light - | 5W 350Im 120 ° =0.5 470*80*30
Clamp Light - V 5W 350Im 120 ° =0.5 550*90*70
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Indoor Fixture 5. | e

SKYLIGHTING

-Voltage: 220-240V -Material: Metal
-Base: GU10 -Light Source: 1 x GU10 max. 10W

Wall Light (Silvery / White) / Clamp Light (Silvery / White)
Item No. Lampshade Telescopic Doom Holder
Wall Light (Silvery/White) @(40)65*80 mm 490mm @80*25 mm
Clamp Light (Silvery/White) @(40)65*80 mm 490mm 7080 mm

Spotlight (Matt White/Matt White)

Item No. Product Dimensions Metal shade dimension Base dimension
‘ "‘Mtwvoummm, Spotlight-1Light Source 120*80*123 mm dia. 55*(H) 85 mm (L) 100%(W) 60*(H) 25 mm
M= Spotlight-2 Light Source 290*80*123 mm dia. 55*(H) 85 mm (L) 260*(W) 60*(H) 25 mm
Clm “ N h‘ r. <, | Spotlight-3 Light Source 45080123 mm

dia. 55*(H) 85 mm (L) 420*(W) 60*(H) 25 mm




-Voltage: 220-240V

-Base: E27

-Material: Metal

-Light Source: 1 x GU10 max. 10W

Q Q

Material: Metal
Size:@170*235mm

Wire length:920mm

b

Material: Metal
Size:@167*218mm

Wire length:920mm

Material: Metal
Size:@175*260mm

Wire length:920mm

g

Material: Metal
Size:@172*233mm

Wire length:920mm
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SKYLIGHTING

Material: Metal
Size:@218*238mm

Wire length:920mm

b

Material: Metal
Size:@220*223mm

Wire length:920mm
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Indoor Fixture

Light in the indoor environment can directly influence people'svisual effects and emotions, and it is also important
for people tofeel the indoor environment.
Fila Ceiling breaks the stereotype ofceiling lamps with its distinctive suspended light source, which not only meets

diversified indoor lighting demands but also gives more artistic features to the indoor environment.

\1

New

\Ia(isign

-High brightness The whole lighting effect reaches 100Im/W.
-Used in Exhibitions,Bars,House,Offices,Hotel,Restaurant,Shops.
-Quality Comform to CE/ROHS and the new ERP2.0 standard.

-Voltage: 200-240V -Material: PC
-Life time: 15000h -Ra: =80
-LED Chip: COB -Color Temp: 1800k

Fila Ceiling Light

[tem No. Watt Lumen

52
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PF Size(mm)

Fila Ceiling Light 14W 1400Im

=0.5 28028066

ce ¥ ErP
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Outdoor Fixture SKYLIGHTING

o

-High brightness The whole lighting effect reaches 100Im/W.
-Used in Parking lot,Warehouse,Street light,Exhibitions,Park.
-Quality Comform to CE/ROHS and the new ERP2.0 standard.

-Voltage: 200-240V -Material: ALU
-Life time: 25000h -Ra: =80
-LED Chip: SMD2835 -Color Temp: 2700/3000/4000/6500
High Bay Light
Watt Lumen Beam Angle PF Size(mm)
50W 5000Im 90 ° =0.5 180*180*124

Pis) C€ . ErP
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Outdoor Fixture SKYLIGHTING
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Instruction Manual
-High brightness The whole lighting effect reaches 80Im/W. ‘.--“
-Used in Parking lot, Warehouse,Street light,Exhibitions,Park. g,- =" a
-Quality Comform to CE/ROHS and the new ERP2.0 standard. 1 DS ; i/ { + ¥
| !
-Voltage: 200-240V -Material: ALU+PC
-Life time: 25000h -Ra: =80 & N - - =
-LED Chip: SMD2835 -Color Temp: 2700/3000/4000/6500 LIRAET (= TRVREL L -

Tri-proof Light ?
Watt Lumen Beam Angle PF Size(mm) — '-‘_.}' - P‘.ﬁ“ji -

20W 1700lm 220 ° =0.5 75635
40W 3400lm 220 ° =0.9 75*1197
50W 4200lm 220 ° =0.9 751478 _

@ € . ErP






