Specification

for Evaporation Material

EEGE(7HMN)FEEEERAE  Jubo Guneng(SuZhou)Thin Film Materials Co., Ltd.

Material#3# &5 ITO EL5RG

Article No.7=4RH3: BoSE-08-21

Delivery FormP=@ilt&: 225x10mm 95/5

Material Properties: Chemical Formulaz>#=t: ITO

HENFIE: Purity4iE: 4N

Cd, Zn<20 Fe, Pb, Al, Ti<10
. RS . , . Pb, Al

Typical ImpuritiesZ¥ERZEES [ppm]: Cu. As <5
Density-theoritical iSRS ~4.3 g/cm3
Melting Point}&s: 2000 °C

Test Parameters: Coating Equipment{Ei&igE: ZSS 700

s

Thin Film Properties:

RS

Remark

g iE

Evaporation SourceZ &R

Substrate Temp B EE:
Process Gas#=S/E/7:
Evaporation RateZ&/AIRER:

Chemical Compositionft#p%55

Refractive IndexifgdR:

Transparency Rangei&EREXE:

Melting Behaviorsz & > t4:

Electron Beam GunEBFi6
150°C ~ 350 °C

1~2 x 10-4 mbar Oxygen
0.3~1.0 nm/s

In203 / Sn0O2

1.82~1.95 (A= 550 nm)

420nm~1um

Film densification, good at chemical
stability.
AIREEE, WERSEMT.

Material CertificationzBp:

We certify, the material is in compliance with the specifications stated above.

HADIERR, ZAHEFTFE LRAGE.

Date HHR:

Certificate No.iEHHS:
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