ISO-K Angle Valve

Single Acting

Compact and high vacuum ISO-K
flange angle valve with pneumatic drive.
B Single acting

Pneumatic, single-acting, Nomal close

Specification
ISO-K FLANGE
Valve body : STS 304 (Electropolishing)
Drive seal : Welded Bellows STS AM350, 316L
Seat seal : Viton o-ring (FKM)
Actuator body : Aluminiun alloy
Rc (PT)
0.4~0.6 Mpa (4~6 kgf/cm’)
Maximum 1 bar across valve seat
= 5.0x10°® / std.cc/ sec
Vacuum side : Continuous use MAX. <150°C
Instantaneous use MAX. <200°C
Actuator : Continuous use MAX., <60°C
Instantaneous use MAX, <80°C
The actual operating temperature : <60°C
Maker : TPC Mechatronics corp.
Model : D-A73K or W8H
Voltage : DC24V, current : 5~50mA
Configure to order
200,000 times 1year warranty

Operation @D
Model no. 3
port size mm
WVA-MFF063-CA 2.5 1/4 88 146 2315 16
WVA-MFF063-CS 2.5

WVA-MFFO80-CA 3 1/4 90 149.5 251 119

WVA-MFF080-CS 3

WVA-MFF100-CA & 3/8 108 182.5 283 149
4

WVA-MFF100-CS




