OSCG EXPLOSION PROOF CABLE GLAND & oscc
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“\MARKING AREA
I App| ication Design Specification BS 6121, IEC 62444, EN 50262
. Compliance Standard IEC/EN 60079-0, 1,7, 31
: Adaptor o
ATEX Certification Presafe 16 ATEX 7985X
) ) IECEXx Certification IECEx PRE 15.0019X
Provides a means of thread conversion Code of Protection 112G Ex db IIC Gb, Ex eb IIC Gb, 12D Ex tb lIC Db
Operating Temperature -60C~110C
. Zone 1,2 & 21,22, Gas Group lIA, 1B, IIC,
Regulation Dust Group lIA, I8, lIC
; IP66/67
g e SO TE IP 68 available when requested only
. Nickel plated brass(standard),
Gland Material Brass(only), Stainless steel(316L)
Gasket (washer) Nylon(Standard), PTFE-Teflon(Option)
Accessories (optional) Lock nut, Sealing washer

d applied to KCS is
vithout changing t

n industrial standard created by translating IEC international
Nnical content and standard format

| Order Example

Part No. Thread Material Accessories
0SAJ 01 M16 X M20 Nickel plated brass Lock nut, Sealing washer

+ Part No Example : OSAJ 0809(0SAJ, NPT 3" x NPT 3-1/2") => Please refer to the below table

Female thread size(M1)

16 vi20] 25 V12 Mo 0| Mis 75 o oo 378 172" 3| 1+ [1-1/a”1-1727] 2 [atrz] 3 372 & |
YA oo |01 02 | 03 000|001 | 002 | 003
M20 1 12]13]14 101102103 | 104
M25 2223 24| 25 202203 | 204 | 205
M32 3334 35| 36 303| 304 | 305 | 306
v | M40 44 | 45 | 46 | 47 404 | 405 | 406 407
@ | M50 55 | 56 | 57 | 58 504 | 505 506 507 | 508
= = "Me3 66 67 68 69 605 | 606 | 607 | 608 | 609
S| [ M5 77 178 79 706 | 707 | 708 709 710
E | M0 | 88 | 89 807 |808 809 810
S| |[M100 99 908 909 910
£ ETERl 000 | 001 | 002 | 003 0000|0001/0002 /0003
= 12" 011012 013 014 0101/0102/0103) 0104
2 3/4" 022 023 | 024 | 025 0202/0203 0204 | 0205
033 034035 036 0303 0304 0305 0306
w 1-1/4" 044 | 045 | 046 | 047 0404 | 0405 0406/ 0407
£ [1-1/2" 055 056 | 057 | 058 0505 |0506| 0507 0508
= 2 066 | 067 | 068 | 069 0606 0607 0608 0609
2-1/2" 077 1078 079 0707 |0708| 0709 0710
3" 088 | 089 0808 0809 0810
099 0909 0910
4 109 1010
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