
The standard applied to KCS is Korean industrial standard created by translating IEC international 
standards  without changing the technical content and standard format.
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Order Example
Part No. Thread

OSAJ(I) M50 x M50

Material

Nickel plated brass

OSAJ(I) M50 x M50 Stainless steel(316L)

Application
:  Insulated Adaptor

Design Specification
Compliance Standard
ATEX Certification
IECEx Certification
Code of Protection
Operating Temperature

Ingress Protection

Gland Material

Gasket (washer)
Accessories (optional)

BS 6121, IEC 62444, EN/IEC 60529

IEC/EN 60079-0, 1, 7, 31

IECEx PRE 16.0093X

Presafe 16 ATEX 9168X

-20˚C ~ 110˚C

Regulation 
Zone 1,2 & 21,22, Gas Group IIA, IIB, IIC, 
Dust Group IIIA, IIIB, IIIC

IP 66 / 67

Nickel plated brass(Standard), Brass(only),
Stainless steel(316L)

Nylon(Standard), PTFE-Teflon(Option)

Lock nut, Sealing washer

II2G Ex db IIC Gb, Ex eb IIC Gb, II2D Ex tb IIIC Db

Design Specification
Compliance Standard
ATEX Certification
IECEx Certification

Operating Temperature

Ingress Protection

Gland Material

Gasket (washer)

Accessories (optional)

BS 6121, IEC 62444, EN/IEC 60529

IEC/EN 60079-0, 1, 7, 31

IECEx PRE 16.0091U

Presafe 16 ATEX 9111U

-60˚C ~ 110˚C

Regulation Zone 1,2 & 21,22, Gas Group IIA, IIB, IIC, 
Dust Group IIIA, IIIB, IIIC

IP 66

Nickel plated brass(Standard), Brass(only),
Stainless steel(316L)

PTFE(Teflon)

Lock nut, Sealing washer

Code of protection II2G Ex eb IIC Gb, II2D Ex tb IIIC Db

Filter Copper compressed metallic sinter

Provides insulation for short circuit for 
sensitive equipment

Accessories

Lock nut,
Sealing washer  

OSBD

Application
: Breather Drains

Provides draining water from an enclosure and 
breathing air out for ventilation

Order Example
Part No. Thread

OSBD M20 X 1.5

Material

Nickel plated brass

OSBD NPT 3/4" Stainless steel(316L)

Accessories

Lock nut,
Sealing washer  

Part No.
Entry Thread Size Hexagon

 

DimensionMetric NPT

OSBD
M 20 NPT 1/2" H25 X P28

M 25 NPT 3/4" H31 X P34

Part No.
Entry Thread Size Hexagon 

DimensionM(Male) M1(Female)

OSAJ(I) M20 M20 H39 X P41.5

OSAJ(I) M25 M25 H45 X P49

OSAJ(I) M32 M32 H55 X P59

OSAJ(I) M40 M40 H68 X P73

OSAJ(I) M50 M50 H70 X P75

*Thread conversion between male and female is not allowed


