
Design Specification

KOMERI Certification

Applicable Cable Specification

Ingress Protection

Gland Material

Gasket (washer)

Packing

Accessories (optional)

JIS F8801 H - "A" Type Gland 

KOMERI-2016-02

IP 66

Non-armoured

Chrome plated brass(standard),

Nickel plated brass, Brass(only), 

Stainless steel(316L), Aluminum

EPDM, NBR

NBR

Lock nut, Sealing washer

OSCG
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Order Example
Part No. Thread

OSCG - 20A PF 3/4" 

Material

Chrome plated brass

Accessories

Lock nut, Sealing washer

Application
: JIS Standard Type

For use with Non armoured cable
Weatherproof & Waterproof
Single compression 

※ The entry holes need not greater than 0.7mm  

Part No.
Entry Thread Size(M) Thread Length

(ℓ) - Min Cable Dia
Packing Inner Dia

D
Length

(L)PF A B C

OSCG - 10 3/8" 11 6 ~ 8 7 8 22 33

OSCG - 15 1/2" 11 7.5 ~ 11 9 10 11 28 36

OSCG - 20 3/4" 11 11 ~ 15 12 13 15 34 41

OSCG - 25 1" 11 15 ~ 20 16 18 20 42 47

OSCG - 30 1-1/4" 12 19.5 ~ 26 22 24 26 50 52

OSCG - 35 1-1/2" 12 26 ~ 30 28 30 56 54

OSCG - 40 1-1/2" 12 30 ~ 34 32 34 56 54

OSCG - 45 2" 12 34 ~ 40 36 38 40 70 60

OSCG - 50 2" 12 38 ~ 44 42 44 70 64

OSCG - 55 2-1/2" 12 43 ~ 50 46 48 50 86 73

OSCG - 60 2-1/2" 12 49 ~ 57 52 54 56 86 73

OSCG - 65 3" 14 56 ~ 60 58 60

100

100

100

85

85

85

OSCG - 70 3" 14 60 ~ 64 62 64

OSCG - 75 3" 14 64 ~ 71 66 68 70

OSCG - 80 3-1/2" 15 70 ~ 74 72 74

110 90

110 90

OSCG - 85 3-1/2" 15 74 ~ 78 76 78

OSCG - 90 4" 16 78 ~ 82 80 82

130 94

130 94

130 94

OSCG - 95 4" 16 82 ~ 86 84 86

OSCG - 100 4" 16 86 ~ 93 88 93

(* in mm)

OSCG INDUSTRIAL CABLE GLAND


