
OSCG CABLE GLAND ACCESSORIES
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Order Example
Part No.

OSET 16

Material

Nickel plated brass

Application
:  Earth Tag

Provides an earth bonding

Nickel plated brass(standard), Brass(only), 
Stainless steel(316L)

OSEZ

Part No.
Entry Thread Size

D d1 d2 t L
Metric NPT/PF/PT

OSET 16 M16 3/8" 24 17.5 7 1.5 59

OSET 20 M20 1/2" 30 21.5 7 1.5 72

OSET 25 M25 3/4" 35 27 7 1.5 82.4

OSET 32 M32 1" 44 33.4 8.6 1.5 99

OSET 40 M40 1-1/4" 54 42.4 8.6 1.5 112

OSET 50 M50 1-1/2" 67 50.5 8.6 1.5 125

OSET 63 M63 2" 80 64 8.6 1.5 154

OSET 75 M75 2-1/2" 97 76 14 1.5 163

OSET 90 M90 3" 110 91 14 1.5 178

OSET 100 M100 3-1/2" 120 103 14 1.5 195

OSET 115 M115 4" 130 116 14 1.5 208

(* in mm)

Order Example
Part No.

OSEZ

Material

Liquid Epoxy

EZsafe is easy and safe for installation

Requires compound gun to install 

Application
: Liquid Compound Resin

Material: Epoxy

Volume : 50ml 
OSCG provided nozzle must be used

Waste compound by pressing the gun 
full 2 times before use for equivalent mixing

Recommended
Compound per gland Size

Ambient Temp. 
/ Curing Time

Heat 
rieses 

from 30℃ 
to 60℃ 

when curing

M16 1/10

10℃ /10 minM20 1/8

M25 1/6

M32 1/2

M40 1
20℃ /7 min

M50 2

M63 2

M63X 2

30℃ /6 minM75 2.5

M75X 2.5

M90 3

40℃ /3 minM100 3

M115 3.5

* The recommended compound per gland size is up to the number and size of cable cores

[Compound with compound gun] [Nozzle] [Compound]


