NW Inline Valve

Double Acting

Compact and high vacuum Inline valve, ™
aluminium, with pneumatic drive.

¥ Double acting
Pneumatic, double-acting, air pressure close

NS

Specification
NW (KF) FLANGE
Valve body : STS 304 (Electropolishing)
Drive seal : Welded Bellows STS AM350, 316L & o-ring
Seat seal : Viton o-ring (FKM)
Actuator body  Aluminiun alloy
Rc (PT)
0.4~0.6 Mpa (4~6 kgf/cm®)
Maximum 1 bar across valve seat
= 5.0x10%/std.cc/sec
Vacuum side : Continuous use MAX. <150°C
Instantaneous use MAX. <200°C
Actuator : Continuous use MAX, <60°C
Instantaneous use MAX, <80°C
The actual operating temperature : <60°C
Maker : TPC Mechatronics corp.
Model : D-A73K or W8H
Voltage : DC24V, current : 5~50mA
Configure to order
AM350 alloy 1,000,000 / 316L alloy 200,000 times 1year warranty

Port Operation
Model no.
port size mm mm mm

WVL-KFFO16-DA 0.75" 101.6 100.8 160.8

WVL-KFF016-DS L7 1/8 101.6 100.8 160.8 59
WVL-KFF025-DA 1" 1/8 101.6 104.1 162.1 59
WVL-KFF025-DS 1" 1/8 101.6 104.1 162.1 59
WVL-KFFO40-DA 1.5 1/8 130 130.5 200.5 74
WVL-KFF040-DS 1.5 1/8 130 130.5 200.5 74
WVL-KFF050-DA 2 1/8 178 168.5 243.4 88
WVL-KFF050-DS Z 1/8 178 168.5 243.4 88
WVL-KFFO63-DA 28" 1/4 210 2081 293.8 16
WVL-KFF063-DS 268 1/4 210 208.1 293.8 16
WVL-KFF080-DA <1 1/4 268 246 347.7 19
WVL-KFF080-DS 2 1/4 268 246 3477 119
WVL-KFF100-DA 4 3/8 305 288.4 389 149
WVL-KFF100-DS 4 3/8 305 288.4 389 149




