
3. 主要材料 Main Part Material

安装在水、汽管道上，作为启闭装置用。
Installed on the pipeline with its function is to stop or connect the 
medium.

4. 主要连接尺寸 Size and Dimension

1. 说明 Description

      Z41H/Y-16C/25/40/64

手动法兰闸阀 MANUAL FLANGE GATE VALVE

设计与制造 Design and Manufacture GB/T12234-2019

连接尺寸
Connection 
Dimension

结构长度
Length GB/T12221-2005

法兰尺寸
Flange Dimension

GB/T9124-2019, JB/T74-2015
HG20592-20635-2009

检验与试验
Inspection and Test

GB/T13927-2008
GB/T26480-2011

压力温度等级
Pressure-Temperature Grade

GB/T12224-2015, JB/T 74
GB/T12224-2015

型号 Type 材料  Material
阀体 -Body WCB ZGCr5Mo CF8 CF8M CF3 CF3M

阀盖 -Bonnet WCB  ZGCr5Mo 304 / CF8 316 / CF8M CF3 CF3M / 316L

支架 -Support WCB WCB CF8 CF8M CF3 CF3M

闸板 -Disc WCB ZGCr5Mo CF8 CF8M CF3 CF3M

阀杆 -Stem 2Cr13 25Cr2MoV 1Cr18Ni9Ti

阀座 -Seat 25 304 304 304 304 304

垫片 -Sealing Ring 包覆垫片 (Jacket Graphite Gasket )， 304， 增强柔性石墨 (Reinforced Graphite)

填料 -Packing  增强柔性石墨 (Reinforced Graphite)
螺母 -Nut ZCuAl10Fe3

公称压力
PN(MPa)

公称通径 (DN) 
Diameter(mm)

尺寸 Dimension 重量
Weight(Kg)L D D1 D2 D6 b-f f2 Z-Φd H D0

1.6

15 130 95 65 45 - 16-2 - 4-14 170 120 5
20 150 105 75 55 - 16-2 - 4-14 190 140 6.5
25 160 115 85 65 - 16-2 - 4-14 205 160 9
32 180 135 100 78 - 18-2 - 4-18 270 180 12
40 200 145 110 85 - 18-3 - 4-18 310 200 26.5
50 250 160 125 100 - 18-3 - 4-18 358 240 29
65 265 180 145 120 - 18-3 - 4-18 373 240 33
80 280 195 160 135 - 20-3 - 8-18 435 280 45

100 300 215 180 155 - 20-3 - 8-18 500 300 63
125 325 245 210 185 - 22-3 - 8-18 614 320 108
150 350 280 240 210 - 24-3 - 8-23 674 360 134
200 400 335 295 265 - 26-3 - 12-23 818 400 192

公称压力
PN(MPa)

公称通径 (DN) 
Diameter(mm)

尺寸 Dimension 重量
Weight(Kg)L D D1 D2 D6 b-f f2 Z-Φd H D0

1.6

250 450 405 355 320 - 30-3 - 30-3 969 450 273
300 500 460 410 375 - 30-4 - 30-4 1145 560 379
350 550 520 470 435 - 34-4 - 34-4 1280 640 590
400 600 580 525 485 - 36-4 - 36-4 1452 640 850
450 650 640 585 545 - 40-4 - 40-4 1541 720 907
500 700 705 650 608 - 44-4 - 44-4 1676 720 958
600 800 840 770 718 - 48-5 - 48-5 1874 800 1112

2.5

15 130 95 65 45 - 16-2 - 4-14 170 - 5.5
20 150 105 75 55 - 16-2 - 4-14 190 - 7
25 160 115 85 65 - 16-2 - 4-14 205 - 11
32 180 135 100 78 - 18-2 - 4-18 270 - 14
40 200 145 110 85 - 18-3 - 4-18 310 - 20
50 250 160 125 100 - 20-3 - 4-18 358 - 34
65 265 180 145 125 - 22-3 - 8-18 373 - 36
80 280 195 160 135 - 22-3 - 8-18 435 - 50

100 300 230 190 160 - 24-3 - 8-23 500 - 69
125 325 270 220 188 - 28-3 - 8-25 614 - 116
150 350 300 250 218 - 30-3 - 8-25 674 - 141
200 400 360 310 278 - 34-3 - 12-25 818 - 192
250 450 425 370 332 - 36-3 - 12-30 969 - 207
300 500 485 430 390 - 40-4 - 16-30 1145 - 400
350 550 550 490 448 - 44-4 - 16-34 1280 - 631
400 600 610 550 505 - 48-4 - 16-34 1452 - 900
450 650 660 600 555 - 50-4 - 20-34 1541 - 1013
500 700 730 660 610 - 52-4 - 20-41 1676 - 1166
600 800 840 770 718 - 56-5 - 20-41 1874 - 1258

4.0

15 130 95 65 45 40 16-2 4 4-14 135 120 6
20 150 105 75 55 51 16-2 4 4-14 190 140 8
25 160 115 85 65 58 16-2 4 4-14 205 160 12
32 180 135 100 78 66 18-2 4 4-18 270 180 15
40 200 145 110 85 76 18-3 4 4-18 310 200 31
50 250 160 125 100 88 20-3 4 4-18 371 280 34
65 280 180 145 120 110 22-3 4 8-18 391 280 39
80 310 195 160 135 121 22-3 4 8-18 455 320 52

100 350 230 190 160 150 24-3 4.5 8-23 551 360 80
125 400 270 220 188 176 28-3 4.5 8-25 628 400 127
150 450 300 250 218 204 30-3 4.5 8-25 708 400 154
200 550 375 320 282 260 38-3 4.5 12-30 885 450 263
250 650 445 385 345 313 42-3 4.5 12-34 906 560 368
300 750 510 450 408 364 46-4 4.5 16-34 1203 640 547
350 850 570 510 465 422 52-4 5 16-34 1341 640 679
400 950 655 585 535 474 58-4 5 16-41 1492 720 953

6.4

15 170 105 75 55 41 18-2 4 4-14 140 100 7
20 190 125 90 68 51 20-2 4 4-18 140 100 9
25 210 135 100 78 58 22-2 4 4-18 215 180 12
32 230 150 110 82 66 24-2 4 4-23 270 180 16
40 240 165 125 95 76 24-3 4 4-23 345 200 32
50 250 175 135 105 88 26-3 4 4-23 470 200 39
65 280 200 160 130 110 28-3 4 8-23 520 250 43
80 310 210 170 140 121 30-3 4.5 8-23 570 300 60

100 350 250 200 168 150 32-3 4.5 8-25 700 300 89
125 400 295 240 202 176 36-3 4.5 8-30 780 350 140
150 450 340 280 240 204 38-3 4.5 8-34 850 350 207
200 550 405 345 300 260 44-34 4.5 12-34 1035 400 325
250 650 470 400 352 313 48-34 4.5 12-41 1050 560 467
300 750 530 460 412 364 54-4 4.5 16-41 1470 640 590

      Z41H/Y-16C/25/40/64

手动法兰闸阀 MANUAL FLANGE GATE VALVE

2. 应用标准 Standards
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安装在水、汽管道上，作为启闭装置用。
Installed on the pipeline with its function is to stop or connect the 
medium.

      Z941H/Y-16C/25/40/64

电动法兰闸阀 MOTORIZED FLANGE GATE VALVE

设计与制造 Design and Manufacture GB/T12234-2019

连接尺寸
Connection 
Dimension

结构长度
Length GB/T12221-2005

法兰尺寸
Flange Dimension

GB/T9124-2019, JB/T74-2015
HG20592-20635-2009

检验与试验
Inspection and Test

GB/T13927-2008
GB/T26480-2011

压力温度等级
Pressure-Temperature Grade

GB/T12224-2015, JB/T 74
GB/T12224-2015

型号 Type 材料  Material
阀体 -Body WCB ZGCr5Mo CF8 CF8M CF3 CF3M

阀盖 -Bonnet WCB  ZGCr5Mo 304 / CF8 316 / CF8M CF3 CF3M / 316L
支架 -Support WCB WCB CF8 CF8M CF3 CF3M
闸板 -Disc WCB ZGCr5Mo CF8 CF8M CF3 CF3M
阀杆 -Stem 2Cr13 25Cr2MoV 1Cr18Ni9Ti
阀座 -Seat 25 304 304 304 304 304

垫片 -Sealing Ring 包覆垫片 (Jacket Graphite Gasket )， 304， 增强柔性石墨 (Reinforced Graphite)
填料 -Packing  增强柔性石墨 (Reinforced Graphite)
螺母 -Nut ZCuAl10Fe3

      Z941H/Y-16C/25/40/64

电动法兰闸阀 MOTORIZED FLANGE GATE VALVE

公称压力
PN(MPa)

公称通径 (DN) 
Diameter(mm)

尺寸 Dimension 电装
Actuator

NM 重量 (Kg)
WeightL D D1 D2 D6 b-f Z-Φd f2 H L1 L2 D0

1.6

40 200 145 110 85 - 18-3 4-18 - 630 590 371 365 DZW10A 100 87.5
50 250 160 125 100 - 18-3 4-18 - 678 590 371 365 DZW10A 100 90
65 265 180 145 120 - 18-3 4-18 - 693 590 371 365 DZW15A 150 96
80 280 195 160 135 - 20-3 8-18 - 755 590 371 365 DZW20A 200 108
100 300 215 180 155 - 20-3 8-18 - 820 590 371 365 DZW20A 200 126
125 325 245 210 185 - 22-3 8-18 - 934 590 371 365 DZW30A 300 173
150 350 280 240 210 - 24-3 8-23 - 994 590 371 365 DZW30A 300 199
200 400 335 295 265 - 26-3 12-23 - 1138 590 371 365 DZW30A 300 254
250 450 405 355 320 - 30-3 12-25 - 1409 810 515 470 DZW45A 450 310
300 500 460 410 375 - 30-4 12-25 - 1588 810 515 470 DZW60A 600 391
350 550 520 470 435 - 34-4 16-25 - 1755 830 450 550 DZW90 900 729
400 600 580 525 485 - 36-4 16-30 - 1902 830 450 550 DZW120 1200 992

公称压力
PN(MPa)

公称通径 (DN) 
Diameter(mm)

尺寸 Dimension 电装
Actuator

转矩 N·M
Torque 

重量 (Kg)
WeightL D D1 D2 D6 b-f Z-Φd f2 H L1 L2 D0

1.6

450 650 640 585 545 - 40-4 20-30 - 2141 870 565 320 DZW180 1800 1168
500 700 705 650 608 - 44-4 20-34 - 2276 870 565 320 DZW250 2500 1222
600 800 840 770 718 - 48-5 20-41 - 2474 870 565 320 DZW250 2500 1376
700 900 910 840 788 - 50-5 24-41 - 3046 1170 770 570 DZW350 3500 -
800 1000 1020 950 898 - 52-5 24-41 - 3250 1170 770 570 DZW500 5000 -
900 1100 1120 1050 998 - 54-5 28-41 - 3509 1060 794 500 DZW800 8000 -

1000 1200 1255 1170 1110 - 56-5 28-48 - 3873 1060 794 500 DZW1000 10000 -

2.5

40 200 145 110 85 - 18-3 4-18 - 630 590 371 365 DZW10A 100 91
50 250 160 125 100 - 20-3 4-18 - 678 590 371 365 DZW10A 100 95
65 265 180 145 120 - 22-3 8-18 - 693 590 371 365 DZW15A 150 99
80 280 195 160 135 - 22-3 8-18 - 755 590 371 365 DZW20A 200 113
100 300 230 190 160 - 24-3 8-23 - 820 590 371 365 DZW20A 200 132
125 325 270 220 188 - 28-3 8-25 - 934 590 371 365 DZW30A 300 181
150 350 300 250 218 - 30-3 8-25 - 994 590 371 365 DZW30A 300 206
200 400 360 310 278 - 34-3 12-25 - 1138 590 371 365 DZW30A 300 257
250 450 425 370 332 - 36-3 12-30 - 1409 810 515 470 DZW45A 450 317
300 500 485 430 390 - 40-4 16-30 - 1588 810 515 470 DZW60A 600 412
350 550 550 490 448 - 44-4 16-34 - 1750 830 450 550 DZW90 900 750
400 600 610 550 505 - 48-4 16-34 - 1902 830 450 550 DZW120 1200 1042
450 650 660 600 555 - 50-4 20-34 - 2141 870 565 320 DZW180 1800 1274
500 700 730 660 610 - 52-4 20-41 - 2276 870 565 320 DZW250 2500 1420
600 800 840 770 718 - 56-5 20-41 - 2474 870 565 320 DZW250 2500 1522
700 900 955 875 815 - 60-5 20-41 - 3046 1170 770 570 DZW350 3500 –
800 1000 1070 990 930 - 64-5 24-48 - 3250 1170 770 570 DZW500 5000 –
900 1100 1108 1090 1025 - 66-5 28-54 - 3509 1060 794 500 DZW800 8000 –

1000 1200 1305 1210 1140 - 68-5 28-54 - 3873 1060 794 500 DZW1000 10000 –

4.0

40 200 145 110 85 76 18-3 4-18 4 630 590 371 365 DZW10A 100 92
50 250 160 125 100 88 20-3 4-18 4 691 590 371 365 DZW10A 100 95
65 280 180 145 120 110 22-3 8-18 4 711 590 371 365 DZW15A 150 102
80 310 195 160 135 121 22-3 8-18 4 775 590 371 365 DZW20A 200 115

100 350 230 190 160 150 24-3 8-23 4.5 871 590 371 365 DZW20A 200 163
125 400 270 220 188 176 28-3 8-25 4.5 948 590 371 365 DZW20A 200 190
150 450 300 250 218 204 30-3 8-25 4.5 1028 590 371 365 DZW30A 300 219
200 550 375 320 282 260 38-3 12-30 4.5 1325 590 371 365 DZW45A 450 373
250 650 445 385 345 313 42-3 12-34 4.5 1400 810 515 470 DZW60A 600 480
300 750 510 450 408 364 46-4 16-34 4.5 1653 830 450 470 DZW90 900 686
350 850 570 510 465 422 52-4 16-34 5 1791 830 450 550 DZW120 1200 821
400 950 655 585 535 474 58-4 16-41 5 2092 870 565 550 DZW180 1800 1214
500 1150 755 670 612 576 62-4 20-48 5 2465 870 565 320 DZW250 2500 2150
600 1350 890 795 730 678 62-5 20-54 6 - 1170 770 320 DZW350 3500 -
700 1450 955 900 835 768 68-5 24-54 6 - 1170 770 320 DZW500 5000 -
800 1650 1135 1030 960 876 76-5 24-58 6 - 1060 794 570 DZW800 8000 -

6.4

40 240 165 125 95 76 24-3 4-23 4 665 590 371 365 DZW10A 100 93
50 250 175 135 105 88 26-3 4-23 4 790 590 371 365 DZW10A 100 102
65 280 200 160 130 110 28-3 8-23 4 840 590 371 365 DZW15A 150 106
80 310 210 170 140 121 30-3 8-23 4.5 890 590 371 365 DZW20A 200 123

100 350 250 200 168 150 32-3 8-25 4.5 1020 590 371 365 DZW20A 200 154
125 400 295 240 202 176 36-3 8-30 4.5 1100 590 371 365 DZW30A 300 205
150 450 340 280 240 204 38-3 8-34 4.5 1290 590 371 365 DZW45A 450 317
200 550 405 345 300 260 44-34 12-34 4.5 1475 810 515 470 DZW60A 600 437
250 650 470 400 352 313 48-34 12-41 4.5 1500 830 450 470 DZW90 900 606
300 750 530 460 412 364 54-4 16-41 4.5 1820 830 450 550 DZW120 1200 732
350 850 595 525 475 422 60-5 16-36 5 2216 870 565 550 DZW180 1800 1110
400 950 670 585 525 474 66-4 16-48 5 2838 870 565 320 DZW250 2500 1540
500 1150 800 705 640 576 70-4 20-54 5 3320 1170 770 320 DZW350 3500 -

3. 主要材料 Main Part Material

4. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description
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      Z41H/Y-100/160

手动法兰闸阀 MANUAL FLANGE GATE VALVE

      Z941H/Y-100/160

电动法兰闸阀 MOTORIZED FLANGE GATE VALVE

安装在水、汽管道上，作为启闭装置用。
Installed on the pipeline with its function is to stop or connect the 
medium.

公称压力
PN(MPa)

公称通径 (DN) 
Diameter(mm)

尺寸 Dimension 重量 (Kg)
WeightL D D1 D2 D8 D6 b Z-Φd H D0

10.0

15 170 105 75 55 35 40 20 4-14 160 120 -
20 190 125 90 68 45 51 22 4-18 160 120 -
25 210 135 100 78 50 58 24 4-18 - - 13
32 230 150 110 82 65 66 24 4-23 - - 20
40 240 165 125 95 75 76 26 4-23 - - 60
50 250 195 145 112 85 88 28 4-25 558 360 50
65 280 220 170 138 110 110 32 8-25 622 400 70
80 310 230 180 148 115 121 34 8-25 671 400 100
100 350 265 210 172 145 150 38 8-30 671 400 110
125 400 310 250 210 175 176 42 8-34 892 560 180
150 450 350 290 250 205 204 46 12-34 972 560 250
200 550 430 360 312 265 260 54 12-41 972 560 360
250 650 500 430 382 320 313 60 12-41 1305 - -
300 750 585 500 442 375 364 70 16-48 1505 - -

16.0

15 170 110 75 52 35 40 24 4-18 250 200 7
20 190 130 90 62 45 51 26 4-23 288 200 10
25 210 140 100 72 50 58 28 4-23 310 280 14
32 230 165 115 85 65 66 30 4-25 350 320 21
40 260 175 125 92 75 76 32 4-27 395 320 26
50 300 215 165 132 95 88 36 8-25 612 360 73
65 340 245 190 152 110 110 44 8-30 677 360 110
80 390 260 205 168 130 121 46 8-30 686 400 141
100 450 300 240 200 160 150 48 8-34 751 450 185
125 525 355 285 238 190 176 60 8-41 868 560 320
150 600 390 318 270 205 204 66 12-41 997 640 462
200 750 480 400 345 275 260 78 12-48 1224 720 711

3. 主要连接尺寸 Size and Dimension

安装在水、汽管道上，作为启闭装置用。
Installed on the pipeline with its function is to stop or connect the 
medium.

设计与制造 Design and Manufacture GB/T12234-2019

连接尺寸
Connection 
Dimension

结构长度
Length GB/T12221-2005

法兰尺寸
Flange Dimension

GB/T9124-2019, JB/T74-2015
HG20592-20635-2009

检验与试验
Inspection and Test

GB/T13927-2008
GB/T26480-2011

压力温度等级
Pressure-Temperature Grade

GB/T12224-2015, JB/T 74
GB/T12224-2015

公称压力
PN(MPa)

公称通径 (DN) 
Diameter(mm)

尺寸 Dimension 电装
Actuator

N·M 重量
(Kg)L D D1 D2 D8 D6 b Z-Φd H L1 L2 D0

10.0

40 240 165 125 95 75 76 26 4-23 680 590 371 365 DZW15A 150 113
50 250 195 145 112 85 88 28 4-25 810 590 371 365 DZW20A 200 123
65 280 220 170 138 110 110 32 8-25 860 590 371 365 DZW20A 200 133
80 310 230 180 148 150 121 34 8-25 892 590 371 365 DZW30A 300 165
100 350 265 210 172 145 150 38 8-30 1013 590 371 365 DZW45A 450 220
125 400 310 250 210 175 176 42 8-34 1184 810 515 470 DZW60A 600 292
150 450 350 290 250 205 204 46 12-34 1250 830 450 470 DZW90 900 389
200 550 430 360 312 265 260 54 12-41 1250 830 450 550 DZW120 1200 502
250 650 500 430 382 320 313 60 12-41 1650 870 565 550 DZW180 1800 790
300 750 585 500 442 375 364 70 16-48 1800 870 565 320 DZW250 2500 910
250 850 655 560 498 420 422 76 16-54 2030 1170 770 320 DZW350 3500 1610
400 950 715 620 558 480 474 80 16-54 2250 1170 770 320 DZW500 5000 2512
500 1150 815 724 635 584 576 89 24-54 - 1060 794 - DZW800 8000 -

16.0

40 260 175 125 92 75 76 32 4-27 670 590 371 365 DZW15A 150 118
50 300 215 165 132 95 88 36 8-25 832 590 371 365 DZW20A 200 136
65 340 245 190 152 110 110 44 8-30 880 590 371 365 DZW30A 300 175
80 390 260 205 168 130 121 46 8-30 905 590 371 365 DZW30A 300 206
100 450 300 240 200 160 150 48 8-34 1071 590 371 365 DZW45A 450 295
125 525 355 285 238 190 176 60 8-41 1163 810 515 470 DZW60A 600 432
150 600 390 318 270 205 204 66 12-41 1170 830 450 470 DZW90 900 601
200 750 480 400 345 275 260 78 12-48 1440 830 450 550 DZW120 1200 853
250 838 580 485 425 330 313 88 12-54 - 870 565 550 DZW180 1800 -
300 965 665 570 510 380 364 100 16-54 - 870 565 320 DZW250 2500 -

3. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description

3. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description

设计与制造 Design and Manufacture GB/T12234-2019

连接尺寸
Connection 
Dimension

结构长度
Length GB/T12221-2005

法兰尺寸
Flange Dimension

GB/T9124-2019, JB/T74-2015
HG20592-20635-2009

检验与试验
Inspection and Test

GB/T13927-2008
GB/T26480-2011

压力温度等级
Pressure-Temperature Grade

GB/T12224-2015, JB/T 74
GB/T12224-2015
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型号
Type

公称通径 (DN)
Diameter(mm)

尺寸 Dimension 重量
Weight(Kg)L D1 D2 D0 H

Z60Y-250
Z60Y-P54/140V

100 485 105 135 500 950 182

125 600 136 172 560 830 288

150 700 154 198 640 1050 310

175 750 175 225 720 1050 395

225 850 217 278 900 1110 425

Z60Y-320
Z60Y-P54/170V

100 550 101 135 500 755 270

125 600 128 172 560 830 300

150 700 146 198 640 1050 350

175 700 169 223 720 1050 345

225 850 209 278 900 1250 990

Z60Y-P57/170V 175 750 163 223 720 1110 452

安装在公称通径DN≥100的水、汽管道上，作为启闭装置用。
Installed on the pipeline with the diameter DN≥100. Its function is 
to stop or connect the medium.

      Z60Y-250/320, Z60Y-P54/140V, Z60Y-P54/170V, Z60Y-P57/170V

手动焊接高压闸阀 MANUAL HP BW GATE VALVE 

      Z960Y-250/320,  Z960Y-P54/100V

电动焊接高压闸阀 MOTORIZED  HP BW GATE VALVE 

安装在公称通径DN≥100的水、汽管道上，作为启闭装置用。
Installed on the pipeline with the diameter DN≥100. Its function is 
to stop or connect the medium.

阀体 Body 阀盖 Bonnet 阀瓣 Disc 阀座 Seat Ring 阀杆 Stem 填料 Packing 温度 Temp(≤℃ )

WCB WCB+Stl 25+D507Mo 25Cr2Mo1VA 柔性石墨 +304 Graphite 425

ZG15CrMo 15CrMo+Stl 15CrMo+Stl 25Cr2Mo1VA 柔性石墨 +304 Graphite 485

ZG15Cr1Mo1V 12Cr1MoV+Stl 12Cr1MoV+Stl 25Cr2Mo1VA 柔性石墨 +304 Graphite 570

型号
Type

公称通径
Diameter(DN)

尺寸 Dimension 重量
Weight (Kg)L H H1 L1 L2 D1 D2 d h

Z960Y-250
Z960Y-P54/100V

100 450 755 425 437 277 105 138 100 130 351

125 525 755 425 437 277 132 174 100 130 363

150 600 920 456 526 283 164 200 150 190 500

175 700 920 456 526 283 187 224 150 190 500

200 550 920 456 526 283 195 250 150 190 515

225 850 1145 585 554 309 233 278 200 250 985

250 1000 1145 585 554 309 277 330 200 250 1013

325 1200 1145 694 560 400 316 413 240 305 2193

Z960Y-320 250 950 1338 694 560 400 257 343 200 250 1685

设计与制造 Design and Manufacture NB/T47044-2014
连接尺寸

Connection 
Dimension

结构长度 Length NB/T47044-2014

焊接尺寸 Welding Dimension NB/T47044-2014

检验与试验 Inspection and Test NB/T47044-2014

材料 Material
碳钢 Carbon Steel GB/T12229-2005

合金钢 Alloy Steel NB/T47008-2017

标志 Symbol GB/T12220-2015

供货 Supply JB/T7928-2014

阀体 Body 阀盖 Bonnet 阀瓣 Disc 阀座 Seat Ring 阀杆 Stem 填料 Packing 温度 Temp(≤℃ )

WCB WCB+Stl 25+D507Mo 25Cr2Mo1VA 柔性石墨 +304 Graphite 425

ZG15CrMo 15CrMo+Stl 15CrMo+Stl 25Cr2Mo1VA 柔性石墨 +304 Graphite 485

ZG15Cr1Mo1V 12Cr1MoV+Stl 12Cr1MoV+Stl 25Cr2Mo1VA 柔性石墨 +304 Graphite 570

设计与制造 Design and Manufacture NB/T47044-2014
连接尺寸

Connection 
Dimension

结构长度 Length NB/T47044-2014

焊接尺寸 Welding Dimension NB/T47044-2014

检验与试验 Inspection and Test NB/T47044-2014

材料 Material
碳钢 Carbon Steel GB/T12229-2005

合金钢 Alloy Steel NB/T47008-2017

标志 Symbol GB/T12220-2015

供货 Supply JB/T7928-2014

3. 主要材料 Main Part Material

4. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description

4. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description

3. 主要材料 Main Part Material

07 08

    HTTP://WWW.HANGZHOU-VALVE.COM

杭州华惠阀门有限公司
60 YEARS OF EXCELLENCE

杭州

杭州华惠阀门有限公司



安装在公称通径DN≥175的水、汽管道上，作为启闭装置用。
Installed on the pipeline with the diameter DN≥175. Its function is 
to stop or connect the medium.

      HF•Z962Y-100I, Z962Y-200/250, Z962Y-P54/100V, Z962Y-P54/140V

电动焊接高压闸阀 MOTORIZED  HP BW GATE VALVE 

安装在公称通径DN≥175的水、汽管道上，作为启闭装置用。
Installed on the pipeline with the diameter DN≥175. Its function is 
to stop or connect the medium.

阀体 Body 阀盖 Bonnet 阀瓣 Disc 阀座 Seat Ring 阀杆 Stem 填料 Packing 温度 Temp(≤℃ )

WCB WCB+Stl 25+D507Mo 25Cr2Mo1VA 柔性石墨 +304 Graphite 425

ZG15CrMo 15CrMo+Stl 15CrMo+Stl 25Cr2Mo1VA 柔性石墨 +304 Graphite 540

ZG15Cr1Mo1V 12Cr1MoV+Stl 12Cr1MoV+Stl 25Cr2Mo1VA 柔性石墨 +304 Graphite 570

设计与制造 Design and Manufacture NB/T47044-2014
连接尺寸

Connection 
Dimension

结构长度 Length NB/T47044-2014

焊接尺寸 Welding Dimension NB/T47044-2014

检验与试验 Inspection and Test NB/T47044-2014

材料 Material
碳钢 Carbon Steel GB/T12229-2005

合金钢 Alloy Steel NB/T47008-2017

标志 Symbol GB/T12220-2015

供货 Supply JB/T7928-2014

阀体 Body 阀盖 Bonnet 阀瓣 Disc 阀座 Seat Ring 阀杆 Stem 填料 Packing 温度 Temp(≤℃ )

WCB WCB+Stl 25+D507Mo 25Cr2Mo1VA 柔性石墨 +304 Graphite 425

ZG15CrMo 15CrMo+Stl 15CrMo+Stl 25Cr2Mo1VA 柔性石墨 +304 Graphite 485

ZG15Cr1Mo1V 12Cr1MoV+Stl 12Cr1MoV+Stl 25Cr2Mo1VA 柔性石墨 +304 Graphite 570

      HF•Z562Y-100I, Z562Y-200/320, Z560Y-P54/100V, Z562Y-P54/100V

齿轮焊接高压闸阀 GEAR BOX HP BW GATE VALVE

设计与制造 Design and Manufacture NB/T47044-2014
连接尺寸

Connection 
Dimension

结构长度 Length NB/T47044-2014

焊接尺寸 Welding Dimension NB/T47044-2014

检验与试验 Inspection and Test NB/T47044-2014

材料 Material
碳钢 Carbon Steel GB/T12229-2005

合金钢 Alloy Steel NB/T47008-2017

标志 Symbol GB/T12220-2015

供货 Supply JB/T7928-2014

3. 主要材料 Main Part Material

4. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description

4. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description

3. 主要材料 Main Part Material

型号
Type

公称通径
Diameter(DN)

尺寸 Dimension 重量
Weight(Kg)D1 D2 L H d h

Z562Y-P54/100V

100 105 138 500 920 100 130 284.0

125 125 137 500 920 100 130 284.0

150 164 200 600 1115 150 190 389

175 187 224 700 1115 150 190 389

225 233 278 850 1360 200 250 866

Z560Y-P54/100V

100 105 138 450 1018 100 130 273.0

175 187 224 700 1185 150 190 401

225 233 278 850 1540 200 250 862

Z562Y-200 175 187 224 700 1115 150 190 411

Z560Y-320 250 180 227 864 1238 145 193 710

HF•Z562Y-100I
150 195 223 600 812 100 127 223

225 245 282 850 1250 190 218 627

型号
Type

公称通径
Diameter(DN)

尺寸 Dimension 扭距
 (N·M)

重量
Weight(Kg)H H1 H2 L L1 L2 D1 D2 h d

HF•Z962Y-100I

150 569 251 145 600 274 126 187 224 127 100 300 243

200 873 456 210 800 526 283 201 225 218 190 900 733

225 873 456 210 850 526 283 245 282 218 190 900 745

Z962Y-200
Z962Y-250

Z962Y-P54/100V

150 920 456 175 600 526 283 164 198 190 150 1200 500

175 920 456 175 700 526 283 187 224 190 150 1200 521

225 1145 585 227 850 554 309 233 278 250 200 1800 985

250 1145 585 227 1000 554 309 277 330 250 200 1800 1013

Z962Y-P54/140V

150 1015 585 195 700 554 309 154 198 190 150 1800 747

175 1015 585 195 750 554 309 179 224 190 150 1800 842

225 1300 585 248 850 554 309 221 278 250 200 2500 1226

250 1300 585 248 1000 554 309 265 331 250 200 2500 1308
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1. 说明 Description

      Z562Y-320, Z562Y-400

齿轮锻件焊接高压闸阀 GEAR BOX HP BW FORGED GATE VALVE

安装在水、汽管道上，作为启闭装置用。
Installed on the pipeline with its function is to stop or connect the 
medium.

设计与制造 Design and Manufacture NB/T47044-2014
连接尺寸

Connection 
Dimension

结构长度 Length NB/T47044-2014

焊接尺寸 Welding Dimension NB/T47044-2014

检验与试验 Inspection and Test NB/T47044-2014

材料 Material
碳钢 Carbon Steel GB/T12229-2005

合金钢 Alloy Steel NB/T47008-2017

标志 Symbol GB/T12220-2015

供货 Supply JB/T7928-2014

阀体 Body 阀盖 Bonnet 阀瓣 Disc 阀座 Seat Ring 阀杆 Stem 填料 Packing 温度 Temp(≤℃ )

25 25+Stl 25+D507Mo 25Cr2Mo1VA 柔性石墨 +304 Graphite 425

15CrMo 15CrMo+Stl 15CrMo+Stl 25Cr2Mo1VA 柔性石墨 +304 Graphite 485

12Cr1Mo1V 12Cr1MoV+Stl 12Cr1MoV+Stl 25Cr2Mo1VA 柔性石墨 +304 Graphite 570

         Z962Y-320, Z962Y-400

电动锻件焊接高压闸阀 MOTORIZED HP BW FORGED GATE VALVE

型号
Type

公称通径 (DN)
Diameter(mm)

尺寸 Dimension 重量
Weight(Kg)L D1 D2 D0 H

Z962Y-320
Z962Y-400

50 485 105 135 500 950 182

65 600 136 172 560 830 288

80 700 154 198 640 1050 310

100 750 175 225 720 1050 395

125 850 217 278 900 1110 425

150 550 101 135 500 755 270

200 600 128 172 560 830 300

225 700 146 198 640 1050 350

250 700 169 223 720 1050 345

300 850 209 278 900 1250 990

安装在水、汽管道上，作为启闭装置用。
Installed on the pipeline with its function is to stop or connect the 
medium.

设计与制造 Design and Manufacture NB/T47044-2014
连接尺寸

Connection 
Dimension

结构长度 Length NB/T47044-2014

焊接尺寸 Welding Dimension NB/T47044-2014

检验与试验 Inspection and Test NB/T47044-2014

材料 Material
碳钢 Carbon Steel GB/T12229-2005

合金钢 Alloy Steel NB/T47008-2017

标志 Symbol GB/T12220-2015

供货 Supply JB/T7928-2014

阀体 Body 阀盖 Bonnet 阀瓣 Disc 阀座 Seat Ring 阀杆 Stem 填料 Packing 温度 Temp(≤℃ )

25 25+Stl 25+D507Mo 25Cr2Mo1VA 柔性石墨 +304 Graphite 425

15CrMo 15CrMo+Stl 15CrMo+Stl 25Cr2Mo1VA 柔性石墨 +304 Graphite 485

12Cr1Mo1V 12Cr1MoV+Stl 12Cr1MoV+Stl 25Cr2Mo1VA 柔性石墨 +304 Graphite 570

型号
Type

公称通径 (DN)
Diameter(mm)

尺寸 Dimension 重量
Weight(Kg)L D1 D2 H

Z562Y-320
Z562Y-400

100 750 175 225 1050 395

125 850 217 278 1110 425

150 550 101 135 755 270

200 600 128 172 830 300

225 700 146 198 1050 350

250 700 169 223 1050 345

300 850 209 278 1250 990

3. 主要材料 Main Part Material

4. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description

4. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description

3. 主要材料 Main Part Material
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磅级高温高压焊接闸阀适用于 ANSI Class1500-3500，工作温度 -29~695℃切
的石油，化工，火力电站等各种工况管路上，切断或接通管路中介质。适用介质：

水，油品，水蒸汽等。
The pound-grade welding valve is installed on the pipeline of the  thermal power station, 
petrolic industry, chemical industry and so on. It is suited to the working condition of 
pressure standard is ANSI Class1500-3500, temperature is -29~695 DegreeC,with the 
fuction of stopping or connecting the medium in the pipeline. 

      Z560Y-1500LB, 2000LB, 2500LB, 3500LB

齿轮美标高压焊接闸阀 GEAR BOX HP BW GATE VALVE

      Z560Y-1500LB, 2000LB, 2500LB, 3500LB

齿轮美标高压焊接闸阀 GEAR BOX HP BW GATE VALVE

设计与制造 Design and Manufacture ANSI B16.34, JIS E101
连接尺寸

Connection 
Dimension

结构长度 Length ANSI B16.10/JIS E101

焊接尺寸 Welding Dimension ANSI B16.25

检验与试验 Inspection and Test API598/JIS E101

材料 Material
碳钢 Carbon Steel ASME A216

合金钢 Alloy Steel ASME A182

标志 Symbol GB/T12220-2015

供货 Supply JB/T7928-2014

阀体 Body 阀盖 Bonnet 阀瓣 Disc 阀座 Seat 阀杆 Stem 填料 Packing 适用温度 Temp(≤℃ )

WCB WCB WCB+Stellite12 25+D507Mo 25Cr2Mo1VA 柔性石墨 Graphite 425

WC6 WC6 WC6+Stellite12 WC6+Stellite12 25Cr2Mo1VA 柔性石墨 Graphite 540

WC9 WC9 WC9+Stellite12 WC9+Stellite12 25Cr2Mo1VA 柔性石墨 Graphite 570

型号
Type

公称通径 (DN) Diameter(mm) 尺寸 Dimension 齿轮装置型号
Gear Box Type

重量
Weight(Kg)NPS (in) DN (mm) L d D H H1 G D0

Z560Y
-1500Lb

8" 200 711 196 226 813 325 427 460 BA-1 410

10" 250 864 243 282 998 450 427 460 BA-1 725

12" 300 991 289 330 1156 475 512 610 BA-2 1036

14" 350 1067 318 366 1287 507 554 760 BA-3 1358

16" 400 1194 364 417 1413 581 554 760 BA-3 1777

18" 450 1346 410 469 1535 615 554 760 BA-3 2359

20" 500 1473 456 521 1726 720 554 760 BA-3 3248

22" 550 1600 502 572 1926 753 554 760 BA-3 4010

Z560Y
-2019Lb

8" 200 762 183 226
935 250 357 310 BA-0 602

945 260 427 460 BA-1 625

10" 250 914 230 282
1050 410 427 460 BA-1 836

1050 480 512 610 BA-2 886

型号
Type

公称通径 (DN) Diameter(mm) 尺寸 Dimension 齿轮装置型号
Gear Box Type

重量
Weight(Kg)NPS (in) DN (mm) L d D H H1 G D0

Z560Y
-2019Lb

12" 300 1041 273 332
1150 480 512 610 BA-2 1187

1166 520 554 760 BA-3 1265

14" 350 1118 300 367
1231 523 512 610 BA-2 1475

1240 540 554 760 BA-3 1579

16" 400 1245 344 418
1330 530 512 610 BA-2 1990

1350 560 554 760 BA-3 2100

Z560Y
-2500Lb

6" 150 610 132 176 928 210 357 310 BA-0 340

8" 200 762 173 226
851 334 357 310 BA-0 617

851 354 427 460 BA-1 648

10" 250 914 216 282
1031 454 427 460 BA-1 1023

1031 434 512 610 BA-2 1086

12" 300 1041 257 332
1166 495 512 610 BA-2 1415

1180 500 554 760 BA-3 1488

14" 350 1118 284 367
1217 523 512 610 BA-2 1684

1227 562 554 760 BA-3 1787

16" 400 1245 325 418
1381 545 512 610 BA-2 2318

1381 573 554 760 BA-3 2428

Z560Y
-3500Lb

5" 125 616 99 148
774 251 357 310 BA-0 391

774 271 427 460 BA-1 417

6" 150 692 120 180
857 251 357 310 BA-0 493

857 271 427 460 BA-1 916

8" 200 846 156 230
1041 271 427 460 BA-1 916

1051 341 512 610 BA-2 1527

10" 250 1000 193 286
1197 341 512 610 BA-2 1527

1207 385 554 760 BA-3 1629

12" 300 1124 216 336
1338 341 512 610 BA-2 2197

1348 385 554 760 BA-3 2309

3. 主要材料 Main Part Material

4. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description
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磅级高温高压焊接闸阀适用于 ANSI Class1500-3500，工作温度 -29~695℃切
的石油，化工，火力电站等各种工况管路上，切断或接通管路中介质。适用介质：

水，油品，水蒸汽等。
The pound-grade welding valve is installed on the pipeline of the  thermal power station, 
petrolic industry, chemical industry and so on. It is suited to the working condition of 
pressure standard is ANSI Class1500-3500, temperature is -29~695 DegreeC,with the 
fuction of stopping or connecting the medium in the pipeline. 

      Z960Y-1500LB, 2000LB, 2500LB, 3500LB

电动美标高压焊接闸阀 MOTORIZED HP BW GATE VALVE

      Z960Y-1500LB, 2000LB, 2500LB, 3500LB

电动美标高压焊接闸阀 MOTORIZED HP BW GATE VALVE

设计与制造 Design and Manufacture ANSI B16.34, JIS E101
连接尺寸

Connection 
Dimension

结构长度 Length ANSI B16.10/JIS E101

焊接尺寸 Welding Dimension ANSI B16.25

检验与试验 Inspection and Test API598/JIS E101

材料 Material
碳钢 Carbon Steel ASME A216

合金钢 Alloy Steel ASME A182

标志 Symbol GB/T12220-2015

供货 Supply JB/T7928-2014

阀体 Body 阀盖 Bonnet 阀瓣 Disc 阀座 Seat 阀杆 Stem 填料 Packing 适用温度 Temp(≤℃ )

WCB WCB WCB+Stellite12 25+D507Mo 25Cr2Mo1VA 柔性石墨 Graphite 425

WC6 WC6 WC6+Stellite12 WC6+Stellite12 25Cr2Mo1VA 柔性石墨 Graphite 540

WC9 WC9 WC9+Stellite12 WC9+Stellite12 25Cr2Mo1VA 柔性石墨 Graphite 570

型号
Type

公称通径 (DN) Diameter(mm) 尺寸 Dimension 电装型号
Actuator Type

重量
Weight(Kg)NPS (in) DN (mm) L d D H H1 D0 L1 L2

Z960Y
-1500Lb

2-1/2" 65 254 59 78 520 262 200 140 243 SMC-04 93
3" 80 305 74 93 523 262 200 140 243 SMC-04 110

4" 100 406 98 118
599 319 508 198 281 SMC-03 168
579 320 305 400 555 SMC-00 208

5 125 483 122 145
678 319 508 198 281 SMC-03 189
678 319 305 400 555 SMC-00 232

6" 150 559 146 176
793 389 410 410 565 SMC-0 358
793 402 565 420 655 SMC-1 444

8" 200 711 194 226
813 389 305 410 565 SMC-0 517
813 414 305 420 655 SMC-1 561

10" 250 864 243 282
998 490 457 440 655 SMC-2 852
988 464 305 420 688 SMC-1 823

12" 300 991 289 330
1141 514 305 420 SMC-1 1122
1156 560 457 440 SMC-2 1150

14" 350 1067 318 366 1249 656 610 690 SMC-3 1765
16" 400 1194 364 417 1351 697 610 690 SMC-3 2429

18" 450 1346 410 469
1535 710 610 690 SMC-3 2454
1540 760 610 715 SMC-4 2524

型号
Type

公称通径 (DN) Diameter(mm) 尺寸 Dimension 电装型号
Actuator Type

重量
Weight(Kg)NPS (in) DN (mm) L d D H H1 D0 L1 L2

Z960Y
-1500Lb

20" 500 1437 456 521
1726 820 610 690 SMC-3 3334
1731 890 610 715 SMC-4 3380

22" 550 1600 502 572
1921 854 610 690 SMC-3 4409
1926 945 610 715 SMC-4 4648

Z960Y
-2019Lb

2-1/2" 65 300 57 78 540 262 200 140 243 SMC-04 202
3" 80 368 72 93 558 294 508 198 332 SMC-03 140
4" 100 457 96 118 654 320 305 400 555 SMC-00 245

5" 125 533 116 145
780 340 305 400 555 SMC-00 280
780 389 305 410 565 SMC-0 323

6" 150 610 140 176 830 389 305 410 565 SMC-0 419

8" 200 762 183 226
960 389 305 410 565 SMC-0 626
960 418 305 410 565 SMC-1 715

10" 250 914 230 282
1020 480 305 420 655 SMC-1 1020
1024 485 457 440 688 SMC-2 1050

12" 300 1041 273 332
1150 600 457 440 680 SMC-2 1320
1166 650 610 690 SMC-3 1358

14" 350 1118 300 367
1230 640 457 440 688 SMC-2 1810
1240 690 610 690 SMC-3 1840

16" 400 1245 344 418
1330 720 610 690 SMC-3 2270
1350 740 610 715 SMC-4 2300

Z960Y
-2500Lb

2-1/2" 65 330 54 78
533 309 508 198 332 SMC-03 143
533 262 200 140 243 SMC-04 116

3" 80 368 67 93
549 287 508 198 332 SMC-03 160
549 240 200 140 243 SMC-04 134

4" 100 457 87 118
644 309 508 198 332 SMC-03 251
653 389 305 410 565 SMC-0 294

5" 125 533 110 145
760 360 305 400 555 SMC-00 324
774 389 305 410 565 SMC-0 341

6" 150 610 132 176
850 360 305 400 555 SMC-00 479
861 389 305 410 565 SMC-0 564

8" 200 762 173 226
847 389 305 410 565 SMC-0 725
860 414 305 420 655 SMC-1 750

10" 250 914 216 282
1021 418 305 420 655 SMC-1 1152
1050 500 610 690 SMC-3 1220

12" 300 1041 257 332
1125 600 457 440 688 SMC-2 1520
1149 720 610 690 SMC-3 1558

14" 350 1118 284 367 1120 720 610 690 SMC-3 1869

16" 400 1245 325 418
1390 720 610 690 SMC-3 2826
1395 790 610 715 SMC-4 3084

Z960Y
-3500Lb

3" 80 440 58 96
620 297 508 198 SMC-03 269
623 336 305 400 332 SMC-00 305

4" 100 540 80 125
720 336 305 400 555 SMC-00 398
730 370 305 410 555 SMC-0 437

5" 125 616 99 148
796 370 305 410 565 SMC-0 507
796 405 305 420 565 SMC-1 592

6" 150 692 120 180
857 370 305 410 655 SMC-0 605
857 405 305 420 565 SMC-1 691

8" 200 846 156 230
1041 405 305 420 655 SMC-1 1088
1051 445 457 440 655 SMC-2 1179

10" 250 1000 193 286
1197 445 457 440 688 SMC-2 1733
1207 496 610 690 688 SMC-3 2031

12" 300 1124 216 336 1338 496 610 690 SMC-3 2708

14" 350 1219 257 372
1445 670 610 715 SMC-4 3180
1440 600 610 690 SMC-3 3131

18" 450 1499 284 426 1915 780 610 715 SMC-4 4560

3. 主要材料 Main Part Material

4. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description
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电动刀型闸阀 MOTORIZED KNIFE GATE VALVE

          HF·Z73Y-10C, Z73Y-10V, Z73W-10NR

手动刀型闸阀 MANUAL KNIFE GATE VALVE

刀型闸阀可在工作压力1.0MPa~2.5MPa，使用温度-29~900℃情况下工作。
刀型闸阀其闸板具有剪切功能，可刮除密封面上的粘着物，自动清除杂

物，不锈钢闸板可防止腐蚀引起的密封泄漏。
Knife Gate valve can be operated under the condition of 1.0MPa~2.5MPa, 
-29~900℃ environment, its gate can eliminate the adhesion on the sealing 
surface and clean the dirty by itself, and the stainless steel gate can also prevent 
the leakage from the corrosion.

型号 Type 公称压力 Nominal Pressure PN (MPa) 强试压力 Strength Test Pressure Ps (MPa)
Z73Y-10C 1.0 1.5

Z73W-10NR 1.0 1.5
HFZ63Y-10P 1.0 1.5

Z73Y-10V 1.0 1.5
型号 Type 介质温度 Medium Temperature(℃ ) 适用介质 Suitable Medium 
Z73Y-10V ≤540

干灰，灰渣等
ash

Z73W-10NR ≤900
Z73Y-10P ≤600
Z73Y-10C ≤425

零件名称 Part Name HF·Z73Y-10C Z73W-10NR HF·AZ63Y-10P Z73Y-10V
阀体 Body WCB ZG2Cr25Ni20Si2(HK30) ZG12Cr18Ni9 ZG15Cr1Mo1V
闸板 Disc 20,25 ZG2Cr25Ni20Si2(HK30) 12Cr18Ni9 12Cr18Ni9

支架 Support WCB ZG15Cr1Mo1V 20 WCB
阀杆 Stem 20Cr13 38CrMoAlA 38CrMoAlA 20Cr13
阀座 Seat 25 堆焊硬质合金 ZG2Cr25Ni20Si2(HK30) 12Cr18Ni9 12Cr1MoV

型号
Type

公称通径
Diameter(DN)

尺寸 Dimension 重量
Weight(Kg)D1 D2 D3 L Z Φ Z' M H D0

Z73Y-10C

100 155 180 215 65 6 18 2 M16 382 200 29.6
125 185 210 245 70 4 18 4 M16 550 360 42
150 210 240 280 73 4 23 4 M20 627 400 50.6
200 265 295 335 70 4 23 4 M20 706 400 70.0
250 320 350 390 80 6 23 6 M20 843 450 98
300 368 400 440 96 6 23 6 M20 965 560 148
350 428 460 500 108 9 23 7 M20 1045 560 170
400 482 515 565 116 10 25 6 M22 1145 560 197

Z73W-10NR
200 265 295 335 70 4 23 4 M20 686 400 70
250 320 350 390 80 6 23 6 M20 843 450 98
300 368 400 440 96 6 23 6 M20 965 560 148

HF·Z63Y-10P
HF·AZ63Y-10P

200 内孔 199 外圆 219 200 1505 300 106
200 内孔 199 外圆 219 200 1710 300 105

Z73Y-10V
150 210 240 280 70 4 23 4 M20 791 400 56
200 265 295 335 73 4 23 4 M20 686 400 66

HF·Z73Y-10C 450 525 556 620 110 12 23 8 M20 1215 500 331

刀型闸阀可在工作压力1.0MPa~2.5MPa，使用温度-29~900℃情况下工作。
刀型闸阀其闸板具有剪切功能，可刮除密封面上的粘着物，自动清除杂

物，不锈钢闸板可防止腐蚀引起的密封泄漏。
Knife Gate valve can be operated under the condition of 1.0MPa~2.5MPa, 
-29~900℃ environment, its gate can eliminate the adhesion on the sealing 
surface and clean the dirty by itself, and the stainless steel gate can also prevent 
the leakage from the corrosion.

型号 Type 公称压力 Nominal Pressure PN (MPa) 强试压力 Strength Test Pressure Ps (MPa)
Z973Y-10C 1.0 1.5

Z973W-10NR 1.0 1.5
HFZ963Y-10P 1.0 1.5

Z973Y-10V 1.0 1.5
型号 Type 介质温度 Medium Temperature(℃ ) 适用介质 Suitable Medium 

Z973Y-10V ≤540
干灰，灰渣等

ash
Z973W-10NR ≤900

Z973Y-10P ≤600
Z973Y-10C ≤425

零件名称 Part Name HF·Z73Y-10C Z73W-10NR HF·AZ63Y-10P Z73Y-10V
阀体 Body WCB ZG2Cr25Ni20Si2(HK30) ZG12Cr18Ni9 ZG15Cr1Mo1V
闸板 Disc 20,25 ZG2Cr25Ni20Si2(HK30) 12Cr18Ni9 12Cr18Ni9

支架 Support WCB ZG15Cr1Mo1V 20 WCB
阀杆 Stem 20Cr13 38CrMoAlA 38CrMoAlA 20Cr13
阀座 Seat 25 堆焊硬质合金 ZG2Cr25Ni20Si2(HK30) 12Cr18Ni9 12Cr1MoV

          HF·Z973Y-10C, Z973Y-10V, Z973W-10NR

型号
Type

公称通径
Diameter(DN)

尺寸 Dimension 电动头扭距
ActuatorTorsion(N•M)

重量
Weight(Kg)D1 D2 D3 L L1 L2 H H1 Z-Φ Z'-M

Z973Y-10C
200 265 295 335 70 197 263 916 650 4-Φ23 4-M20 300 107.5
350 428 460 500 108 277 437 1436 1025 9-Φ23 7-M20 450 265
500 585 620 670 127 277 437 1798 1373 12-Φ25 8-M22 600 446

Z973Y-10V

150 210 240 280 70 197 363 871 628 4-Φ23 4-M20 300 94.3
200 265 295 335 73 197 363 916 650 4-Φ23 4-M20 300 107.5
300 368 400 440 96 277 437 1354 937 6-Φ23 6-M20 450 233
350 428 460 500 108 277 437 1436 1025 9-Φ23 7-M20 450 265

Z973Y-10P 500 585 620 670 127 277 437 1798 1373 12-Φ25 8-M22 600 446

Z973W-10NR

100 155 180 215 65 197 363 756 513 4-Φ18 4-M16 300 85
125 185 210 245 70 197 363 826 583 4-Φ18 4-M16 300 89.2
150 210 240 280 70 197 363 871 628 4-Φ23 4-M20 300 95
200 265 295 335 73 197 363 916 650 4-Φ23 4-M20 300 107.5
250 320 350 390 80 277 437 1283 911 6-Φ23 6-M20 450 225
300 368 400 440 96 277 437 1394 1022 6-Φ23 6-M20 450 238
500 585 620 670 127 277 437 1798 1373 12-Φ23 8-M22 600 446

Z473Y-10C 150 210 240 280 70 125 200 850 616 4-Φ23 4-M20 300 45

3. 主要材料 Main Part Material

4. 主要连接尺寸 Size and Dimension

2. 试验压力 Test Pressure

1. 说明 Description

4. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description

3. 主要材料 Main Part Material
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安装在水、汽管道上，作为启闭装置用。
Installed on the pipeline with its function is to stop or connect the 
medium.

手动锻件法兰截止阀 MANUAL FLANGE FORGED GLOBE VALVE 手动锻件法兰截止阀 MANUAL FLANGE FORGED GLOBE VALVE

设计与制造 Design and Manufacture GB/T12235-2007
连接尺寸

Connection 
Dimension

结构长度 Length GB/T12221-2005

法兰尺寸 Flange Dimension JB/T79-2015

检验与试验 Inspection and Test GB/T12229-2005

材料 Material
碳钢 Carbon Steel GB/T12229-2005

合金钢 Alloy Steel NB/T47008-2017
标志 Symbol GB/T12220-2015
供货 Supply JB/T7928-2014

型号 Type 阀体Body 阀盖 Bonnet 阀瓣 Disc 阀座 Seat 阀杆 Stem 填料 Packing 适用温度 (≤℃ )
J41H-(16)C A105 30Cr13 20Cr13 20Cr13 柔性石墨 Graphite 450

J41H-(25)P 12Cr18Ni9 1Cr17Ni2 12Cr18Ni9 12Cr18Ni9 PTEF 200

J41H-(40)P 12Cr18Ni9 06Cr18Ni9+Stellite12 06Cr18Ni9+Stellite6 12Cr18Ni9 PTEF 200

J41H-(40)R 0Cr18Ni12Mo2Ti 0Cr17Ni12Mo2 0Cr18Ni12Mo2Ti 1Cr18Ni12Mo2Ti PTEF 200

J41H-(100)L 00Cr17Ni14Mo2 316L+Stellite12 316L+Stellite6 316L PTEF 200

J41H-(64)H 15CrMo(F12) F12+Stellite12 F12+Stellite6 25Cr2Mo1VA 柔性石墨 Graphite 550

J41H-(100)I 15CrMo 1Cr5Mo+Stellite12 1Cr5Mo+Stellite6 25Cr2Mo1VA 柔性石墨 Graphite 550

型号 Type 适用介质 Suitable Medium
J41H-(16)C 水 , 蒸汽 , 油品 - Water, Steam, Qil Product

J41H-(25)P 硝酸类 - Nitric Acid 

J41H-(40)P 硝酸类，碱液 - Nitric Acid, Alkali Lye

J41H-(40)R 醋酸类，磷酸 - Acetic Acid, Phosphoric Acid

J41H-(100)L 尿素，甲胺液，磷酸 - Urea , Aminomethane, Phosphoric Acid

J41H-(64)H 水 , 蒸汽 , 油品 - Water, Steam, Qil Product

J41H-(100)I 水 , 蒸汽 , 油品 - Water, Steam, Qil Product

公称压力
PN(MPa)

公称通径 (DN) 
Diameter(mm)

尺寸 Dimension 重量
Weight(Kg)L D D1 D2 D6 b f f1 Z-Φd D0 H

1.6

15 130 95 65 45 16 2 4-Φ14 120 218 5.2
20 150 105 75 55 16 2 4-Φ14 140 258 7.0
25 160 115 85 65 16 2 4-Φ14 160 275 7.4
32 180 135 100 78 18 2 4-Φ18 180 280 8.5

公称压力
PN(MPa)

公称通径 (DN) 
Diameter(mm)

尺寸 Dimension 重量
Weight(Kg)L D D1 D2 D6 b f f1 Z-Φd D0 H

1.6
40 200 145 110 85 18 3 4-Φ18 200 330 12.5
50 230 160 125 100 20 3 4-Φ18 240 350 14

2.5

15 130 95 65 45 16 2 4-Φ14 120 218 5.2
20 150 105 75 55 16 2 4-Φ14 140 258 7.0
25 160 115 85 65 16 2 4-Φ14 160 275 7.4
32 180 135 100 78 18 2 4-Φ18 180 280 8.5
40 200 145 110 85 18 3 4-Φ18 200 330 12.5
50 230 160 125 100 20 3 4-Φ18 240 350 16

4.0

15 130 95 65 45 40 16 2 4 4-Φ14 120 233 5.4
20 150 105 75 55 51 16 2 4 4-Φ14 140 275 7.0
25 160 115 85 65 58 16 2 4 4-Φ14 160 285 8.85
32 180 135 100 78 66 18 2 4 4-Φ18 180 302 11.8
40 200 145 110 85 76 18 3 4 4-Φ18 200 355 16.5
50 230 160 125 100 88 20 3 4 4-Φ18 240 373 24

6.3

15 170 105 75 55 41 18 2 4 4-Φ14 140 195 10
20 190 125 90 68 51 20 2 4 4-Φ18 160 228 13
25 210 135 100 78 58 22 2 4 3-Φ14 180 275 14.5
32 230 150 110 82 66 24 2 4 4-Φ23 200 325 19
40 260 165 125 95 76 24 3 4 4-Φ23 240 360 25
50 300 175 135 105 88 26 3 4 8-Φ23 260 410 35

公称压力
PN(MPa)

公称通径 (DN) 
Diameter(mm)

尺寸 Dimension 重量
Weight(Kg)L D D1 D2 D8 b f f3 Z-Φd D0 H

10.0

15 170 105 75 55 35 20 2 6.5 4-Φ14 140 202 11
20 190 125 90 68 45 22 2 6.5 4-Φ18 160 228 13.2
25 210 135 100 78 50 24 2 6.5 4-Φ18 180 250 14
32 230 150 110 82 65 24 2 6.5 4-Φ23 220 326 15
40 260 165 125 95 75 26 3 6.5 4-Φ23 240 359 29
50 300 195 145 112 85 28 3 8 8-Φ25 280 414 49

16.0

15 170 110 75 52 35 24 2 6.5 4-Φ18 140 148 12.2
20 190 130 90 62 45 26 2 6.5 4-Φ23 160 156 15
25 210 140 100 72 50 28 2 6.5 4-Φ23 180 175 17
32 230 165 115 85 65 30 2 6.5 4-Φ25 220 200 21.4
40 260 175 125 92 75 32 3 6.5 4-Φ27 240 231 32
50 300 215 165 132 95 36 3 8 8-Φ25 300 262 52

3. 主要材料 Main Part Material

4. 主要连接尺寸 Size and Dimension

      J41H/Y-16C/25/40/64/100/160       J41H/Y-16C/25/40/64/100/160

2. 应用标准 Standards

1. 说明 Description
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安装在水、汽管道上，作为启闭装置用。
Installed on the pipeline with its function is to stop or connect the 
medium.

手动铸件法兰截止阀 MANUAL FLANGE CASTING GLOBE VALVE 手动铸件法兰截止阀 MANUAL FLANGE CASTING GLOBE VALVE

设计与制造 Design and Manufacture GB/T12235-2007
连接尺寸

Connection 
Dimension

结构长度 Length GB/T12221-2005

法兰尺寸 Flange Dimension JB/T79-2015

检验与试验 Inspection and Test GB/T12229-2005

材料 Material
碳钢 Carbon Steel GB/T12229-2005

合金钢 Alloy Steel NB/T47008-2017
标志 Symbol GB/T12220-2015
供货 Supply JB/T7928-2014

Φ

型号 Type 阀体Body 阀盖 Bonnet 阀瓣 Disc 阀座 Seat 阀杆 Stem 填料 Packing 适用温度 (≤℃ )
J41H-(16)C WCB WCB+D507Mo D577 20Cr13 柔性石墨 Graphite 425

J41H-(40)P ZG12Cr18Ni9 06Cr18Ni9+Stellite12 06Cr18Ni9 12Cr18Ni9 PTEF 200

J41H-(40)R ZG1Cr18Ni12Mo2Ti CF8M+Stellite12 ZG1Cr18Ni12Mo2Ti 1Cr18Ni12Mo2Ti PTEF 200

J41H-(100)L ZG00Cr17Ni14Mo2 CF3M+Stellite12 Stellite6 316L PTEF 200

J41H-(100)I ZG15CrMo ZGCr15Mo+Stellite12 1Stellite6 25Cr2Mo1VA 柔性石墨 Graphite 550

型号 Type 适用介质 Suitable Medium
J41H-(16)C 水 , 蒸汽 , 油品 - Water, Steam, Qil Product

J41H-(40)P 硝酸类 - Nitric Acid 

J41H-(40)R 醋酸类，磷酸 ,混酸 - Acetic Acid, Phosphoric Acid, Mixed Acid

J41H-(100)L 尿素，甲胺液，磷酸 - Urea , Aminomethane, Phosphoric Acid

J41H-(100)I 水 , 蒸汽 , 油品 - Water, Steam, Qil Product

公称压力
PN(MPa)

公称通径 (DN) 
Diameter(mm)

尺寸 Dimension 重量
Weight(Kg)L D D1 D2 D6 b f f1 Z-Φd D0 H

1.6

50 230 160 125 100 16 3 4-Φ18 200 320 19
65 290 180 145 120 18 3 4-Φ18 250 325 22
80 310 195 160 135 20 3 8-Φ18 250 355 31

100 350 215 180 155 20 3 8-Φ18 320 415 45
125 400 245 210 185 22 3 8-Φ18 320 460 80
150 480 280 240 210 24 3 8-Φ23 320 510 95
200 600 335 295 265 26 3 12-Φ23 400 568 170
250 622 405 355 320 30 3 12-Φ25 400 752 446
300 698 460 410 375 30 4 12-Φ25 500 812 652

型号
Type

公称通径 (DN) 
Diameter(mm)

尺寸 Dimension 重量
Weight(Kg)L D D1 D2 D6 b f f1 Z-Φd D0 H

2.5

50 230 160 125 100 20 3 4-Φ18 200 325 19
65 290 180 145 120 22 3 8-Φ18 250 345 22
80 310 195 160 135 22 3 8-Φ18 250 360 33
100 350 230 190 160 24 3 8-Φ23 320 370 18
125 400 270 220 188 28 3 8-Φ25 320 480 85
150 480 300 250 218 30 3 8-Φ25 320 598 105
200 600 360 310 278 34 3 12-Φ25 400 702 178
250 622 425 370 332 36 3 12-Φ30 400 782 446
300 698 485 430 390 40 4 16-Φ30 500 880 456

4.0

50 230 160 125 100 88 20 3 4 4-Φ18 200 350 23
65 290 180 145 120 110 22 3 4 8-Φ18 250 400 28
80 310 195 160 135 121 22 3 4 8-Φ18 250 430 33
100 350 230 190 160 150 24 3 4.5 8-Φ23 320 465 53
125 400 270 220 188 176 28 3 4.5 8-Φ25 320 505 93
150 480 300 250 218 204 30 3 4.5 8-Φ25 320 611 115
200 600 375 320 282 260 38 3 4.5 12-Φ30 400 722 210

6.3

50 300 175 135 105 88 26 3 4 4-Φ23 200 410 35
65 340 200 160 130 110 28 3 4 8-Φ23 250 450 48
80 380 210 170 140 121 30 3 4 8-Φ23 250 485 56
100 430 250 200 168 150 32 3 4.5 8-Φ25 320 537 125
125 500 295 240 202 176 36 3 4.5 8-Φ30 320 590 136
150 550 340 280 240 204 38 3 4.5 8-Φ34 320 646 157
200 650 405 345 300 260 44 3 4.5 12-Φ34 400 756 256

10.0

50 300 195 145 112 88 28 3 4 4-Φ25 280 414 49
65 340 220 170 138 110 32 3 4 8-Φ25 320 464 65
80 380 230 180 148 121 34 3 4 8-Φ30 400 547 95
100 430 265 210 172 150 38 3 4.5 8-Φ30 450 621 115
125 500 310 250 210 176 42 3 4.5 8-Φ34 450 732 149
150 550 350 290 250 204 46 3 4.5 12-Φ34 500 840 310
200 650 430 360 312 260 54 3 4.5 12-Φ41 550 925 590

16.0

50 300 215 165 132 88 36 3 4 8-Φ25 280 432 54
65 340 245 190 152 110 44 3 4 8-Φ30 320 483 79
80 380 260 205 168 121 46 3 4 8-Φ30 400 590 115
100 430 300 240 200 150 48 3 4.5 8-Φ34 450 721 180

3. 主要材料 Main Part Material

4. 主要连接尺寸 Size and Dimension

      J41H/Y-16C/25/40/64/100/160       J41H/Y-16C/25/40/64/100/160

2. 应用标准 Standards

1. 说明 Description
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安装在水、汽管道上，作为启闭装置用。
Installed on the pipeline with its function is to stop or connect the 
medium.

设计与制造 Design and Manufacture GB/T12235-2007
连接尺寸

Connection 
Dimension

结构长度 Length GB/T12221-2005

法兰尺寸 Flange Dimension JB/T79-2015

检验与试验 Inspection and Test GB/T12229-2005

材料 Material
碳钢 Carbon Steel GB/T12229-2005

合金钢 Alloy Steel NB/T47008-2017
标志 Symbol GB/T12220-2015
供货 Supply JB/T7928-2014

型号 Type 阀体Body 阀盖 Bonnet 阀瓣 Disc 阀座 Seat 阀杆 Stem 填料 Packing 适用温度 (≤℃ )
J941H-(16)C WCB WCB+D507Mo D577 20Cr13 柔性石墨 Graphite 425

J941H-(40)P ZG12Cr18Ni9 06Cr18Ni9+Stellite12 06Cr18Ni9 12Cr18Ni9 PTEF 200

J941H-(40)R ZG1Cr18Ni12Mo2Ti CF8M+Stellite12 ZG1Cr18Ni12Mo2Ti 1Cr18Ni12Mo2Ti PTEF 200

J941H-(100)L ZG00Cr17Ni14Mo2 CF3M+Stellite12 Stellite6 316L PTEF 200

J941H-(100)I ZG15CrMo ZGCr15Mo+Stellite12 1Stellite6 25Cr2Mo1VA 柔性石墨 Graphite 550

型号 Type 适用介质 Suitable Medium
J941H-(16)C 水 , 蒸汽 , 油品 - Water, Steam, Qil Product

J941H-(40)P 硝酸类 - Nitric Acid 

J941H-(40)R 醋酸类，磷酸 ,混酸 - Acetic Acid, Phosphoric Acid, Mixed Acid

J941H-(100)L 尿素，甲胺液，磷酸 - Urea , Aminomethane, Phosphoric Acid

J941H-(100)I 水 , 蒸汽 , 油品 - Water, Steam, Qil Product

公称压力
PN(MPa)

公称通径 (DN) 
Diameter(mm)

尺寸 Dimension 电装型号
Actuator Type

重量
Weight(Kg)L D D1 D2 D6 b f f1 Z-Φd D0 H

1.6

50 230 160 125 100 16 3 4-Φ18 590 645 DZW10A 48
65 290 180 145 120 18 3 4-Φ18 590 690 DZW10A 60
80 310 195 160 135 20 3 8-Φ18 590 715 DZW10A 65

100 350 215 180 155 20 3 8-Φ18 590 770 DZW15A 71
125 400 245 210 185 22 3 8-Φ18 590 780 DZW20A 119
150 480 280 240 210 24 3 8-Φ23 590 810 DZW30A 210
200 600 335 295 265 26 3 12-Φ23 810 967 DZW45A 320
250 622 405 355 320 30 3 12-Φ25 810 1143 DZW60A 550
300 698 460 410 375 30 4 12-Φ25 830 1292 DZW90 785

公称压力
PN(MPa)

公称通径 (DN) 
Diameter(mm)

尺寸 Dimension 电装型号
Actuator Type

重量
Weight(Kg)L D D1 D2 D6 b f f1 Z-Φd D0 H

2.5

50 230 160 125 100 20 3 4-Φ18 590 645 DZW10A 50

65 290 180 145 120 22 3 8-Φ18 590 690 DZW10A 65

80 310 195 160 135 22 3 8-Φ18 590 715 DZW15A 67

100 350 230 190 160 24 3 8-Φ23 590 770 DZW20A 73

125 400 270 220 188 28 3 8-Φ25 590 780 DZW30A 127

150 480 300 250 218 30 3 8-Φ25 810 810 DZW45A 215

200 600 360 310 278 34 3 12-Φ25 810 967 DZW60A 322

250 622 425 370 332 36 3 12-Φ30 830 1143 DZW90 585

300 698 485 430 390 40 4 16-Φ30 830 1292 DZW120 795

4.0

50 230 160 125 100 88 20 3 4 4-Φ18 590 645 DZW10A 61

65 290 180 145 120 110 22 3 4 8-Φ18 590 690 DZW10A 75

80 310 195 160 135 121 22 3 4 8-Φ18 590 715 DZW20A 84

100 350 230 190 160 150 24 3 4.5 8-Φ23 590 770 DZW30A 101

125 400 270 220 188 176 28 3 4.5 8-Φ25 810 782 DZW45A 207

150 480 300 250 218 204 30 3 4.5 8-Φ25 810 875 DZW60A 226

200 600 375 320 282 260 38 3 4.5 12-Φ30 810 1160 DZW90 339

6.3

50 300 175 135 105 88 26 3 4 4-Φ23 590 710 DZW10A 64

65 340 200 160 130 110 28 3 4 8-Φ23 590 750 DZW15A 77

80 380 210 170 140 121 30 3 4 8-Φ23 590 785 DZW30A 86

100 430 250 200 168 150 32 3 4.5 8-Φ25 810 837 DZW45A 171

125 500 295 240 202 176 36 3 4.5 8-Φ30 810 1031 DZW60A 243

150 550 340 280 240 204 38 3 4.5 8-Φ34 830 1066 DZW90 296

200 650 405 345 300 260 44 3 4.5 12-Φ34 830 1213 DZW120 420

10.0

50 300 195 145 112 88 28 3 4 4-Φ25 590 714 DZW20A 81

65 340 220 170 138 110 32 3 4 8-Φ25 590 734 DZW30A 102

80 380 230 180 148 121 34 3 4 8-Φ30 810 847 DZW45A 175

100 430 265 210 172 150 38 3 4.5 8-Φ30 810 950 DZW60A 194

125 500 310 250 210 176 42 3 4.5 8-Φ34 830 1142 DZW90 285

150 550 350 290 250 204 46 3 4.5 12-Φ34 830 1240 DZW120 450

200 650 430 360 312 260 54 3 4.5 12-Φ41 830 1425 DZW180 850

16.0

50 300 215 165 132 88 36 3 4 8-Φ25 590 562 DZW30A 92

65 340 245 190 152 110 44 3 4 8-Φ30 810 743 DZW45A 165

80 380 260 205 168 121 46 3 4 8-Φ30 830 830 DZW90 216

100 430 300 240 200 150 48 3 4.5 8-Φ34 830 935 DZW120 238

125 500 355 285 238 176 60 3 4.5 8-Φ41 870 1180 DZW180 490

150 550 390 318 270 204 66 3 4.5 12-Φ41 870 1290 DZW250 647

200 650 480 400 345 260 78 3 4.5 12-Φ41 1075 1495 DZW350 1120

电动法兰截止阀 MOTORIZED FLANGE CASTING GLOBE VALVE 电动法兰截止阀 MOTORIZED FLANGE CASTING GLOBE VALVE

3. 主要材料 Main Part Material

4. 主要连接尺寸 Size and Dimension

      J941H/Y-16C/25/40/64/100/160       J941H/Y-16C/25/40/64/100/160

2. 应用标准 Standards

1. 说明 Description
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本系列小口径高温高压焊接截止阀阀体为锻件，本公司常规产品有：
This series of small diameter high pressure and high temperature globe valve is 
forged structure, the normal prodution are as bellow:
J61Y-200 DN10~50, 
J61Y-250 DN10~50, 
J61Y-320 DN10~50,
J61Y-P54/100V DN10~50, J61Y-P54/140V DN10~50,
J61Y-P54/170V DN10~50, J61Y-P57/170V DN10~50, etc.

本系列高温高压焊接截止阀阀体为铸件，本公司常规产品有：
This series of high pressure and high temperature globe valve is casting 
structure, the normal prodution are as bellow:
J61Y-200 DN50~100, 
J61Y-250 DN50~100, 
J61Y-320 DN65~100,
J61Y-P54/100V DN50~100, J61Y-P54/140V DN50~100,
J61Y-P54/170V DN65~100, J61Y-P57/170V DN50~100,etc.

设计与制造 Design and Manufacture NB/T47044-2014
连接尺寸

Connection 
Dimension

结构长度 Length NB/T47044-2014

焊接尺寸 Welding Dimension NB/T47044-2014

检验与试验 Inspection and Test NB/T47044-2014

材料 Material
碳钢 Carbon Steel GB/T12229-2005

合金钢 Alloy Steel NB/T47008-2017

标志 Symbol GB/T12220-2015

供货 Supply JB/T7928-2014

阀体 Body 阀盖 Bonnet 阀瓣 Disc 阀座 Seat 阀杆 Stem 填料 Packing 适用温度 (≤℃ )
25 25 20Cr13+Stellite12 D507Mo 25Cr1Mo1VA 柔性石墨 Graphite 450

12Cr1MoV 12Cr1MoV 12Cr1MoV+Stellite12 Stellite6 25Cr1Mo1VA 柔性石墨 Graphite 570
适用介质 - Suitable Medium 水 , 蒸汽 , 油品 - Water, Steam, Qil Product

型号
Type

公称通径 (DN) 
Diameter(mm)

尺寸 Dimension 重量
Weight(Kg)L D1 D2 L0 H

J61Y-200
J61Y-P54/100V

20 150 20 32 180 270 6.3
25 180 22 36 240 270 9.2
32 180 35 46 240 365 11.5
40 250 40 52 320 493 35.5
50 250 64 80 320 580 35.8

J61Y-250
J61Y-P54/140V

10 110 10 20 160 230 3.7
20 150 20 32 200 272 6.7
25 180 22 36 240 308 11.2
32 180 32 46 240 308 11.8
40 250 38 52 320 493 36.3
50 250 60 80 320 493 35.8

J61Y-320 
J61Y-P54/170V

10 110 10 20 140 230 3.7
20 150 20 32 200 272 6.8
25 180 22 36 240 308 11.3
32 180 32 46 240 308 11.9
40 250 36 52 320 493 36.4
50 250 56 80 320 493 35.8

J61Y-P57/170V

10 120 10 20 140 230 4.4
20 170 20 32 200 272 9.3
25 170 22 36 240 308 11.5
40 250 40 64 320 493 37
50 250 52 80 320 493 38.2

设计与制造 Design and Manufacture NB/T47044-2014
连接尺寸

Connection 
Dimension

结构长度 Length NB/T47044-2014

焊接尺寸 Welding Dimension NB/T47044-2014

检验与试验 Inspection and Test NB/T47044-2014

材料 Material
碳钢 Carbon Steel GB/T12229-2005

合金钢 Alloy Steel NB/T47008-2017

标志 Symbol GB/T12220-2015

供货 Supply JB/T7928-2014

阀体 Body 阀盖 Bonnet 阀瓣 Disc 阀座 Seat Ring 阀杆 Stem 填料 Packing 温度 Temp(≤℃ )

WCB WCB+Stl 25+D507Mo 25Cr2Mo1VA 柔性石墨 +304 Graphite 425

ZG15CrMo 15CrMo+Stl 15CrMo+Stl 25Cr2Mo1VA 柔性石墨 +304 Graphite 485

ZG15Cr1Mo1V 12Cr1MoV+Stl 12Cr1MoV+Stl 25Cr2Mo1VA 柔性石墨 +304 Graphite 570

型号
Type

公称通径 (DN) 
Diameter(mm)

尺寸 Dimension 重量
Weight(Kg)L D1 D2 L0 H

J61Y-200
J61Y-P54/100V

50 350 64 80 400 470 51
65 430 75 93 460 602 105
80 470 90 112 500 660 115

100 600 113 139 610 910 240

J61Y-250
J61Y-P54/140V

50 350 60 80 400 580 74
65 430 71 93 460 775 120
80 470 86 112 500 848 150
100 600 105 139 610 910 250

J61Y-320 
J61Y-P54/170V

65 430 67 93 460 895 200
80 470 80 112 500 985 280
100 600 101 139 700 1045 340

J61Y-P57/170V

50 350 52 80 400 658 95
65 762 63 93 800 1155 500
80 864 76 112 900 1315 750
100 965 93 139 950 1475 1000

     J61Y-200/250/320, J61Y-P54/100V, J61Y-P54/140V, J61Y-P54/170V, J61Y-P57/170V      J61Y-200/250/320, J61Y-P54/100V, J61Y-P54/140V, J61Y-P54/170V, J61Y-P57/170V

手动锻件高压焊接截止阀 MANNUL HP BW FORGED GLOBE VALVE 手动铸件高压焊接截止阀 MANNUL HP BW CASTING GLOBE VALVE

3. 主要材料 Main Part Material

4. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description

4. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description

3. 主要材料 Main Part Material
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电动铸件高压焊接截止阀 MOTORIZED HP BW CASTING GLOBE VALVE

     J961Y-200/250/320, J961Y-P54/100V, J961Y-P54/140V, J961Y-P54/170V, J961Y-P57/170V

电动锻件高压焊接截止阀 MOTORIZED HP BW FORGED GLOBE VALVE

本系列小口径高温高压焊接截止阀阀体为锻件，本公司常规产品有：
This series of small diameter high pressure and high temperature globe valve is 
forged structure, the normal prodution are as bellow:
J961Y-200 DN10~50, 
J961Y-250 DN10~50, 
J961Y-320 DN10~50,
J961Y-P54/100V DN10~50, J61Y-P54/140V DN10~50,
J961Y-P54/170V DN10~50, J61Y-P57/170V DN10~50, etc.

本系列高温高压焊接截止阀阀体为铸件，本公司常规产品有：
This series of high pressure and high temperature globe valve is casting 
structure, the normal prodution are as bellow:
J961Y-200 DN50~100, 
J961Y-250 DN50~100, 
J961Y-320 DN65~100,
J961Y-P54/100V DN50~100, J61Y-P54/140V DN50~100,
J961Y-P54/170V DN65~100, J61Y-P57/170V DN50~100,etc.

设计与制造 Design and Manufacture NB/T47044-2014
连接尺寸

Connection 
Dimension

结构长度 Length NB/T47044-2014

焊接尺寸 Welding Dimension NB/T47044-2014

检验与试验 Inspection and Test NB/T47044-2014

材料 Material
碳钢 Carbon Steel GB/T12229-2005

合金钢 Alloy Steel NB/T47008-2017

标志 Symbol GB/T12220-2015

供货 Supply JB/T7928-2014

阀体 Body 阀盖 Bonnet 阀瓣 Disc 阀座 Seat 阀杆 Stem 填料 Packing 适用温度 (≤℃ )

25 25 20Cr13+Stellite12 D507Mo 25Cr1Mo1VA 柔性石墨 Graphite 450

12Cr1MoV 12Cr1MoV 12Cr1MoV+Stellite12 Stellite6 25Cr1Mo1VA 柔性石墨 Graphite 570

适用介质 - Suitable Medium 水 , 蒸汽 , 油品 - Water, Steam, Qil Product

设计与制造 Design and Manufacture NB/T47044-2014
连接尺寸

Connection 
Dimension

结构长度 Length NB/T47044-2014

焊接尺寸 Welding Dimension NB/T47044-2014

检验与试验 Inspection and Test NB/T47044-2014

材料 Material
碳钢 Carbon Steel GB/T12229-2005

合金钢 Alloy Steel NB/T47008-2017

标志 Symbol GB/T12220-2015

供货 Supply JB/T7928-2014

阀体 Body 阀盖 Bonnet 阀瓣 Disc 阀座 Seat Ring 阀杆 Stem 填料 Packing 温度 Temp(≤℃ )

WCB WCB+Stl 25+D507Mo 25Cr2Mo1VA 柔性石墨 +304 Graphite 425

ZG15CrMo 15CrMo+Stl 15CrMo+Stl 25Cr2Mo1VA 柔性石墨 +304 Graphite 485

ZG15Cr1Mo1V 12Cr1MoV+Stl 12Cr1MoV+Stl 25Cr2Mo1VA 柔性石墨 +304 Graphite 570

     J961Y-200/250/320, J961Y-P54/100V, J961Y-P54/140V, J961Y-P54/170V, J961Y-P57/170V

L

型号
Type

公称通径 (DN) 
Diameter(mm)

尺寸 Dimension 电装型号
Actuator Type

重量
Weight(Kg)L D1 D2 L1 H

J961Y-250
J961Y-P54/140V

20 150 20 32 590 576 DZW15 47.4

25 180 22 36 590 590 DZW15 52.1

32 180 32 46 590 606 DZW15 51.7

40 250 38 52 590 722 DZW20 70

50 250 60 80 590 722 DZW30 72.8

J961Y-320
J961Y-P54/170V

20 150 20 32 590 576 DZW15 47.4

25 180 22 36 590 590 DZW15 52.1

32 180 32 46 590 606 DZW15 51.7

40 250 36 52 590 722 DZW20 70

50 250 56 80 590 722 DZW30 72.8

J961Y-P57/170V

20 170 20 32 590 576 DZW15 47.4

25 170 22 36 590 590 DZW15 52.1

40 250 40 52 590 722 DZW20 70

50 250 52 80 590 722 DZW30 72.8

型号
Type

公称通径 (DN) 
Diameter(mm)

尺寸 Dimension 电装型号
Actuator Type

重量
Weight(Kg)L D1 D2 L1 H

J961Y-250
J961Y-P54/140V

50 350 60 80 590 822 DZW30 250

65 430 71 93 810 1160 DZW45 120

80 470 86 112 830 1380 DZW60 150

100 600 105 139 830 1415 DZW90 250

J961Y-320
J961Y-P54/170V

65 430 67 93 830 1160 DZW45 200

80 470 80 112 830 1380 DZW60 280

100 600 101 139 870 158 DZW90 340

J961Y-P57/170V

50 350 52 80 590 865 DZW30 95

65 762 63 93 830 1543 DZW45 500

80 864 76 112 830 1790 DZW90 750

100 965 93 139 870 1890 DZW120 1000

3. 主要材料 Main Part Material

4. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description

4. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description

3. 主要材料 Main Part Material
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磅级高温高压焊接截止阀适用于 ANSI Class1500-3500，工作温度 -29~570℃
的石油，化工，火力电站等各种工况管路上，切断或接通管路中介质。适用介质：

水，油品，水蒸汽等。
The pound-grade welding valve is installed on the pipeline of the thermal power 
station, petrolic industry, chemical industry and so on. It is suited to the working 
condition of pressure standard is ANSI Class1500-3500, temperature -29~570 
DegreeC,with the fuction of stopping or connecting the medium in the pipeline. 

设计与制造 Design and Manufacture ANSI B16.34  JIS E101
连接尺寸

Connection 
Dimension

结构长度 Length ANSI B16.10/JIS E101

焊接尺寸 Welding Dimension ANSI B16.25

检验与试验 Inspection and Test API598/JIS E101

材料 Material
碳钢 Carbon Steel ASME A216
合金钢 Alloy Steel ASME A217

标志 Symbol GB/T12220-2015

供货 Supply JB/T7928-2014

阀体 Body 阀盖 Bonnet 阀瓣 Disc 密封圈 Sealing ring 阀杆 Stem 填料 Packing 适用温度 Temp(≤℃ )
WCB WCB WCB+Stellite12 D507Mo 20Cr13 柔性石墨 Graphite 425
WC6 WC6 WC6+Stellite12 Stellite6 25Cr2Mo1VA 柔性石墨 Graphite 540
WC9 WC9 WC9+Stellite12 Stellite6 25Cr2Mo1VA 柔性石墨 Graphite 570

型号
Type

公称通径 (DN) Diameter(mm) 尺寸 Dimension 传动齿轮型号
Gear Box Type

重量
Weight(Kg)NPS (in) DN (mm) L d D H G D0

J561Y-
1500Lb

5" 125 580 122 145 995 332 460 BA-1 303
1170 417 610 BA-2 388

6" 150 630 146 176 1360 332 460 BA-1 680
8" 200 770 194 226 1500 417 610 BA-2 762

J561Y-
2019Lb

4" 100 570 96 118 1125 332 460 BA-1 386
1185 417 610 BA-2 425

5" 125 660 116 145 1370 417 610 BA-2 460
1435 459 760 BA-3 525

6" 150 760 140 176 1430 417 610 BA-2 560
1495 459 760 BA-3 625

J561Y-
2500Lb

4" 100 570 87 118 1125 332 460 BA-1 406
1185 417 610 BA-2 451

5" 125 660 110 145 1370 417 610 BA-2 505
1435 459 760 BA-3 580

6" 150 760 132 176 1430 417 610 BA-2 605
1495 459 760 BA-3 680

J561Y-
3500Lb

3" 80 640 58 96 1055 262 310 BA-0 458
1055 332 460 BA-1 477

4" 100 762 80 125 1264 332 460 BA-1 641
1335 417 610 BA-2 680

5" 125 864 99 148 1435 332 460 BA-1 903
1500 417 610 BA-2 940

6" 150 965 120 180 1600 459 760 BA-3 1050

磅级高温高压焊接截止阀适用于 ANSI Class1500-3500，工作温度 -29~570℃
的石油，化工，火力电站等各种工况管路上，切断或接通管路中介质。适用介质：

水，油品，水蒸汽等。
The pound-grade welding valve is installed on the pipeline of the thermal power 
station, petrolic industry, chemical industry and so on. It is suited to the working 
condition of pressure standard is ANSI Class1500-3500, temperature -29~570 
DegreeC,with the fuction of stopping or connecting the medium in the pipeline. 

设计与制造 Design and Manufacture ANSI B16.34  JIS E101
连接尺寸

Connection 
Dimension

结构长度 Length ANSI B16.10/JIS E101

焊接尺寸 Welding Dimension ANSI B16.25

检验与试验 Inspection and Test API598/JIS E101

材料 Material
碳钢 Carbon Steel ASME A216

合金钢 Alloy Steel ASME A217

标志 Symbol GB/T12220-2015

供货 Supply JB/T7928-2014

阀体 Body 阀盖 Bonnet 阀瓣 Disc 密封圈 Sealing ring 阀杆 Stem 填料 Packing 适用温度 Temp(≤℃ )
WCB WCB WCB+Stellite12 D507Mo 20Cr13 柔性石墨 Graphite 425
WC6 WC6 WC6+Stellite12 Stellite6 25Cr2Mo1VA 柔性石墨 Graphite 540
WC9 WC9 WC9+Stellite12 Stellite6 25Cr2Mo1VA 柔性石墨 Graphite 570

型号
Type

公称通径 (DN) Diameter(mm) 尺寸 Dimension 电装型号
Actuator Type

重量
Weight(Kg)NPS (in) DN (mm) L d D L1 H

J961Y-
1500Lb

3" 80 390 74 93 810 1030 DZW60 265
4" 100 480 98 118 830 1070 DZW90 384
5" 125 580 122 145 830 1135 DZW120 520
6" 150 630 146 176 830 1681 DZW120 804
8" 200 770 194 226 870 1960 DZW180 948

J961Y-
2019Lb

2-1/2" 65 420 57 78 590 975 DZW30 340
3" 80 470 72 93 810 1060 DZW60 388
4" 100 570 96 118 830 1220 DZW90 524
5" 125 660 116 145 830 1425 DZW120 646
6" 150 760 140 176 830 1480 DZW120 780

J961Y-
2500Lb

2-1/2" 65 420 54 78 590 975 DZW30 390
3" 80 470 67 93 810 1065 DZW60 430
4" 100 570 87 118 830 1225 DZW60 640
5" 125 660 110 145 830 1430 DZW120 772
6" 150 760 132 176 830 1560 DZW120 872

J961Y-
3500Lb

2-1/2" 65 480 45 78 590 1025 DZW30 375
3" 80 640 58 96 810 1185 DZW60 675
4" 100 762 80 125 830 1300 DZW90 872
5" 125 864 99 148 830 1530 DZW120 920
6" 150 965 120 180 830 1725 DZW120 1100

      J561Y-1500LB, 2000LB, 2500LB, 3500LB

齿轮美标高压焊接截止阀 MOTORIZED HP BW FORGED GLOBE VALVE

      J961Y-1500LB, 2000LB, 2500LB, 3500LB

电动美标高压焊接截止阀 MOTORIZED HP BW CASTING GLOBE VALVE

3. 主要材料 Main Part Material

4. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description

4. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description

3. 主要材料 Main Part Material
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该阀门使用于氧气工况。
This valve is especially designing for Oxygen application.

      JY41W-25P, JY41W-40P

氧气用截止阀 OXYGEN GLOBE VALVE

      JY41W-25P, JY41W-40P

氧气用截止阀 OXYGEN GLOBE VALVE

零件名称 Part Name 阀体 Body, 阀盖 Bonnet, 阀瓣 Disc 阀杆 Stem 阀杆螺母 Stem Bolt

材料 Material 不锈钢 Stainless Steel 不锈钢 Stainless Steel 不锈钢 Stainless Steel

型号
Type

公称尺寸 (mm)
Nominal Diameter

尺寸 Dimension 重量 (Kg)
WeightL D D1 D2 b f Z-Φd Dz l H D0

JY41W-25P

15 130 95 65 45 16 2 4-Φ14 82 10 190 100 4.3 

20 150 105 75 55 16 2 4-Φ14 95 13 213 100 5.5 

25 160 115 85 65 16 2 4-Φ14 98 15 236 125 6.0 

32 190 135 100 78 18 2 4-Φ18 120 28 312 180 11.5 

40 200 145 110 85 18 3 4-Φ18 135 20 328 160 13.6 

50 230 160 125 100 20 3 4-Φ18 160 25 450 320 27.2 

65 290 180 145 120 22 3 8-Φ18 180 30 530 360 39.1 

80 310 195 160 135 22 3 8-Φ18 195 32 560 400 51.0 

型号
Type

公称尺寸 (mm)
Nominal Diameter

尺寸 Dimension 重量 (Kg)
WeightL D D1 D2 b f Z-Φd Dz l H D0

JY41W-25P

100 350 230 190 160 24 3 8-Φ23 230 40 618 450 68.0 

125 400 270 220 188 28 3 8-Φ25 275 42 675 450 91.0 

150 480 300 250 218 30 3 8-Φ25 330 50 743 560 113.9 

200 600 360 310 278 34 3 12-Φ25 405 55 850 640 228.4 

250 650 425 370 332 36 3 12-Φ30 480 80 975 720 381.7 

300 750 485 430 390 40 4 16-Φ30 520 100 1115 800 563.6 

400 950 610 550 505 48 4 16-Φ34 650 140 1380 900 150.5 

型号
Type

公称尺寸 (mm)
Nominal Diameter

尺寸 Dimension 重量 (Kg)
WeightL D D1 D2 D6 b f f2 Z-Φd Dz l H D0

JY41W-40P

15 130 95 65 45 40 16 2 4 4-Φ14 82 10 202 100 4.3 

20 150 105 75 55 51 16 2 4 4-Φ14 95 13 225 100 5.5 

25 160 115 85 65 58 16 2 4 4-Φ14 98 15 236 125 6.0 

32 190 135 100 78 66 18 2 4 4-Φ18 120 28 312 180 11.5 

40 200 145 110 85 76 18 3 4 4-Φ18 135 20 328 160 13.6 

50 230 160 125 100 88 20 3 4 4-Φ18 160 25 450 320 27.2 

65 290 180 145 120 110 22 3 4 8-Φ18 180 30 530 360 38.3 

80 310 195 160 135 121 22 3 4 8-Φ18 195 32 560 400 51.0 

100 350 230 190 160 150 24 3 4.5 8-Φ23 230 40 618 450 68.0 

125 400 270 220 188 176 28 3 4.5 8-Φ25 275 42 675 450 89.3 

150 480 300 250 218 204 30 3 4.5 8-Φ25 330 50 743 560 113.9 

200 600 375 320 282 260 38 3 4.5 12-Φ30 405 55 850 640 226.1 

250 650 445 385 345 313 42 3 4.5 12-Φ34 480 80 975 720 417.4 

300 750 510 450 408 364 46 4 4.5 16-Φ34 520 100 1115 800 599.3 

400 950 655 585 535 474 58 4 5 16-Φ41 650 140 1425 900 1048.9 

2. 主要材料 Main Part Material

3. 主要连接尺寸 Size and Dimension

1. 说明 Description
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该阀门使用于氧气工况。
This valve is especially designing for Oxygen application.

      JY41W-25T, JY41W-40T

氧气用带旁通截止阀 OXYGEN GLOBE VALVE WITH BYPASS

      JY41W-25T, JY41W-40T

氧气用带旁通截止阀 OXYGEN GLOBE VALVE WITH BYPASS

零件名称 Part Name 阀体 Body, 阀盖 Bonnet, 阀瓣 Disc 阀杆 Stem 阀杆螺母 Stem Bolt

材料 Material 硅黄铜 Silicon Brass 不锈钢 Stainless Steel 青铜 Bronze

型号
Type

公称尺寸 (mm)
Nominal Diameter

尺寸 Dimension 重量 (Kg)
WeightL D D1 D2 b f Z-Φd Dz l H D0 H1 L1

JY41W-25T

15 130 95 65 45 16 2 4-Φ14 82 10 190 100 - - 5

20 150 105 75 55 16 2 4-Φ14 95 13 213 100 - - 6.5

25 160 115 85 65 16 2 4-Φ14 98 15 236 125 - - 7

32 190 135 100 78 18 2 4-Φ18 120 28 312 180 - - 13.5

40 200 145 110 85 18 3 4-Φ18 135 20 328 160 - - 16

50 230 160 125 100 20 3 4-Φ18 160 25 450 320 - - 32

65 290 180 145 120 22 3 8-Φ18 180 30 530 360 - - 46

80 310 195 160 135 22 3 8-Φ18 195 32 560 400 - - 60

型号
Type

公称尺寸 (mm)
Nominal Diameter

尺寸 Dimension 重量 (Kg)
WeightL D D1 D2 b f Z-Φd Dz l H D0 H1 L1

JY41W-25T

100 350 230 190 160 24 3 8-Φ23 230 40 618 450 - - 80

125 400 270 220 188 28 3 8-Φ25 275 42 675 450 - - 107

150 480 300 250 218 30 3 8-Φ25 330 50 743 560 - - 134

200 600 360 310 278 34 3 12-Φ25 405 55 850 640 - - 268.7

250 650 425 370 332 36 3 12-Φ30 480 80 975 720 340 380 449

300 750 485 430 390 40 4 16-Φ30 520 100 1115 800 340 415 663

400 950 610 550 505 48 4 16-Φ34 650 140 1380 900 340 465 177

型号
Type

公称尺寸 (mm)
Nominal Diameter

尺寸 Dimension 重量 (Kg)
WeightL D D1 D2 D6 b f f2 Z-Φd Dz l H D0

JY41W-40T

15 130 95 65 45 40 16 2 4 4-Φ14 82 10 202 100 5

20 150 105 75 55 51 16 2 4 4-Φ14 95 13 225 100 6.5

25 160 115 85 65 58 16 2 4 4-Φ14 98 15 236 125 7

32 190 135 100 78 66 18 2 4 4-Φ18 120 28 312 180 13.5

40 200 145 110 85 76 18 3 4 4-Φ18 135 20 328 160 16

50 230 160 125 100 88 20 3 4 4-Φ18 160 25 450 320 32

65 290 180 145 120 110 22 3 4 8-Φ18 180 30 530 360 45

80 310 195 160 135 121 22 3 4 8-Φ18 195 32 560 400 60

100 350 230 190 160 150 24 3 4.5 8-Φ23 230 40 618 450 80

125 400 270 220 188 176 28 3 4.5 8-Φ25 275 42 675 450 105

150 480 300 250 218 204 30 3 4.5 8-Φ25 330 50 743 560 134

200 600 375 320 282 260 38 3 4.5 12-Φ30 405 55 850 640 266

250 650 445 385 345 313 42 3 4.5 12-Φ34 480 80 975 720 491

300 750 510 450 408 364 46 4 4.5 16-Φ34 520 100 1115 800 705

400 950 655 585 535 474 58 4 5 16-Φ41 650 140 1425 900 1234

2. 主要材料 Main Part Material

3. 主要连接尺寸 Size and Dimension

1. 说明 Description
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        H41H/Y-16C/25/40/64/100

升降式锻件止回阀 LIFT TYPE FORGED CHECK VALVE

设计与制造 Design and Manufacture GB/T12235-2007
连接尺寸

Connection 
Dimension

结构长度 Length GB/T12221-2005

法兰尺寸 Flange Dimension  JB/T79-2015

检验与试验 Inspection and Test NB/T47044-2014

材料 Material
碳钢 Carbon Steel GB/T12229-2005

合金钢 Alloy Steel NB/T47008-2017

标志 Symbol GB/T12220-2015

供货 Supply JB/T7928-2014

设计与制造 Design and Manufacture GB/T12235-2007
连接尺寸

Connection 
Dimension

结构长度 Length GB/T12221-2005

法兰尺寸 Flange Dimension  JB/T79-2015

检验与试验 Inspection and Test NB/T47044-2014

材料 Material
碳钢 Carbon Steel GB/T12229-2005

合金钢 Alloy Steel NB/T47008-2017

标志 Symbol GB/T12220-2015

供货 Supply JB/T7928-2014

该阀门为升降式锻钢止回阀，其功能为防止介质回流：
This valve is forged lift type check valve, its function is to prevent the back flow.

L

z
-
∅d

b

公称压力 (Mpa)
Nominal Pressrue

公称尺寸 (mm)
Nominal Diameter

尺寸 Dimension 重量 (Kg)
WeightL D D1 D2 D6 Z-Φd b D0 H

1.6

15 130 95 65 45 4-Φ14 14 77 3
20 150 105 75 55 4-Φ14 14 77 4
25 160 115 85 65 4-Φ14 14 80 5
32 180 135 100 78 4-Φ18 16 85 7
40 200 145 110 85 4-Φ18 16 95 9
50 230 160 125 100 4-Φ18 16 105 10

2.5

10 130 90 60 40 4-Φ14 16 82 110 3
15 130 95 65 45 4-Φ14 16 82 100 3.4
20 150 105 75 55 4-Φ14 16 95 80 5
25 160 115 85 65 4-Φ14 16 98 80 5.64
32 180 135 100 78 4-Φ18 18 120 120 9.1
40 200 145 110 85 4-Φ18 18 135 140 11.8
50 230 160 125 100 4-Φ18 20 145 145 14.4

4.0

10 130 90 60 40 35 4-Φ14 16 80 80 3
15 130 95 65 45 40 4-Φ14 16 80 80 3.4
20 150 105 75 55 51 4-Φ14 16 100 100 5
25 160 115 85 65 58 4-Φ14 16 110 110 5.64
32 180 135 100 78 66 4-Φ18 18 120 120 9.1
40 200 145 110 85 76 4-Φ18 18 135 135 11.8
50 230 160 125 100 88 4-Φ18 20 145 145 14.4

6.4

10 170 100 70 50 35 4-Φ14 18 84 75 5.5
15 170 105 75 55 40 4-Φ14 20 84 75 7
20 190 125 90 68 51 4-Φ18 22 120 110 11
25 210 135 100 78 58 4-Φ18 24 120 125 13
32 230 150 110 82 66 4-Φ23 24 145 152 14
40 260 165 125 95 76 4-Φ23 24 160 168 20
50 300 175 135 105 88 4-Φ23 26 175 170 23

10.0

10 170 100 70 50 35 4-Φ14 18 84 75 5.5
15 170 105 75 55 40 4-Φ14 20 84 75 7
20 190 125 90 68 51 4-Φ18 22 120 110 11
25 210 135 100 78 58 4-Φ18 24 120 125 13
32 230 150 110 82 66 4-Φ23 24 145 140 14
40 260 165 125 95 76 4-Φ23 26 160 170 25
50 300 195 145 112 88 4-Φ25 28 175 185 28

该阀门为立式止回阀，其功能为防止介质回流：
This valve is vertical type check valve, its function is to prevent the back flow.

        H42H/Y-16C/25/40

立式止回阀 VERTICAL TYPE CHECK VALVE

公称压力 (Nominal Pressure): 1.6 MPa

尺寸 Dimension DN 15 20 25 32 40 50 65 80 100 125 150 200

H mm 105 105 105 150 160 170 180 200 210 275 300 380

D mm 95 105 115 135 145 160 180 195 215 245 280 335

重量 Weight Kg - - - - - 7.9 11 12 19.5 36 47 65

公称压力 (Nominal Pressure): 2.5 MPa

尺寸 Dimension DN 20 25 32 40 50 65 80 100 125 150 200

H mm 105 105 150 160 170 180 200 210 275 300 380

D mm 105 115 135 145 160 180 195 230 275 300 360

重量 Weight Kg - - - - 7.9 11 12 20 38 48 70

公称压力 (Nominal Pressure): 4.0 MPa

尺寸 Dimension DN 50 65 80 100 125 150 200

H mm 170 180 200 210 275 300 380

D mm 160 180 195 230 270 300 375

重量 Weight Kg 7.9 11 12 20 36 48 72

3. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description

3. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description
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该阀门为升降式止回阀，其功能为防止介质回流：
This valve is lift type check valve, its function is to prevent the back flow.

设计与制造 Design and Manufacture GB/T12235-2007
连接尺寸

Connection 
Dimension

结构长度 Length GB/T12221-2005

法兰尺寸 Flange Dimension  JB/T79-2015

检验与试验 Inspection and Test NB/T47044-2014

材料 Material
碳钢 Carbon Steel GB/T12229-2005

合金钢 Alloy Steel NB/T47008-2017

标志 Symbol GB/T12220-2015

供货 Supply JB/T7928-2014

零件名称 Part Name 材料牌号 Material Name
阀体 Body WCB ZGCr5Mo ZG1Cr18Ni9Ti ZG1Cr18Ni12Mo2Ti
阀盖 Bonnet WCB ZGCr5Mo ZG1Cr18Ni9Ti ZG1Cr18Ni12Mo2Ti
阀瓣 Disc WCB ZGCr5Mo ZG1Cr18Ni9Ti ZG1Cr18Ni12Mo2Ti
阀座 Seat 25 1Cr18Ni9Ti 1Cr18Ni9Ti ZG1Cr18Ni12Mo2Ti

密封环 Sealing Ring 包覆垫 Enveloped Gasket 1Cr18Ni9Ti ZG1Cr18Ni12Mo2Ti

公称压力 (Mpa)
Nominal Pressrue

公称尺寸 (mm)
Nominal Diameter

尺寸 Dimension 重量 (Kg)
WeightL D D1 D2 D6 b Z-Φd D0 H

1.6

50 230 160 125 100 - 16 4-18 160 115 19

65 290 180 145 125 - 18 4-18 175 140 24

80 310 195 160 135 - 20 8-18 200 170 29

100 350 215 180 165 - 20 8-18 235 200 40

125 400 245 210 185 - 22 8-18 280 230 58

150 480 280 240 210 - 24 8-23 300 255 83

200 600 360 310 278 - 34 12-23 400 285 100

2.5

50 230 160 125 100 - 20 4-18 160 115 19

65 290 180 145 120 - 22 8-18 175 140 24

80 310 195 160 135 - 22 8-18 200 170 29

100 350 230 190 160 - 24 8-23 235 200 40

125 400 270 220 188 - 28 8-25 285 232 72

150 180 300 250 218 - 30 8-25 320 262 104

200 600 325 295 265 - 34 12-25 400 285 145

公称压力 (Mpa)
Nominal Pressrue

公称尺寸 (mm)
Nominal Diameter

尺寸 Dimension 重量 (Kg)
WeightL D D1 D2 D6 b Z-Φd D0 H

4.0

32 180 135 100 78 66 18 4-18 130 120 9

40 200 145 110 85 76 18 4-18 150 140 12

50 230 160 125 100 88 20 4-18 160 150 15

65 290 180 145 120 110 22 8-18 180 160 20

80 310 195 160 135 121 22 8-18 200 175 33

100 350 230 190 160 150 24 8-23 235 200 41

125 400 270 220 188 176 28 8-25 265 225 73

150 480 300 250 218 204 30 8-25 320 262 104

200 600 375 320 282 260 38 12-30 400 315 147

6.4

32 230 150 110 82 66 24 4-23 - 162 12

40 260 165 125 95 76 24 4-23 160 168 20

50 300 175 135 105 88 26 4-23 175 170 29

65 340 200 160 130 110 28 8-23 200 188 35

80 380 210 170 140 121 30 8-23 230 205 47

100 430 250 200 168 150 32 8-25 250 230 68

125 500 295 240 202 176 36 8-30 300 265 100

150 550 340 280 246 204 38 8-34 340 310 142

200 600 405 345 300 260 42 12-34 410 350 195

10.0

32 230 150 110 82 66 24 4-23 - 140 12

40 260 165 125 95 76 26 4-23 160 155 20

50 300 195 145 112 88 28 4-25 175 170 29

65 340 220 170 138 110 32 4-25 200 190 42

80 380 230 180 148 121 34 8-25 230 235 63

100 430 265 210 172 150 38 8-30 250 265 88

125 500 310 250 210 176 42 8-34 300 310 100

150 550 350 290 250 204 46 12-34 350 350 120

200 600 430 360 312 260 54 12-41 430 400 145

16.0

32 260 165 115 85 66 60 4-25 - - -

40 260 175 125 92 76 32 4-27 - - -

50 300 215 165 132 88 36 8-25 - - -

65 340 245 190 152 110 44 8-30 - - -

80 380 260 205 168 121 46 8-30 - - -

100 430 300 240 200 150 48 8-34 - - -

        H41H/Y-16C/25/40/64/100/160

升降式铸件止回阀 LIFT TYPE CASTING CHECK VALVE

        H41H/Y-16C/25/40/64/100/160

升降式铸件止回阀 LIFT TYPE CASTING CHECK VALVE

3. 主要材料 Main Part Material

4. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description

37 38

    HTTP://WWW.HANGZHOU-VALVE.COM

杭州华惠阀门有限公司
60 YEARS OF EXCELLENCE

杭州

杭州华惠阀门有限公司



旋启式止回阀 SWING TYPE CASTING CHECK VALVE旋启式止回阀 SWING TYPE CASTING CHECK VALVE

该阀门为旋启式止回阀，其功能为防止介质回流：
This valve is swing type check valve, its function is to prevent the back flow.

设计与制造 Design and Manufacture GB/T12235-2007
连接尺寸

Connection 
Dimension

结构长度 Length GB/T12221-2005

法兰尺寸 Flange Dimension  JB/T79-2015

检验与试验 Inspection and Test NB/T47044-2014

材料 Material
碳钢 Carbon Steel GB/T12229-2005

合金钢 Alloy Steel NB/T47008-2017

标志 Symbol GB/T12220-2015

供货 Supply JB/T7928-2014

零件名称 Part Name 材料牌号 Material Name
阀体 Body WCB ZGCr5Mo ZG1Cr18Ni9Ti ZG1Cr18Ni12Mo2Ti
阀盖 Bonnet WCB ZGCr5Mo ZG1Cr18Ni9Ti ZG1Cr18Ni12Mo2Ti
阀瓣 Disc WCB ZGCr5Mo ZG1Cr18Ni9Ti ZG1Cr18Ni12Mo2Ti
阀座 Seat 25 1Cr18Ni9Ti 1Cr18Ni9Ti ZG1Cr18Ni12Mo2Ti

        H44H/Y-16C/25/40/64/100/160         H44H/Y-16C/25/40/64/100/160

公称压力 (Mpa)
Nominal Pressrue

公称尺寸 (mm)
Nominal Diameter

尺寸 Dimension 重量 (Kg)
WeightL D D1 D2 D6 b-f f2 Z-Φd D0 H

1.6

50 230 160 125 100 16-2 4-18 185 160 22

65 290 180 146 120 18-3 4-18 215 177 26
80 310 195 160 135 20-3 8-18 235 187 33

100 350 215 180 155 20-3 8-18 255 202 39
125 400 245 210 185 22-3 8-18 285 227 57
150 480 280 240 210 24-3 8-23 330 263 80
200 550 335 295 265 26-3 12-23 385 293 95
250 650 405 355 320 30-3 12-25 455 330 175
300 750 460 410 375 30-4 12-25 515 382 260
350 850 520 470 435 34-4 16-25 545 430 360
400 950 580 525 485 36-4 16-30 600 480 496
500 1150 705 650 608 44-4 20-34 730 560 588

2.5

50 230 160 125 100 20-3 4-18 185 177 22
65 290 180 145 120 22-3 8-18 215 192 30
80 310 195 160 135 22-3 8-18 235 192 35

100 350 230 190 160 24-3 8-23 260 217 52
125 400 245 220 188 28-3 8-25 296 250 73
150 480 300 300 218 30-3 8-25 330 270 103
200 550 360 350 276 34-3 12-25 380 350 135
250 650 425 370 332 36-3 12-30 430 410 196
300 750 485 430 390 40-4 16-30 490 430 285
350 850 550 490 448 44-4 16-34 545 450 388

公称压力 (Mpa)
Nominal Pressrue

公称尺寸 (mm)
Nominal Diameter

尺寸 Dimension 重量 (Kg)
WeightL D D1 D2 D6 b-f f2 Z-Φd D0 H

2.5
400 950 610 550 505 48-5 16-34 600 560 496

500 1150 730 660 610 52-4 20-41 730 618 641

4.0

50 230 160 125 100 88 20-3 4 4-18 185 177 22

65 290 180 145 120 110 22-3 4 8-18 210 192 30

80 310 195 160 135 121 22-3 4 8-18 235 192 34

100 350 230 190 160 150 24-3 4.5 8-23 260 217 52

125 400 270 220 188 176 28-3 4.5 8-25 295 259 73

150 480 300 250 218 204 30-3 4.5 8-25 330 270 103

200 550 375 320 282 260 38-3 4.5 12-30 450 340 212

250 650 445 385 345 313 42-3 4.5 12-34 445 401 297

300 750 510 450 408 364 46-4 4.5 16-34 545 423 362

350 850 570 510 465 422 52-4 5 16-34 570 460 450

400 950 655 585 535 474 58-4 5 16-41 625 490 585

500 1150 755 670 612 576 62-4 5 20-48 730 618 641

6.4

50 300 175 125 105 88 26-3 4 4-23 210 192 30

65 340 200 160 130 110 28-3 4 8-23 235 207 41

80 380 210 170 140 121 30-3 4 8-23 235 207 48

100 430 250 200 168 150 32-3 4.5 8-25 270 235 72

125 500 295 240 202 170 36-3 4.5 8-30 315 265 108

150 550 340 280 240 204 38-3 4.5 8-34 360 297 155

200 650 405 345 300 260 44-3 4.5 12-34 420 357 217

250 775 470 400 352 313 48-3 4.5 12-41 480 405 341

300 900 530 460 412 364 54-4 4.5 16-41 560 465 472

350 1025 595 525 475 422 60-4 5 16-41 615 514 627

400 1150 670 585 505 474 65-4 5 16-48 675 568 882

500 1400 800 705 640 576 70-4 5 20-54 735 620 1027

10.0

50 300 195 145 112 88 28-3 4 4-25 210 192 41

65 340 220 170 138 110 32-3 4 8-25 235 207 48

80 380 230 180 148 121 34-3 4 8-25 260 235 72

100 430 265 210 172 150 38-3 4.5 8-30 295 265 108

125 500 310 250 210 175 42-3 4.5 8-34 335 313 130

150 550 350 290 250 204 46-3 4.5 12-34 425 360 217

200 650 430 312 312 260 54-3 4.5 12-41 450 420 314

250 775 500 382 382 313 60-3 4.5 12-41 535 480 472

16.0

50 300 215 165 132 88 36-3 4 8-25 251 49

65 340 245 190 152 110 44-3 4 8-30 282 58

80 380 260 205 168 121 46-3 4 8-30 320 110

100 430 300 240 200 150 48-3 4.5 8-34 356 162

125 500 355 285 238 176 60-3 4.5 8-41 393 214

150 550 390 318 270 204 66-3 4.5 12-41 430 267

200 650 480 400 345 260 78-3 4.5 12-48 470 318

250 750 580 485 425 313 88-3 4.5 12-54 514 370

3. 主要材料 Main Part Material

4. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description
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高温高压焊接止回阀适用于 PN100-PN450，工作温度≤ 540℃的石油，化工，
火力电站等各种工况管路上，作为自动防止介质逆流的安全装置。适用介质：

水，油品，水蒸汽等。
The welding check valve is installed on the pipeline of the  thermal power station, 
petrolic industry, chemical industry and so on. It is suited to the working condition of 
pressure standard is PN100-PN450, temperature≤570 DegreeC.

设计与制造 Design and Manufacture NB/T47044-2014
连接尺寸

Connection 
Dimension

结构长度 Length NB/T47044-2014

焊接尺寸 Welding Dimension NB/T47044-2014

检验与试验 Inspection and Test NB/T47044-2014

材料 Material
碳钢 Carbon Steel GB/T12229-2005

合金钢 Alloy Steel NB/T47008-2017

标志 Symbol GB/T12220-2015

供货 Supply JB/T7928-2014

型号 Type 阀体 Body 阀盖 Bonnet 阀瓣 Disc 阀座 Seat 填料 Packing 适用温度 Temp(≤℃ )
H61Y-320 A105 A105 20Cr13+Stellite12 20Cr13+Stellite6 柔性石墨 Graphite 450

H61Y-P57/170V 12Cr1MoV 12Cr1MoV 12Cr1MoV+Stellite12 12Cr1MoV+Stellite6 柔性石墨 Graphite 570

适用介质 - Suitable Medium 水 , 蒸汽 , 油品 - Water, Steam, Qil Product

型号
Type

公称通径 (DN)
Diameter(mm)

尺寸 Dimension 重量
Weight(Kg)L D1 D2 h H H1

H61Y-320 20 150 20 35 12 153 47 3.91

H61Y-P54/170V 20 150 20 35 7 153 47 4.61

H61Y-320 25 180 22 52 19 200 66 8

H61Y-320 32 180 29 52 24 189 65 7.2

H61Y-200 50 250 64 80 33 254 75 25

H61Y 自紧式 (Self-Fasten Type)

H61Y-250
H61Y-320
H61Y-P54/140V
H61Y-P54/170V
H61Y-P57/170V

DN(mm) L D1 D2 h H H1 Kg

10 120 10 20 156 2.5

15 170 14 26 200 8.5

20 170 20 32 210 9

25 170 22 36 210 10

32 200 32 46 245 14

40 230 36 52 270 21

50 250 52 80 300 28

高温高压焊接止回阀适用于 PN100-PN450，工作温度≤ 540℃的石油，化工，
火力电站等各种工况管路上，作为自动防止介质逆流的安全装置。适用介质：

水，油品，水蒸汽等。
The welding check valve is installed on the pipeline of the  thermal power station, 
petrolic industry, chemical industry and so on. It is suited to the working condition of 
pressure standard is PN100-PN450, temperature≤570 DegreeC.

零件名称 Part Name 材料牌号 Material Name
阀体 Body WCB ZGCr15Mo ZG15Cr1Mo1V ZG1Cr18Ni9Ti
阀盖 Bonnet WCB ZGCr15Mo ZG15Cr1Mo1V ZG1Cr18Ni9Ti
阀瓣 Disc WCB ZGCr15Mo ZG15Cr1Mo1V ZG1Cr18Ni9Ti
阀座 Seat 25 15CrMo 12Cr1MoV 1Cr18Ni9Ti

型号
Code

DN
(mm)

尺寸 Dimension 重量 (Kg)
WeightL H

H64Y-250
H64Y-250V

65 254 250 35
80 305 300 45

100 406 350 80
125 483 425 115
150 559 440 180
200 711 490 270
250 864 540 430
300 991 650 630
350 1067 710 610

设计与制造 Design and Manufacture NB/T47044-2014
连接尺寸

Connection 
Dimension

结构长度 Length NB/T47044-2014

焊接尺寸 Welding Dimension NB/T47044-2014

检验与试验 Inspection and Test NB/T47044-2014

材料 Material
碳钢 Carbon Steel GB/T12229-2005

合金钢 Alloy Steel NB/T47008-2017

标志 Symbol GB/T12220-2015

供货 Supply JB/T7928-2014

型号
Code

DN
(mm)

尺寸 Dimension 重量 (Kg)
WeightL H

H64Y-320
H64Y-320V

65 330 240 35
80 368 305 45

100 457 315 80
125 533 380 115
150 610 425 180
200 762 480 270
250 914 570 430
300 1041 570 630
350 1118 680 610

型号
Code

DN
(mm)

尺寸 Dimension 重量 (Kg)
WeightL H

H64Y-P54/140V

80 368 270 70
100 457 385 110
125 533 410 130
150 610 455 180
200 762 555 380
250 914 615 730
300 1041 715 1120
350 1118 790 1495
400 1245 815 1950
450 1397 815 2400

旋启式高压焊接止回阀 SWING TYPE HP BW CHECK VALVE

     H61Y-200/250/320, H61Y-P54/100V, H61Y-P54/140V, H61Y-P54/170V, H61Y-P57/170V

升降式高压焊接止回阀 LIFT TYPE HP BW CHECK VALVE

     H64Y-200/250/320, H64Y-250V, H64Y-320V, H64Y-P54/140V

3. 主要材料 Main Part Material

4. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description

4. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description

3. 主要材料 Main Part Material
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三偏心硬密封对夹式蝶阀 TRIPLE ECCENTRIC MATEL TO MATEL WAFER BUTTERFLY VALVE三偏心硬密封对夹式蝶阀 TRIPLE ECCENTRIC MATEL TO MATEL WAFER BUTTERFLY VALVE

三偏心金属密封蝶阀系列产品是我公司新开发的长寿命，节能型的新一代产品，
其主要有阀体，蝶板，多层次阀座，阀杆，传动机构等主要部件组成，可广泛
使用于冶金，石油，化工，电力，市政建设等工业管道上作截断或调节介质流
量之用。
Three-Eccentric multi lever hard matel sealing butterfly valve series is the new 
generation product which we designed out with the longer working life and less energy 
costing. The valve is mainly made of body, disc, multi lever seat, stem, actuator device 
and so on. It can be installed on the pipeline to stop or adjust the flow and widely used 
in the industrial of metallurgy, petroleum, chemical, power-station and so on.  

        D373H, D673H, D973H-10C/16C/25/40         D373H, D673H, D973H-10C/16C/25/40

制造标准 Design Standard JB/T8527-2015
结构长度 Structure Length GB/T12221-2005
法兰标准 Flange Standard JB/T74-2015
质量保证 Quality Standard ISO9001

压力 -温度等级 Pressure & Temp Grade GB/T12224-2015
试验与检验 Testing & Inspection GB/T13927-2008
公称通径 Nominal Diameter (DN) 40-2019mm
公称压力 Nominal Pressure (PN) 0.25-4.0MPa

阀体材料代号 C I P P8 P3 R R8
阀体 Body WCB ZG15Cr5Mo ZG1Cr18Ni9Ti CF8(304) CF3(304L) ZG1Cr18Ni12Mo2Ti CF8M(316)

蝶板 Disc WCB 堆焊 Cr13 ZG15Cr5Mo ZG1Cr18Ni9Ti CF8(304) CF3(304L) ZG1Cr18Ni12Mo2Ti CF8M(316)

压圈 Ring WCB ZG15Cr5Mo ZG1Cr18Ni9Ti CF8(304) CF3(304L) ZG1Cr18Ni12Mo2Ti CF8M(316)

阀杆 Stem 2Cr13 25Cr2Mo1V 1Cr18Ni9Ti 0Cr19Ni9 00Cr19Ni11 1Cr18Ni12Mo2Ti 0Cr17Ni12Mo2

阀座 Seat 1Cr18Ni9Ti 0Cr19Ni9 00Cr19Ni11 00Cr19Ni11 0Cr17Ni12Mo2 00Cr17Ni14Mo2

介质 Medium 水，蒸汽，油品等 (Water, Oil, Steam) 酸性腐蚀性介质 (Acid, Corrsive Medium) 强氧化介质 (Oxidation Medium) 醋酸等腐蚀性介质 (Acid, Corrsive Medium)

型号 Type 公称通径 Diameter L D1 D2 Z-Φd D0 H1 H
DN(mm) NPS(In") 短 short 长 length D73 D373

D373H-16C
D373H-16P
D373H-16R
D373H-16V

D73H-16C
D73H-16P
D73H-16R
D73H-16V

40 1-1/2" 33 100 85 4-Φ18 140 76 198 248
50 2" 43 125 100 4-Φ18 140 85 202 254
65 2-1/2" 46 145 120 4-Φ18 160 95 222 278
80 3" 46 64 160 135 8-Φ18 160 110 246 312

100 4" 56 64 180 155 8-Φ18 180 122 270 330
125 5" 64 70 210 185 8-Φ18 180 138 294 368
150 6" 70 76 240 210 8-Φ23 230 158 326 404
200 8" 71 89 295 265 12-Φ23 230 188 - 496
250 10" 76 114 355 320 12-Φ25 280 224 - 558
300 12" 83 114 410 375 12-Φ25 310 254 - 632
350 14" 92 127 470 435 16-Φ25 310 288 - 672
400 16" 102 140 525 485 16-Φ30 310 320 - 714
450 18" 114 152 585 545 20-Φ30 380 350 - 768
500 20" 127 152 650 608 20-Φ34 380 388 - 828
600 24" 154 178 770 718 20-Φ41 450 440 - 952
700 28" 165 229 840 788 24-Φ41 450 488 - 1000
800 32" 190 241 950 898 24-Φ39 450 572 - 1078
900 36" 203 241 1050 998 28-Φ39 560 628 - 1180
1000 40" 216 300 1170 1110 32-Φ48 560 698 - 1272
1200 48" 254 360 1390 1325 36-Φ48 560 810 - 1418
1400 56" 279 390 1590 1525 36-Φ48 600 940 - 1519
1600 64" 318 440 1820 1750 40-Φ58 600 1060 - 1629

型号 Type 公称通径 Diameter L D1 D2 Z-Φd D0 H1 H
DN(mm) NPS(In") 短 short 长 length D73 D373

D373H-10C
D373H-10P
D373H-10R
D373H-10V

D73H-10C
D73H-10P
D73H-10R
D73H-10V

40 1-1/2" 33 110 85 4-Φ18 140 76 198 248
50 2" 43 125 100 4-Φ18 140 85 202 254
65 2-1/2" 46 145 120 4-Φ18 160 95 222 278
80 3" 46 64 160 135 4-Φ18 160 110 246 312

100 4" 56 64 180 155 8-Φ18 180 122 270 330
125 5" 64 70 210 185 8-Φ18 180 138 294 368
150 6" 70 76 240 210 8-Φ23 230 158 326 404
200 8" 71 89 295 265 8-Φ23 230 188 - 496
250 10" 76 114 350 320 12-Φ23 280 224 - 558
300 12" 83 114 400 368 12-Φ23 310 254 - 632
350 14" 92 127 460 428 16-Φ23 310 288 - 672
400 16" 102 140 515 482 16-Φ25 310 320 - 714
450 18" 114 152 565 532 20-Φ25 380 350 - 768
500 20" 127 152 620 585 20-Φ25 380 388 - 828
600 24" 154 178 725 685 20-Φ30 450 440 - 952
700 28" 165 229 840 800 24-Φ30 450 488 - 1000
800 32" 190 241 950 905 24-Φ34 450 572 - 1078
900 36" 203 241 1050 1005 28-Φ34 560 628 - 1180

1000 40" 216 300 1160 1115 28-Φ36 560 698 - 1272
1200 48" 254 360 1380 1325 32-Φ39 560 810 - 1418
1400 56" 279 390 1590 1525 36-Φ42 600 940 - 1519

型号 Type 公称通径 Diameter L D1 D2 Z-Φd D0 H1 H
DN(mm) NPS(In") 短 short 长 length D73 D373

D373H-25C
D373H-25P
D373H-25R
D373H-25V

D73H-25C
D73H-25P
D73H-25R
D73H-25V

40 1-1/2" 33 110 85 4-Φ18 140 76 200 250
50 2" 43 125 100 4-Φ18 140 85 208 260
65 2-1/2" 46 145 120 8-Φ18 180 95 228 294
80 3" 46 64 160 135 8-Φ18 180 110 256 332

100 4" 56 64 190 160 8-Φ23 230 130 285 364
125 5" 64 70 220 188 8-Φ25 230 148 308 396
150 6" 70 76 250 218 8-Φ25 280 165 336 430
200 8" 71 89 310 278 12-Φ25 280 198 - 522
250 10" 76 114 370 332 12-Φ30 310 234 - 574
300 12" 83 114 430 390 16-Φ30 380 266 - 668
350 14" 92 127 490 448 16-Φ34 380 302 - 708
400 16" 102 140 550 505 16-Φ34 380 338 - 750
450 18" 114 152 600 555 20-Φ34 450 365 - 804
500 20" 127 152 660 610 20-Φ41 450 402 - 862
600 24" 154 178 770 718 20-Φ41 560 448 - 1008
700 28" 165 229 875 815 24-Φ48 560 498 - 1075
800 32" 190 241 990 930 24-Φ48 600 580 - 1136
900 36" 203 241 1090 1025 28-Φ54 600 640 - 1248

1000 40" 216 300 1210 1140 28-Φ58 640 718 - 1340
1200 48" 254 360 1420 1350 32-Φ58 640 890 - 1519
1400 56" 279 390 1640 1560 36-Φ65 640 1010 - 1629

型号 Type 公称通径 Diameter L D1 D2 Z-Φd D0 H1 H
DN(mm) NPS(In") 短 short 长 length D73 D373

D373H-40C
D373H-40P
D373H-40R
D373H-40V

D73H-40C
D73H-40P
D73H-40R
D73H-40V

40 1-1/2" 33 110 85 4-Φ18 140 96 198 248
50 2" 43 125 100 4-Φ18 140 105 202 254
65 2-1/2" 46 145 120 8-Φ18 180 115 222 288
80 3" 46 64 160 135 8-Φ18 180 125 246 322

100 4" 56 64 190 160 8-Φ23 230 140 280 355
125 5" 64 70 220 188 8-Φ25 230 160 305 392
150 6" 70 76 250 218 8-Φ25 280 176 336 428
200 8" 71 89 320 282 12-Φ30 280 206 - 520
250 10" 76 114 385 345 12-Φ34 310 240 - 580

3. 主要材料 Main Part Material

4. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description
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三偏心硬密封法兰式蝶阀 TRIPLE ECCENTRIC MATEL TO MATEL FLANGE BUTTERFLY VALVE三偏心硬密封法兰式蝶阀 TRIPLE ECCENTRIC MATEL TO MATEL FLANGE BUTTERFLY VALVE

三偏心金属密封蝶阀系列产品是我公司新开发的长寿命，节能型的新一代产品，
其主要有阀体，蝶板，多层次阀座，阀杆，传动机构等主要部件组成，可广泛
使用于冶金，石油，化工，电力，市政建设等工业管道上作截断或调节介质流
量之用。
Three-Eccentric multi lever hard matel sealing butterfly valve series is the new 
generation product which we designed out with the longer working life and less energy 
costing. The valve is mainly made of body, disc, multi lever seat, stem, actuator device 
and so on. It can be installed on the pipeline to stop or adjust the flow and widely used 
in the industrial of metallurgy, petroleum, chemical, power-station and so on.  

        D343H, D643H, D943H-10C/16C/25/40         D343H, D643H, D943H-10C/16C/25/40

制造标准 Design Standard JB/T8527-2015
结构长度 Structure Length GB/T12221-2005
法兰标准 Flange Standard JB/T74-2015
质量保证 Quality Standard ISO9001

压力 -温度等级 Pressure & Temp Grade GB/T12224-2015
试验与检验 Testing & Inspection GB/T13927-2008
公称通径 Nominal Diameter (DN) 40-2019mm
公称压力 Nominal Pressure (PN) 0.25-4.0MPa

阀体材料代号 C I P P8 P3 R R8
阀体 Body WCB ZG15Cr5Mo ZG1Cr18Ni9Ti CF8(304) CF3(304L) ZG1Cr18Ni12Mo2Ti CF8M(316)

蝶板 Disc WCB 堆焊 Cr13 ZG15Cr5Mo ZG1Cr18Ni9Ti CF8(304) CF3(304L) ZG1Cr18Ni12Mo2Ti CF8M(316)

压圈 Ring WCB ZG15Cr5Mo ZG1Cr18Ni9Ti CF8(304) CF3(304L) ZG1Cr18Ni12Mo2Ti CF8M(316)

阀杆 Stem 2Cr13 25Cr2Mo1V 1Cr18Ni9Ti 0Cr19Ni9 00Cr19Ni11 1Cr18Ni12Mo2Ti 0Cr17Ni12Mo2

阀座 Seat 1Cr18Ni9Ti 0Cr19Ni9 00Cr19Ni11 00Cr19Ni11 0Cr17Ni12Mo2 00Cr17Ni14Mo2

介质 Medium 水，蒸汽，油品等 (Water, Oil, Steam) 酸性腐蚀性介质 (Acid, Corrsive Medium) 强氧化介质 (Oxidation Medium) 醋酸等腐蚀性介质 (Acid, Corrsive Medium)

型号 Type 公称通径 Diameter L D D1 D2 b Z-Φd D0 H1 H
DN(mm) NPS(In") 短 short 长 length D43 D343

D343H-10C
D343H-10P
D343H-10R
D343H-10V

D43H-10C
D43H-10P
D43H-10R
D43H-10V

50 2" 108 150 160/165 125 100 18 4-Φ18 140 85 202 254
65 2-1/2" 112 170 180/185 145 120 18 4-Φ18 160 95 222 278
80 3" 114 180 195/200 160 135 20 4-Φ18 160 106 246 312

100 4" 127 190 215/220 180 155 22 8-Φ18 180 114 270 330
125 5" 140 200 245/250 210 185 22 8-Φ18 180 130 294 368
150 6" 140 210 280/285 240 210 24 8-Φ23 230 148 326 404
200 8" 152 230 335/340 295 265 24 8-Φ23 230 176 - 496
250 10" 165 250 390/395 350 320 26 12-Φ23 280 210 - 558
300 12" 178 270 440/445 400 368 28 12-Φ23 310 238 - 632
350 14" 190 290 500/505 460 428 28 16-Φ23 310 270 - 672
400 16" 216 310 565 515 482 30 16-Φ25 310 302 - 714
450 18" 222 330 615 565 532 30 20-Φ25 380 332 - 768
500 20" 229 350 670 620 585 32 20-Φ25 380 370 - 828
600 24" 267 390 780 725 685 36 20-Φ30 450 432 - 952
700 28" 292 430 895 840 800 36 24-Φ30 450 470 - 1000
800 32" 318 470 1010 950 905 38 28-Φ34 450 530 - 1078
900 36" 330 510 1110 1050 1005 38 28-Φ36 560 580 - 1180
1000 40" 410 550 1220 1160 1115 38 28-Φ30 560 650 - 1272
1200 48" 470 630 1450 1380 1325 40 32-Φ39 560 765 - 1418
1400 56" 530 710 1675 1590 1525 44 36-Φ42 600 890 - 1519
1600 64" 600 790 1915 1820 1750 48 40-Φ48 600 1010 - 1629

型号 Type 公称通径 Diameter L D D1 D2 b Z-Φd D0 H1 H
DN(mm) NPS(In") 短 short 长 length D43 D343

D343H-16C
D343H-16P
D343H-16R
D343H-16V

D43H-16C
D43H-16P
D43H-16R
D43H-16V

40 1-1/2" 106 140 145/150 110 85 16 4-Φ18 140 76 198 248
50 2" 108 150 160/165 125 100 18 4-Φ18 140 85 202 254
65 2-1/2" 112 170 180/185 145 120 18 4-Φ18 160 95 222 278
80 3" 114 180 195/200 160 135 20 4-Φ18 160 106 246 312
100 4" 127 190 215/220 180 155 20 8-Φ18 180 114 270 330
125 5" 140 200 245/250 210 185 22 8-Φ18 180 130 294 368
150 6" 140 210 280/285 240 210 24 12-Φ23 230 148 326 404
200 8" 152 230 335/340 295 265 24 12-Φ25 230 176 - 496
250 10" 165 250 405 350 320 26 12-Φ25 280 210 - 558
300 12" 178 270 460 400 375 28 12-Φ25 310 238 - 632
350 14" 190 290 520 460 435 30 16-Φ25 310 270 - 672
400 16" 216 310 580 515 485 32 16-Φ30 310 302 - 714
450 18" 222 330 640 565 545 34 20-Φ30 380 332 - 768
500 20" 229 350 705/715 620 605 36 20-Φ34 380 370 - 828
600 24" 267 390 840 725 718 38 20-Φ41 450 432 - 952
700 28" 292 430 910 840 788 40 24-Φ41 450 470 - 1000
800 32" 318 470 1020/1025 950 898 42 24-Φ41 450 530 - 1078
900 36" 330 510 1120/1125 1050 998 44 28-Φ41 560 580 - 1180
1000 40" 410 550 1255 1160 1110 46 28-Φ42 560 650 - 1272
1200 48" 470 630 1485 1380 1325 52 32-Φ48 560 765 - 1418
1400 56" 530 710 1685 1590 1525 58 36-Φ48 600 890 - 1519
1600 64" 600 790 1930 1820 1750 64 40-Φ58 600 1010 - 1629

型号 Type 公称通径 Diameter L D D1 D2 b Z-Φd D0 H1 H
DN(mm) NPS(In") 短 short 长 length D43 D343

D343H-25C
D343H-25P
D343H-25R
D343H-25V

D43H-25C
D43H-25P
D43H-25R
D43H-25V

40 1-1/2" 106 140 145/150 110 85 18 4-Φ18 140 76 198 248
50 2" 108 150 160/165 125 100 20 4-Φ18 140 85 202 254
65 2-1/2" 112 170 180/185 145 120 22 8-Φ18 180 95 222 288
80 3" 114 180 195/200 160 135 22 8-Φ18 180 106 246 322
100 4" 127 190 230 190 160 24 8-Φ23 230 122 278 355
125 5" 140 200 270 220 188 28 8-Φ25 230 140 304 392
150 6" 140 210 300 250 218 30 8-Φ25 280 156 336 428
200 8" 152 230 360 310 278 34 12-Φ25 280 186 - 520
250 10" 165 250 425 370 332 36 12-Φ30 310 220 - 574
300 12" 178 270 485 430 390 40 16-Φ30 380 250 - 668
350 14" 190 290 550/555 490 448 44 16-Φ34 380 288 - 708
400 16" 216 310 610/620 550 505 46 16-Φ34 380 322 - 750
450 18" 222 330 660/670 600 555 48 20-Φ34 450 348 - 802
500 20" 229 350 730 660 610 50 20-Φ41 450 378 - 862
600 24" 267 390 840/845 770 718 50 20-Φ39 560 434 - 1006
700 28" 292 430 955/960 875 815 50 24-Φ48 560 470 - 1078
800 32" 318 470 1070/1085 990 930 54 24-Φ48 600 580 - 1180
900 36" 330 510 1180/1185 1090 1025 58 28-Φ48 600 650 - 1272
1000 40" 410 550 1305/1320 1210 1140 62 28-Φ55 640 765 - 1418
1200 48" 470 630 1525/1530 1420 1350 70 32-Φ55 640 890 - 1519
1400 56" 530 710 1750/1755 1640 1560 70 36-Φ60 640 1010 - 1629

型号 Type 公称通径 Diameter L D D1 D2 b Z-Φd D0 H1 H
DN(mm) NPS(In") 短 short 长 length D43 D343

D343H-40C
D343H-40P
D343H-40R
D343H-40V

D43H-40C
D43H-40P
D43H-40R
D43H-40V

250 10" 165 250 445/450 385 345 42 12-Φ34 310 240 - 580
300 12" 178 270 510/515 450 408 46 16-Φ34 380 270 - 675
350 14" 190 290 570/580 510 465 52 16-Φ34 380 310 - 728
400 16" 216 310 655/660 585 535 58 16-Φ41 380 350 - 770
450 18" 222 330 680/685 610 560 60 20-Φ41 450 380 - 820
500 20" 229 350 755 670 612 62 20-Φ48 450 420 - 880
600 24" 267 390 890 795 730 62 20-Φ54 560 450 - 1030
700 28" 292 430 995 900 835 68 24-Φ54 560 490 - 1100

3. 主要材料 Main Part Material

4. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description
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软密封法兰式蝶阀 MATEL TO PTFE FLANGE BUTTERFLY VALVE软密封对夹式蝶阀 MATEL TO PTFE WAFER BUTTERFLY VALVE

软密封蝶阀适用于温度≤120℃，公称压力≤1.6MPa的食品，医药，化工，石油，
电力，纺织，造纸等工业管道上作切断或调节流量作用。
The soft sealing butterfly valve is installed on the pipeline to stop and adjust the flow 
with the temperature ≤80℃ , nominal pressure ≤1.6MPa. It is widely used on the 
industrial of food, medical, textile, power, petroleum and so on.

        D371F/J/X,  D671F/J/X,  D971F/J/X-6C/10C/16C         D341F/J/X,  D641F/J/X,  D941F/J/X-6C/10C/16C

制造标准 Design Standard GB/T12238-2016
结构长度 Structure Length GB/T12221-2005
法兰标准 Flange Standard JB/T74-2015
质量保证 Quality Standard ISO9001

压力 -温度等级 Pressure & Temp Grade GB/T12224-2015
试验与检验 Testing & Inspection GB/T13927-2008
公称通径 Nominal Diameter (DN) 40-2019mm
公称压力 Nominal Pressure (PN) 0.25-4.0MPa

零件名称 Part Name 材料 Material
阀体 /阀瓣
Body/Disc

灰铸铁，球墨铸铁，铸钢，不锈钢
(Grey Cast Iron, Nodular Cast Iron, Carbon Steel, Stainless Steel)

阀座密封圈
Seat Sealing Ring

丁腈橡胶，已丙橡胶，聚四氟乙烯
(Acrylonitrile-Butadiene Rubber, EPDM, PEFT )

型号 Type 公称通径 Diameter 结构长度
Length

外形尺寸（参考值）
Dimension

连接尺寸（标准值） Connection Dimension
0.6MPa 1.0MPa 1.6MPa

DN(mm) NPS(In") L H H0 D0 n-d D0 n-d D0 n-d

D371X/J/F
-6Z.Q.C.P.R

D371X/J/F
-10Z.

Q.C.P.R

D371X/J/F
-16Z.

Q.C.P.R

50 2" 43 63 306 110 4-14 125 4-18 125 4-18
65 2-1/2" 46 70 321 130 4-14 145 4-18 145 4-18
80 3" 46 83 346 150 4-18 160 8-18 160 8-18
100 4" 52 105 387 170 4-18 180 8-18 180 8-18
125 5" 56 115 411 200 8-18 210 8-18 210 8-18
150 6" 56 137 447 225 8-18 240 8-22 240 8-22
200 8" 60 164 572 280 8-18 295 8-22 295 12-22
250 10" 68 206 646 335 12-18 350 12-22 350 12-26
300 12" 78 230 738 395 12-22 400 12-22 400 12-26
350 14" 78 248 761 445 12-22 460 16-22 460 16-26
400 16" 102 289 877 495 16-22 515 16-26 515 16-30
450 18" 114 320 938 50 16-22 565 20-26 565 20-30
500 20" 127 343 993 600 20-22 620 20-26 620 20-33
600 24" 154 413 1131 705 20-26 725 20-30 725 20-36
700 28" 165 478 1476 810 24-26 840 24-30 840 24-36
800 32" 190 525 1533 920 24-30 950 24-33 950 24-39
900 36" 203 585 1655 1020 24-30 1050 28-33 1050 28-39
1000 40" 216 640 1765 1120 28-30 1160 28-36 1160 28-42
1200 48" 254 755 1995 1340 32-33 1380 32-39 1380 32-48
1400 56" 279 910 2310 1560 36-36 1590 36-42 1590 36-48
1600 64" 318 1030 2595 1760 40-36 1820 40-48 1820 40-56
1800 72" 356 1140 2810 1970 44-39 2020 44-48 2020 44-56

软密封蝶阀适用于温度≤120℃，公称压力≤1.6MPa的食品，医药，化工，石油，
电力，纺织，造纸等工业管道上作切断或调节流量作用。
The soft sealing butterfly valve is installed on the pipeline to stop and adjust the flow 
with the temperature ≤80℃ , nominal pressure ≤1.6MPa. It is widely used on the 
industrial of food, medical, textile, power, petroleum and so on.

制造标准 Design Standard GB/T12238-2016
结构长度 Structure Length GB/T12221-2005
法兰标准 Flange Standard JB/T74-2015
质量保证 Quality Standard ISO9001

压力 -温度等级 Pressure & Temp Grade GB/T12224-2015
试验与检验 Testing & Inspection GB/T13927-2008
公称通径 Nominal Diameter (DN) 40-2019mm
公称压力 Nominal Pressure (PN) 0.25-4.0MPa

零件名称 Part Name 材料 Material
阀体 /阀瓣
Body/Disc

灰铸铁，球墨铸铁，铸钢，不锈钢
(Grey Cast Iron, Nodular Cast Iron, Carbon Steel, Stainless Steel)

阀座密封圈
Seat Sealing Ring

丁腈橡胶，已丙橡胶，聚四氟乙烯
(Acrylonitrile-Butadiene Rubber, EPDM, PEFT )

型号 Type
公称通径
Diameter

结构长
度

外形尺寸
（参考值）
Dimension

连接尺寸（标准值） Connection Dimension

0.6MPa 1.0MPa 1.0MPa

DN NPS L H H0 D D1 D2 n-d D D1 D2 n-d D D1 D2 n-d

D341X/J/F
-6Z.

Q.C.P.R

D341X/J/F
-10Z.Q.C.P.R

D341X/J/F
-16Z.Q.C.P.R

50 2" 108 63 306 140 110 88 4-14 165 125 99 4-18 165 125 99 4-18
65 2-1/2" 112 70 321 160 130 108 4-14 185 145 118 4-18 185 145 118 4-18
80 3" 114 83 346 190 150 124 4-18 200 160 132 8-18 200 160 132 8-18
100 4" 127 105 387 210 170 144 4-18 220 180 156 8-18 220 180 156 8-18
125 5" 140 115 411 240 200 174 8-18 250 210 184 8-18 250 210 184 8-18
150 6" 140 137 447 265 225 199 8-18 285 240 211 8-22 285 240 211 8-22
200 8" 152 164 572 320 280 254 8-18 340 295 266 8-22 340 295 266 12-22
250 10" 165 206 646 375 335 309 12-18 395 350 319 12-22 395 350 319 12-26
300 12" 178 230 738 440 395 363 12-22 445 400 370 12-22 445 400 370 12-26
350 14" 190 248 761 490 445 413 12-22 505 460 429 16-22 505 460 429 16-26
400 16" 216 289 877 540 495 463 16-22 565 515 480 16-26 565 515 480 16-30
450 18" 222 320 938 595 50 518 16-22 615 565 530 20-26 615 565 530 20-30
500 20" 229 343 993 645 600 568 20-22 670 620 582 20-26 670 620 582 20-33
600 24" 267 413 1131 755 705 667 20-26 780 725 682 20-30 780 725 682 20-36
700 28" 292 478 1476 860 810 772 24-26 895 840 794 24-30 895 840 794 24-36
800 32" 318 525 1533 975 920 878 24-30 1015 950 901 24-33 1015 950 901 24-39
900 36" 330 585 1655 1075 1020 978 24-30 1115 1050 1001 28-33 1115 1050 1001 28-39

1000 40" 410 640 1765 1175 1120 1078 28-30 1230 1160 1112 28-36 1230 1160 1112 28-42
1200 48" 470 755 1995 1405 1340 1295 32-33 1455 1380 1328 32-39 1455 1380 1328 32-48
1400 56" 530 910 2310 1630 1560 1510 36-30 1675 1590 1530 36-42 1675 1590 1530 36-48
1600 64" 600 1030 2595 1830 1760 1710 40-36 1915 1820 1750 40-48 1930 1820 1750 40-56
1800 72" 670 1140 2810 2045 1970 1918 44-39 2115 2020 1950 44-48 2130 2020 1950 44-56

3. 主要材料 Main Part Material

4. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description

4. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description

3. 主要材料 Main Part Material
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硬密封球阀 MATEL TO MATEL BALL VALVE软密封球阀 MATEL TO PTFE BALL VALVE

适用介质：水，气，油品， 天然气和腐蚀性介质。
驱动方式：手动，气动，电动，液动等。公称通径：DN15-250mm， 
1/2"-10"。
Suitable Medium: Water, gas, oil, natural gas and corrosive medium as 
acids, alkalis and so on.
Driveing Ways: Manual, pneumatic, electric, Hydraulic and so on.
Nominal Diameter: DN15-250mm, 1/2"-10".

        Q341F/J/X,  Q641F/J/X,  Q941F/J/X         Q341H,  Q641H,  Q941H

零件名称 Part Name 材料 Material
阀体 /球体
Body/Ball

铸钢，不锈钢
(Carbon Steel, Stainless Steel)

阀座密封圈
Seat Sealing Ring

丁腈橡胶，已丙橡胶，聚四氟乙烯
(Acrylonitrile-Butadiene Rubber, EPDM, PEFT )

设计依据 Design Reference 国标系列 GB Series
设计标准 Design Standard GB/T 12237-2007

法兰结构长度 Flange Connection Length GB/T12221-2005
焊接结构长度 Welding Connection Length GB/T12221-2005

法兰结构 Flange GB/T9124.1-2019, JB/T79-2015
焊端结构 Welding GB/T 12224-2015

试验和验收 Testing and Inspection GB/T 26480-2011

PN DN 15 20 25 32 40 50 65 80 100 125 150 200

PN16

L 130 140 150 165 180 200 220 250 280 320 360 400
H 59 63 75 85 95 107 142 152 178 252 272 342
W 130 130 160 180 230 230 400 400 650 1050 1050 1410

(Kg) 2.5 3 5 6 7 10 15 19 83 58 93 160

PN DN 15 20 25 32 40 50 65 80 100 125 150 200

PN25
L 130 140 150 165 180 200 220 250 320 400 400 550
H 59 63 75 97 107 142 152 178 252 272 342 345
W 130 130 160 230 230 400 400 700 1100 1100 1500 1500

PN DN 15 20 25 32 40 50 65 80 100 125 150 200

PN40
L 130 140 150 180 200 220 220 250 320 400 400 550
H 59 63 75 97 107 142 152 178 252 272 342 345
W 130 130 160 230 230 400 400 700 1100 1100 1500 1500

PN DN 15 20 25 32 40 50 65 80 100 125 150 200

PN64
L 165 190 216 229 241 292 330 356 432 508 559 660
H 59 63 75 97 107 142 152 178 252 272 342 345
W 130 130 160 230 230 400 400 700 1100 1100 1500 1500

PN DN 15 20 25 32 40 50 65 80 100 125 150 200

PN100
L 165 190 216 229 241 292 330 356 432 508 559 660
H 59 63 75 97 107 142 152 178 252 272 342 345
W 130 130 160 230 230 400 400 700 1100 1100 1500 1500

适用介质：水，气，油品， 天然气和腐蚀性介质。
驱动方式：手动，气动，电动，液动等。公称通径：DN15-250mm， 
1/2"-10"。
Suitable Medium: Water, gas, oil, natural gas and corrosive medium as 
acids, alkalis and so on.
Driveing Ways: Manual, pneumatic, electric, Hydraulic and so on.
Nominal Diameter: DN15-250mm, 1/2"-10".

零件名称 Part Name 材料 Material
阀体 /球体
Body/Ball

铸钢，不锈钢
(Carbon Steel, Stainless Steel)

阀座
Seat 

20Cr13，不锈钢
(20Cr13, Stainless Steel )

设计依据 Design Reference 国标系列 GB Series
设计标准 Design Standard GB/T 12237-2007

法兰结构长度 Flange Connection Length GB/T12221-2005
焊接结构长度 Welding Connection Length GB/T12221-2005

法兰结构 Flange GB/T9124.1-2019, JB/T79-2015
焊端结构 Welding GB/T 12224-2015

试验和验收 Testing and Inspection GB/T 26480-2011

PN DN 15 20 25 32 40 50 65 80 100 125 150 200

PN16

L 130 140 150 165 180 200 220 250 280 320 360 400
H 59 63 75 85 95 107 142 152 178 252 272 342
W 130 130 160 180 230 230 400 400 650 1050 1050 1410

(Kg) 2.5 3 5 6 7 10 15 19 83 58 93 160

PN DN 15 20 25 32 40 50 65 80 100 125 150 200

PN25
L 130 140 150 165 180 200 220 250 320 400 400 550
H 59 63 75 97 107 142 152 178 252 272 342 345
W 130 130 160 230 230 400 400 700 1100 1100 1500 1500

PN DN 15 20 25 32 40 50 65 80 100 125 150 200

PN40
L 130 140 150 180 200 220 220 250 320 400 400 550
H 59 63 75 97 107 142 152 178 252 272 342 345
W 130 130 160 230 230 400 400 700 1100 1100 1500 1500

PN DN 15 20 25 32 40 50 65 80 100 125 150 200

PN64
L 165 190 216 229 241 292 330 356 432 508 559 660
H 59 63 75 97 107 142 152 178 252 272 342 345
W 130 130 160 230 230 400 400 700 1100 1100 1500 1500

PN DN 15 20 25 32 40 50 65 80 100 125 150 200

PN64
L 165 190 216 229 241 292 330 356 432 508 559 660
H 59 63 75 97 107 142 152 178 252 272 342 345
W 130 130 160 230 230 400 400 700 1100 1100 1500 1500

3. 主要材料 Main Part Material

4. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description

4. 主要连接尺寸 Size and Dimension

2. 应用标准 Standards

1. 说明 Description

3. 主要材料 Main Part Material
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适用介质：水，气，油品， 天然气和腐蚀性介质。
驱动方式：手动，气动，电动，液动等。公称通径：DN15-250mm， 
1/2"-10"。
Suitable Medium: Water, gas, oil, natural gas and corrosive medium as 
acids, alkalis and so on.
Driveing Ways: Manual, pneumatic, electric, Hydraulic and so on.
Nominal Diameter: DN25-800mm, 1"-32".

设计依据 Design Reference 国标系列 GB Series
设计标准 Design Standard GB/T 12237-2007 法兰结构 Flange GB/T9124.1-2019, JB/T79-2015

法兰结构长度 Flange  Length GB/T12221-2005 焊端结构 Welding GB/T 12224-2015
焊接结构长度 Welding  Length GB/T12221-2005 试验和验收 Testing GB/T 26480-2011

No 零件名称 Part Name 材料 Material No 零件名称 Part Name 材料 Material
1 阀体 Body WCB/CF8/CF8M 12 阀盖 Bonnet WCB/CF8/CF8M
2 弹簧 Spring 60Si2Mn 13 阀座 Seat 25/SS304/SS316
3 密封圈 Sealing Ring PTFE 14 阀杆 Stem 1Cr13
4 垫片 Gasket PTFE 15 螺柱 Stud 35CrMoA
5 排污螺塞 Blowoff screw 25/SS 16 螺母 Nut 35/SS
6 “O” 型密封圈 “O”Ring 橡胶 Rubber 17 压套 Cover 25/SS
7 底盖 bottom cover 25/SS 18 填料 Stuffing PTFE
8 螺钉 Ccrew nial 35/SS 19 支架 Support 25/SS304/SS316
9 固定轴 Fix spindle 1Cr13 20 填料压盖 Gland 25/SS304/SS316

10 滑动轴承 Sliding bearing PTFE ＆ stainless steel 21 键 Key SS304

PN 公称通径 DN 25 32 40 50 65 80 100 125 150 200 250 300 350 400 450 500 600 700

16

d1 25 32 40 50 65 80 100 125 150 200 250 300 337 387 438 489 591 686
L 165 180 190 216 241 283 305 356 394 457 533 610 686 762 864 914 1067 1245
H 50 55 80 102 114 127 152 184 219 273 360 395 430 470 550 580 700 800

手动 Hand–
operated

H1 75 85 95 107 125 152 178 300 330 398 495 580 625 670 698 840 1050 1100
E – – – – – – – – – 116 116 171 171 257 257 257 150 83
F – – – – – – – – – 350 350 400 420 400 420 400 410 650
W 160 160 230 230 400 400 650 1050 1050 600 600 800 800 800 800 800 800 800

(Kg) 4.5 5.7 7.0 12 16 22 35 58 74 205 322 460 576 864 1280 1600 1600 4500

电动 Electric–
actuated

H2 – – – – – – – – 554 600 652 760 770 830 – 940 940 1115
L1 – – – – – – – – 235 235 235 259 400 400 – 410 410 410

气动 Air–
operating

H3 215 240 264 274 379 389 479 552 666 736 926 1059 1127 1393 1468 1538 1538 1450
L2 200 270 270 270 405 405 576 576 776 776 776 1060 1060 1360 1360 1360 1360 2840

PN 公称通径 DN 25 32 40 50 65 80 100 125 150 200 250 300 350 400 450 500 600 700

25

d1 25 32 40 50 65 80 100 125 150 200 250 300 337 387 438 489 591 686
L 165 180 190 216 241 283 305 381 403 502 568 648 762 838 914 991 1143 1346
H 50 55 80 102 114 127 152 184 219 273 360 395 430 470 550 580 700 800

手动 Hand–
operated

H1 75 85 95 107 125 152 178 300 330 398 495 580 625 670 698 840 1050 1100
E – – – – – – – – – 116 116 171 171 257 257 257 150 83
F – – – – – – – – – 350 350 420 420 400 400 400 410 650
W 160 160 230 230 400 400 650 1050 1050 600 600 800 800 800 800 800 800 800
Kg 4.5 5.7 7.0 15 24 30 55 87 118 255 370 533 640 1030 1524 2100 4200 5300

电动 Electric–
actuated

H2 – – – – – – – – 235 235 400 400 410 410 – 420 690 690
L1 – – – – – – – – 74 350 350 420 420 400 – 400 410 650

气动 Air–
operating

H3 215 240 264 340 379 452 479 646 666 814 1002 1059 1150 1205 1250 1295 1390 1470
L2 200 270 270 405 405 574 574 756 756 1060 1060 1060 1360 1360 2840 2840 3300 3300

PN 公称通径 DN 25 32 40 50 65 80 100 125 150 200 250 300 350 400 450 500 600 700

40

d1 25 32 40 50 65 80 100 125 150 200 250 300 337 387 438 489 591 686
L 165 180 190 216 241 283 305 381 403 502 568 648 762 838 914 991 1143 1346
H 50 55 80 102 114 127 152 184 219 273 360 395 430 470 550 580 700 800

手动 Hand–
operated

H1 75 85 95 107 125 152 178 300 330 398 495 580 625 670 698 840 1050 1100
E – – – – – – – – – 116 116 171 171 257 257 257 150 83
F – – – – – – – – – 350 350 420 420 400 400 400 410 650
W 160 160 230 230 400 400 650 1050 1050 600 600 800 800 800 800 800 800 800

(Kg) 9 13 16 19 24 30 55 87 118 255 370 533 640 1030 1524 2100 4200 5300

电动 Electric–
actuated

H2 – – – – – – – – 235 235 400 400 410 410 – 420 690 690
L1 – – – – – – – – 74 350 350 420 420 400 – 400 410 650

气动 Air–
operating

H3 215 240 264 340 379 452 479 646 666 814 1002 1059 1150 1205 1250 1295 1390 1470
L2 200 270 270 405 405 574 574 756 756 1060 1060 1060 1360 1360 2840 2840 3300 3300

PN 公称通径 DN 50 65 80 100 150 200 250 300 350 400 500 600 700

64

d1 50 65 80 100 150 200 250 300 337 387 489 591 686
L 292 330 356 406 495 597 673 762 826 902 1054 1232 1397
H 114 124 133 159 250 294 395 445 500 530 660 800 900

手动 Hand–
operated

H1 108 155 197 235 300 374 445 512 550 615 810 1010 1180
E 116 116 116 116 116 171 171 257 257 257 150 83 123
F 350 350 350 350 350 420 420 400 400 400 410 650 735
W 600 600 600 600 600 800 800 800 800 800 800 800 800

(Kg) 23 35 49 91 192 355 640 880 1100 1540 2800 5300 5700

电动 Electric–
actuated

H2 – – – – 554 574 731 771 867 805 979 1085 1148
L1 – – – – 235 235 400 400 410 410 420 690 690

气动 Air–
operating

H3 340 – – 479 666 895 1002 1059 1160 1250 1320 1470 1520
L2 405 – – 576 756 1060 1060 1360 1360 2840 2840 3300 3300

PN 公称通径 DN 50 65 80 100 150 200 250 300 350 400 500 600 700

100

d1 50 65 80 100 150 200 250 300 337 387 489 591 686
L 292 330 356 406 495 597 673 762 826 902 1054 1232 1397
H 114 124 133 159 250 294 395 445 500 530 660 800 900

手动 Hand–
operated

H1 108 155 197 235 300 374 445 512 550 615 810 1010 1180
E 116 116 116 116 116 171 171 257 257 257 150 83 123
F 350 350 350 350 350 420 420 400 400 400 410 650 735
W 600 600 600 600 600 800 800 800 800 800 800 800 800

(Kg) 23 35 49 91 192 355 640 880 1100 1540 2800 5300 5700

电动 Electric–
actuated

H2 – – – – 554 574 731 771 867 805 979 1085 1148
L1 – – – – 235 235 400 400 410 410 420 690 690

气动 Air–
operating

H3 340 – – 479 666 895 1002 1059 1160 1250 1320 1470 1520
L2 405 – – 576 756 1060 1060 1360 1360 2840 2840 3300 3300

固定式球阀 TURNNION BALL VALVE固定式球阀 TURNNION BALL VALVE

        Q343F/H,  Q643F/H,  Q943F/H        Q343F/H,  Q643F/H,  Q943F/H

2. 应用标准 Standards

1. 说明 Description

3. 主要材料 Main Part Material

4. 主要连接尺寸 Size and Dimension
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