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GRT 

p 

p LED ,  

p RoHS CE, CQC

2CO 4CO

( ) 12A 250VAC/30VDC 8A 250VAC/30VDC

3000VA/360W 2000VA/240W

≤ 100m  (1A 6VDC)

( ) 20ms 

( ) 20ms 

1000M  ( 500VDC)

2000VAC 1min

 1300VAC 1min

2000VAC 1min

10Hz-55Hz, 1mm

98m/s
2 

2 x 10
7
 

1 x 10
5
 

( 55 ºC 1.5s 1.5s AC-1)

-55 ºC ~ 70 ºC

30% ~ 85% RH

37g

CE RoHS

LED

2CO 12

DC

 c

12A 20 GRT-2C-DC12V

24 12A 20 GRT-2C-DC24V

48 12A 20 GRT-2C-DC48V

110 12A 20 GRT-2C-DC110V

12

AC

 a 

12A 20 GRT-2C-AC12V

24 12A 20 GRT-2C-AC24V

48 12A 20 GRT-2C-AC48V

110 12A 20 GRT-2C-AC110V

230 12A 20 GRT-2C-AC230V

4CO 12

DC

 c

8A 20 GRT-4C-DC12V

24 8A 20 GRT-4C-DC24V

48 8A 20 GRT-4C-DC48V

110 8A 20 GRT-4C-DC110V

12

AC

 a 

8A 20 GRT-4C-AC12V

24 8A 20 GRT-4C-AC24V

48 8A 20 GRT-4C-AC48V

110 8A 20 GRT-4C-AC110V

230 8A 20 GRT-4C-AC230V
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(V) ( ) 10%

25 ºC

(V) ( ) 10%

25 ºC

12 160 24 190

24 640 48 770

48 2,560 110 4,000

110 1,3440 230 17,000

 23 ºC 110%  23 ºC 110% 

   23 ºC 65%    23 ºC 80% 

   23 ºC 10%    23 ºC 30% 

0.9W 1.2W

2CO 4CO

4CO2CO

LED LED

1 4

9 12

13 14

5 8
1 4

9 12

13 14

5 8

LED LED

1 2 3 4

9 10 11 12

13 14

5 6 7 8
1 2 3 4

9 10 11 12

13 14

5 6 7 8

39
.5

 m
ax

7

0.5
2.5

27.5 max 21.5 max

39
.5

 m
ax

7

0.5

27.5 max 21.5 max

4.4 4.4 4.4

2.5

2CO 4CO

(1) ≤ 1mm  0.2 mm (1~5)mm  0.3mm  

>5mm  0.4 mm

(2)  0.1mm

4.2 6.3 6.3 6.45

13
.2

4.2 6.3 6.3 6.45

4.
4

13
.2




