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2305 P-Channel MOSFET
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Maximum ratings (T,=25°C unless otherwise noted)
Parameter Symbol Value Unit
Drain-Source Voltage Vbs -12 v
Gate-Source Voltage Vas +8
Continuous Drain Current Ip -4.1 A
Continuous Source-Drain Diode Current Is -0.8
Maximum Power Dissipation Po 0.35 w
Thermal Resistance from Junction to Ambient(t<10s) Resa 357 ‘CIW
Operation Junction and Storage Temperature Range Ty, Tste -50 ~+150 °C
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T,=25°C unless otherwise specified

Parameter | Symbol l Test Condition ‘ Min ‘ Typ | Max | Units
Static
Drain-source breakdown voltage V(BRrR)DSS Ves = 0V, Ib =-250pA -12 v
Gate-source threshold voltage Vas(th) Vbs =Vgs, Ip =-250uA -0.5 -0.9
Gate-source leakage less Vbs =0V, Ves =8V +100 nA
Zero gate voltage drain current Ipss Vbs =-8V, Ves =0V -1 A
Ves =-4.5V, Ib=-3.5A 30 45
Drain-source on-state resistanée Rbs(on) Ves =-2.5V, Ip=-3A 40 60 mQ
Ves =-1.8V,Ipb=-2.0A 60 90
Forward transconductance® Ofs Vbs =-5V, Io =-4.1A 6 S
Dynamic
Input capacitance”® Ciss 740
Output capacitanceb'C Coss Vbs =-4V,Ves =0V,f =1MHz 290 pF
Reverse transfer capacitanceb'C Ciss 190
Vbs =-4V,Ves =-4.5V,
b 7.8 15
Total gate charge Qg Ip =-4.1A
4.5 9 nC
5 Vbs =-4V,Ves =-2.5V,
Gate-source charge Qgs 1.2
. Ip =-4.1A
Gate-drain charge Qg 1.6
Gate resistance”® Rq f =1MHz 1.4 7 14 Q
Turn-on delay time®© td(on) 13 20
K K b.c VDD:-4V,
Rise time™ tr 35 53
- R.=1.2Q, Ib =-3.3A,
Turn-off Delay time™® td(off) 32 48
VGEN:-4.5V,Rg:lQ
Fall time®* tr 10 20
: b,c ns
Turn-on delay time™ td(on) 5 10
T he Vpp=-4V,
Rise time™ tr 11 17
5 R.=1.2Q, Ib =-3.3A,
Turn-off delay time™® td(off) 22 33
VGEN:-SV,Rg:1Q
Fall time™© tr 16 24
Drain-source body diode characteristics
Continuous source-drain diode current Is Tc=25°C -1.4 A
Pulse diode forward current® Ism -10
Body ciode voltage Vsp [=-3.3A -1.2 \%

Note :
a. Pulse Test ; Pulse Width <300us, Duty Cycle <2%.
b. Guaranteed by design, not subject to production testing.

c. These parameters have no way to verify.
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Output Characteristics
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Svmbol Dimensions In Millimeters Dimensions In Inches
4 Min Max Min Max
f— A 0.900 1.150 0.035 0.045
\ o~ Al 0.000 0.100 0.000 0.004
o A2 0.900 1.050 0.035 0.041
b 0.300 0.500 0.012 0.020
' c 0.080 0.150 0.003 0.006
— D 2.800 3.000 0.110 0.118
i E 1.200 1.400 0.047 0.055
E1l 2.250 2550 0.089 0.100
e 0.950 TYP 0.037 TYP
el 1.800 [ 2.000 0.071 | 0.079
L 0.550 REF 0.022 REF
L1 0.300 0.500 0.012 0.020
0 0° 8° 0° 8°
0.6
[ee]
S
N
e Note:
o 1.Controlling dimension:in millimeters.
|——| |——| 2.General tolerance:+ 0.05mm.
|_J |_J 3.The pad layout is for reference purposes only.
1.9
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SOT-23
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Dimensions are in millimeter
Pkg type A B o] d E F PO P P1 w
SOT-23 3.15 2.77 1.22 @1.50 1.75 3.50 4.00 4.00 2.00 8.00

SOT-23 Tape Leader and Trailer

Trailer Tape Leader Tape
502 Empty Pockets Components 1002 Empty Pockets

L ﬁ N A

SOT-23 Reel

Dimensio in millimeter
Reel Option D D1 D2 G H | w1 w2
7"Dia 2178.00 54.40 13.00 R78.00 R25.60 R6.50 9.50 12.30

REEL Reel Size
3000 pcs 7 inch






