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一、谨致执事者：兹提供敝公司产品之有关详细规格及图面数据，

敬请给予办理测试认定手续。
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◆Features
 Outline dimension :5.7mm*3.0mm*0.8mm

 SMD Top View LED (White Color)

 RoHS compliant lead-free soldering compatible

 Soldering methods :SMT assembly avaliable

 RoHS compliant

 Package:15000pcs/reel

◆ Application

 
 Tubular Light application 

 General use 

 

◆ Outline Dimension 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Notes:  

[1] : All dimensions are in millimeters (inches); 

[2]: Tolerances are ±0.3mm (0.012inch) unless otherwise noted. 

 

 

 

 

   

 

产品型号：

深圳市光贝电子有限公司
Shenzhen light bei electronic Co.,  LTD 

GB-T5730DS5-0.2W

2/9

LIG
HTB

EI



 

 

 

 
 

 

◆ Absolute maximum ratings @ IF=60mA,Ta=25℃
 
 

 

 

unitAbsolute Maximum RatingSymbolItem

IForward Current F mA60

IPulse Forward Current FP mA90

VReverse Voltage R V5

PPower Dissipation D MW200

TOperating Temperature opr -30~+85 ℃

TStorage Temperature stg -30~+100 ℃

TJunction Temperature J 110 ℃

V2000(HBM)ESDElectrostatic Discharge

◆ Electrical-Optical characteristics @Ta=25℃

UnitTyp MaxMinTest ConditionSymbolItem

Forward voltage 
[1]

- 3.63.0IF=60mAVF V

Luminous Flux φ v IF=60mA 20 - 24 LM

View Angle  2θ1/2 deg120 --IF=60mA

- 10-VR=5VIRReverse Current μ A

K- 80005000IF=60mACCTColor Rending Index

CRIColor Rending Index Ra70 --IF=60mA

CIE Chromaticity 

X 

IF=60mA 详见分光标准

Y 

 
 
 
 
 

 

 

Notes:  

[1] Forward voltage(VF) ± 0.1V; 

[2] Luminous Flux(φ v) ±10%; 

[3] Luminous Intensity(CCT) ±10%,(X,Y ±0.01); 

[4] Color Rending Index (CRI) ±3; 

[5] View Angle (2θ1/2) ±5; 
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◆ Luminous Intensity Rank φ v @IF=60mA ,Ta=25℃(Unit:lm)

 

BIN MaxMin BIN MaxMin

2422C2220A

2321B

 

◆ Forward Voltage Rank  VF @IF=60mA, Ta=25℃ (Unit:V)

 

 

MaxMinBinMaxMinBin

3.63.4V43.23.0V1

3.43.2V2
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◆ Color Rank  @IF=60mA ,Ta=25℃(Unit:X/Y)

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

Notes: 

[1] Color Coordinates Measurement allowance is ±0.01; 

 

 

 

 

670
0K

750
0K

600
0K

Y

X

0.2976

0.3199

0.3091

0.3368

0.3127

0.3134 0.30

0.303

Y

X 0.3127

0.31340.3264

0.3221

0.3537

0.3205

0.3368

0.3091

色区名 相对色温坐标

X

Y

65 K-3A

65 K-4A

65K-3A

65K- 4A

 

  

   

 

产品型号：

深圳市光贝电子有限公司
Shenzhen light bei electronic Co.,  LTD 

GB-T5730DS5-0.2W

5/9

LIG
HTB

EI



 

 

 

                             
 

◆Typical Electro-optical Characteristics Curves @Ta=25℃ 
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◆Reliability 
  ◆TEST ITEMS AND RESULTS 
 

Test ltem Rdf.Standard Test Conditions Note Number of Damaged 

High Temperature storage JESD22-A103 Temp:100℃±5℃ 1000 hrs 0/22 

Low Temperatue Storage JESD22-A119 Temp:-40℃±5℃ 1000 hrs 0/22 

Temperature  Cycle JESD22-A104 

100℃±5℃ 30min 

↓↑5min 

-40℃±5℃ 30min 

100 cycle 0/22 

Reflow JESD22-B106 
Temp:260℃max 

T=10sec 
3Times 0/22 

Life Test JESD22-A108 
Ta=25℃±5℃ 

IF=60MA 
0/221000 hrs

High Temperatue     

High Humidity Life Test  
JESD22-A101 

85℃±5℃/85%RH

IF =60mA 
0/221000 hrs

 
◆CRITERIA FOR JUDGING THE DAMAGE 
 

Item Symbol Test Conditions 

Criteria for Judgement 

Min. Max. 

IF=60mAVFForward Voltage _ U.S.L
*)×1.1

Luminous Intensity Ф LSLIF=60mAV ×0.7

Note:

U.S.L.:Upper Standard Level           L.S.L.:Lower Standard Level
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◆ Packaging Specifications  
 
  ◆Taping And Orientation          
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

NOTE S:

1. The cathode is oriented towards the tape sprocket hole in accordance with ANSI/ELARS-481

specifications

2. 16000PCS/Reel.
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Packaging (2)

防潮抗静电包装 Moisture Proof and Anti-Electrostatic Foil Bag

干燥剂
Moisture Absorbent Material

防潮抗静电包装袋
Moisture Proof and

Anti-Electrostatic Foil Bag

标签
Label

密封
Sealed

外包装箱 Cardboard Box

标签说明 Label Explanation

深 圳市 光贝电 子有 限公 司
Shenzhen light bei electronic Co., LTD
地址：深圳市福田区振华路高科德电子市场一楼 12223 
电话：（0755）82563337 
传真：（0755）82563337 

LIGHTBEI
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