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 Submersible  Sewage Sump Pump 
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TEL:+8610 51906628 
FAX:+8610 88580150 

Applications 
● Wastewater treatment systems in high buildings, mines, industrial and 

municipal projects. 
● Drainage sewage relay and treatment in municipal environment pro-

tection systems. 
● Field drilling and mining. 
● Drainage in foodstuff, pharmacy and commercial systems. 
● Drainage in flood control and water plants. 
● Drainage in agricultural irrigation and so on. 

Model Nomenclature 
e.g.:  65AWQ25-12-2.2 
65  − Discharge Dia. (mm) 
AQW − Submersible Sewage Sump Pump 
25  − Designed Capacity (m

3
/h) 

12  − Designed Head (m) 
2.2 − Horsepower (kw) 

Performance  
AWQ discharge Dia.   Ø50~Ø150 (mm) 
Capacity          12.5~180 (m

3
/h) 

Head        7~35 (m) 
Power       1.5~7.5 (kw) 
Voltage       380V/415V 
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Configuration  
Drawing 

® 

Features: 
 
1. Triple sealed cables 
2. Double M. seals 
3. Complete internal construction and ar-

rangements 
4. Double volute/vane, semi-open non-

clogging operation 
5. Motors comply to NEMA, IEC standards 
6. Electric & hydraulic design standardized 

for complete series of pumps 



 V-FLO 
® 

4   

 W
W

W
.V

-F
L
O

.C
O

M
 

 W
W

W
.V

-F
L
O

.C
O

M
 

         V-FLO                                                  Add: 5th Floor East, Jiahuiyuan, Huaao Center, 31 Zizhuyuan Road,  
Haidian District, Beijing, China 100089   

TEL:+8610 51906628 
FAX:+8610 88580150 

Family Curves for AQW Series 

® 
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P erformance 
Data Charts 

® 

Model 

Discharge Capacity Head Speed Power Eff. Weight 

Item 
(mm) (m3/h) (m) (r/min) (kw) (%) (kg) 

1 50AQW10-18-1.5 50 10 18 1.5 44.2 44.2 50 

2 50AQW12.5-22-2.2 50 12.5 22 2.2 48.2 48.2 50 

3 65AQW20-10-1.5 65 20 10 1.5 53.1 53.1 54 

4 65AQW25-12-2.2 65 25 12 2.2 58.4 58.4 55 

5 65AQW20-18-3 65 20 18 3 57.5 57.5 57 

6 65AQW25-22-4 65 25 22 4 55 55 60 

7 65AQW25-30-5.5 65 25 30 5.5 61.2 61.2 100 

8 65AQW30-35-7.5 65 30 35 7.5 61.2 61.2 100 

9 80AQW45-10-3 80 45 10 3 67.4 67.4 65 

10 80AQW50-12-4 80 50 12 4 67.5 67.5 70 

11 80AQW45-20-5.5 80 45 20 5.5 57 57 110 

12 80AQW50-24-7.5 80 50 24 7.5 58.4 58.4 110 

13 100AQW90-10-5.5 100 90 10 5.5 67.9 67.9 120 

14 100AQW100-12-7.5 100 100 12 7.5 67.2 67.2 120 

15 150AQW140-7-5.5 150 140 7 5.5 73.2 73.2 130 

16 150AQW180-9-7.5 150 180 9 7.5 72.9 72.9 130 
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Installation Dimensions 

® 

® 

Item Model ФA ФB ФC δ n1-Фf e f g h n2-ФK H1 h1 

1 50AQW10-18-1.5 
125 165 25 4-187.5 320 390 320 390 4-20 400 25 50 

2 50AQW12.5-22-2.2 

3 65AQW20-10-1.5 

65 145 150 25 4-17.5 350 420 360 400 4-24 480 25 

4 65AQW25-12-2.2 

5 65AQW20-18-3 

6 65AQW25-22-4 

7 65AQW25-30-5.5 

8 65AQW30-35-7.5 

9 80AQW45-10-3 

80 160 200 25 8-17.5 350 420 360 400 4-24 480 25 
10 80AQW50-12-4 

11 80AQW45-20-5.5 

12 80AQW20-24-7.5 

13 100AQW90-10-5.5 
100 180 220 25 8-17.5 350 420 360 425 4-24 480 25 

14 100AQW140-7-5.5 

15 150AQW140-7-5.5 
150 240 285 26 8-22 350 420 360 425 4-24 480 25 

16 150AQW180-9-7.5 

Item Model L M m n p l H3min K H H2 T1 E×(F) 

1 50AQW10-18-1.5 
472 407 100 60 18 112 0 

243 680 790 
90 550×550 

2 50AQW12.5-22-2.2 243 680 790 

3 65AQW20-10-1.5 

472 407 100 60 18 112 0 

248 660 850 

105 650×650 

4 65AQW25-12-2.2 248 660 850 

5 65AQW20-18-3 263 857 1000 

6 65AQW25-22-4 263 857 1000 

7 65AQW25-30-5.5 283 843 1000 

8 65AQW30-35-7.5 283 843 1000 

9 80AQW45-10-3 

472 407 100 60 18 112 0 

263 857 1000 

105 750×650 
10 80AQW50-12-4 263 857 1000 

11 80AQW45-20-5.5 283 843 1000 

12 80AQW20-24-7.5 283 843 1000 

13 100AQW90-10-5.5 
505 440 100 60 18 132 50 

368 843 1000 
105 900×750 

14 100AQW140-7-5.5 368 843 1000 

15 150AQW140-7-5.5 
505 440 100 60 18 132 50 

400 878 1000 
105 1200×850 

16 150AQW180-9-7.5 400 878 1000 
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® 

Installations Modes & Sketches 

Installation with Auto 
-coupling Mechanism 

Fixed Wet Pit 
 Installation 

Fixed Dry Pit Installation 

Movable Installation 

® 
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F ixed Installation 
with coupling Mechanism 

® 
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Starter Cabinet 

These Pump Starters are specially designed for start and controlling of various kinds of pumps. 
Integrated with liquid level control chip and network connection, the compact starter is actually a 
multifunctional control cabinet, capable of automatic start and stop at designed liquid levels, pro-

tections of overload, overheat, over voltage，electricity creepage and so on. Ideal for automatic 

Pumps Starter 

Terminal Box 

Cable Piping 

PUMP STATION PLANNING SKETCH 

® 

® 


