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ISG 
IRG  GRG  
IHG   YG 

IN-LINE 
PUMP 

ISG Series In-line pumps，designed in accordance with ISO2858 standard，
are single-stage single-suction vertical centrifugal pumps featured by integrated 
simple construction for less space, easy installation, smooth operation with less 
noise and free of daily maintenance due to the introduction of high quality me-
chanical seals.  

WWW.V-FLO.COM 
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4 series In-line pumps are available for different applications, namely: 

● ISG：for application of clean water or similar liquids within the temperature range of 0 ~ 80℃, 
for instance cold/hot water circulation for air conditioning systems, water supply for high build-
ings, water boosting for fire fighting systems, long distance water delivery, process circulation 
boost for industrial production, sprinkling irrigation for gardens etc.. 

● IRG：for pumping of hot water up 120℃ circulating in greenhouse, boiler, bathroom and other 
HVAC systems. Also applicable to circulation boost of non-corrosive hot water in various indus-
tries. 

● GRG：for pumping of high temperature (up to 240℃) and non-corrosive water, e.g. water circu-
lation in boilers and heating systems. 

● IHG：for pumping and boosting of various kinds of corrosive liquids (≤100℃)in industries like 
chemical, environment protection, foodstuff and brewery, pharmacy, papermaking and textiles 
etc.. 

● YG：for pumping of non-corrosive oil and petrochemicals (viscosity<120mm2/s) within the tem-

perature range of -20 ~ 120℃. 

 

ISG   
for Clean Water 

IRG   
for Hot Water 

IHG   
for Chemicals 

YG   
for Oils 
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Model Nomenclature： 
e.g. Model ISGD40-125A 
40      —  Suction/discharge diameter (mm) 
125    —  Nominal impeller diameter (mm) 
D        —  Low speed 
A        —  Impeller variation 
ISG    —  Single stage single suction vertical centrifugal clean water pump 
IRG    —  Single stage single suction vertical centrifugal hot water pump 
GRG    —  Single stage single suction vertical centrifugal high temperature pump 
IHG    —  Single stage single suction vertical centrifugal chemical pump 
YG    —  Single stage single suction vertical centrifugal oil pump 

 

Performance Data 

Capacity Range：              1.5 ~ 1080m3/hr 

Head Range：                   8 ~125m 

Speed：                           1450 rmp/ 2900 rpm 

Max. working pressure：   1.6 Mpa 

Suction pressure：            up to 0.3 Mpa 

Features 
● Integrated vertical construction for space and cost saving, suitable for outdoor appli-

cation when added with a motor protection cover. 
● Self-balancing hydraulic model for impeller design plus the coned suction casing perfected the 

pump operation with additionally prolonged working hours of bearings and mechanical seals. 
● Unique bearing housing design facilitated easy oiling and ensuring the pump shaft 

permanently immersed in the oil. 
● Installation and mounting as easy as a valve. 
● Vent valve designed on pump cover and water release at pump bottom, pressure de-

tecting holes at flange inlet and outlet for on-line operation monitor. 
● Application in series or parallel operation allowable. 
● Working pressure up to 1.6Mpa. 
● Direct coupling for horsepower less than 7.5kw  and flexible coupling for horsepower 

larger than 7.5kw with separate bearings for pump shaft. Easy and convenient dismantling for 
service and repairing.. 
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Configuration Drawings 

ISG  IHG  

YG  

IRG 
1— Pressure Plug 
2— Air Release Valve 
3— Impeller 
4— Mechanical Seal 
5— Bearing 
6— Motor 
7— Connection Base 
8—  Deflector 
9— Impeller Nut 
10— Pump Case 
11—Water Release 

IRG  

YG 
1— Pressure Plug 
2— Air Release Valve 
3— Impeller 
4— Mechanical Seal 
5— Bearing 
6— Motor 
7— Connection Base 
8—  Pump Cover 
9— Impeller Nut 
10— Pump Case 
11—Water Release 

ISG 
1— Pressure Plug 
2— Air Release Valve 
3— Impeller 
4— Mechanical Seal 
5— Deflector 
6— Motor 
7— Shaft 
8—  Connection Base 
9— Impeller Nut 
10— Pump Case 
11—Water Release 

IHG 
1— Air Release 
2— Impeller 
3—  Flush Piping 
4— Pump Cover 
5— Bearing 
6— Motor 
7— Connection base 
8—  Mechanical Seal 
9— Wearing Plate 
10— Impeller Nut 
11—Pump Case 
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Family Curves 
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Performance Data Charts 

m3
/h I/s

15-100

1.1

1.5

2.0

0.3

0.42

0.55

8.5

8

7

26

34

34

21000 0.18 2.3 17

20-110

1.8

2.5

3.3

0.5

0.69

0.91

16

15

13.5

25

34

35

21000 0.37 2.3 25

20-160

1.8

2.5

3.3

0.5

0.69

0.91

33

32

30

19

25

23

2900 1.1 2.3 29

25-110

2.8

4

5.2

0.78

1.11

1.44

16

15

13.5

34

42

41

2900 0.55 2.3 26

25-125

2.8

4

5.2

0.78

1.11

1.44

20.6

20

18

28

36

35

2900 0.75 2.3 28

25-125 A

2.5

3.6

4.6

0.69

1.0

1.28

17

16

14.4

35 2900 0.55 2.3 27

25-160

2.8

4

5.2

0.78

1.11

1.44

33

32

30

24

32

33

2900 1.5 2.3 39

25-160A

2.5

3.7

4.9

0.72

1.03

1.36

29

28

26

31 2900 1.1 2.3 34

32-100(I)

4.4

6.3

8.3

1.22

1.75

2.32

13.2

12.5

11.3

48

54

53

2900 0.75 2.0 32

32-125

3.5

5

6.5

0.97

1.39

1.8

22

20

18

40

44

42

2900 0.75 2.3 28

32-125A

3.1

4.5

5.8

0.86

1.25

1.61

17.6

16

14.4

40

44

42

2900 0.55 2.3 28

32-160(I)

4.4

6.3

8.3

1.22

1.75

2.32

33.2

32

30.2

34

40

42

2900 2.2 2.0 47

32-200(I)

4.4

6.3

8.3

1.22

1.75

2.32

50.5

50

48

26

33

35

2900 4 2.0 43

32-200(A)

2.8

4

5.2

0.78

1.11

1.44

44.6

44

42.7

34

40

42

2900 2.2 2.0 74

40-100

4.4

6.3

8.3

1.22

1.75

2.31

13.2

12.5

11.3

48

54

53

2900 0.55 2.3 32

40-100A

3.9

5.6

7.4

1.08

1.56

2.06

10.6

10

9

52 2900 0.17 2.3 32

40-125

4.4

6.3

8.3

1.22

1.75

2.31

21

20

18

41

46

41

2900 1.1 2.3 34

40-125A

3.9

5.6

7.4

1.08

1.56

2.06

17.6

16

14.4

40

45

41

2900 0.75 2.3 33

40-160

4.4

6.3

8.3

1.22

1.75

2.31

33

32

30

35

40

40

2900 2.2 2.3 47

40-160A

4.1

5.9

7.8

1.14

1.64

2.17

29

28

26.3

34

39

39

2900 1.5 2.3 41

Capacity

Q

Head

H

m

Weight

kg

Eff.

h

%

Speed

n

r/min

Pow er

p

KW

 

(NPSH)

r

m

Model

m3
/h I/s

40-160(I)B

7.3

10.4

13.5

2.38

2.89

3.75

23

22

20.5

50 2900 1.5 2.3 43

40-200(I)

8.8

12.5

16.3

2.44

3.47

4.53

51.2

50

48

38

46

46

2900 5.5 2.3 85

40-200(I)A

8.3

11.7

15.3

2.31

3.25

4.25

45.0

44

42

37

45

45

2900 4 2.3 75

40-200(I)B

7.5

10.6

13.8

2.08

2.94

3.83

37

36

34

44 2900 3 2.3 63

40-250(I)

8.8

12.5

16.3

2.44

3.47

4.53

81.2

100

77.5

31

38

40

2900 11 2.3 145

40-250(I)A

8.2

11.6

15.2

2.28

3.22

4.22

71.0

70

68

38 2900 7.5 2.3 145

40-250(I)B

7.6

10.8

14

2.11

3.0

3.89

61.4

60

58

37 2900 7.5 2.3 95

40-250(I)C

7.1

10.0

13.1

1.97

2.78

3.64

61.4

60

58

36 2900 5.5 2.3 88

50-100

8.8

12.5

16.5

2.44

1.47

4.53

13.6

12.5

11.1

55

62

60

2900 1.1 2.3 36

50-100A

8

11

14.5

2.22

3.05

4.03

11

10

9

60 2900 0.75 2.3 35

50-125

8.8

12.5

16.3

2.44

1.47

4.83

21.5

20

17.8

49

58

57

2900 2.2 2.3 43

50-125A

8

11

14.5

2.22

3.05

4.03

17

16

14

57 2900 1.5 2.3 38

50-160

8.8

12.5

16.3

2.44

3.47

4.03

33

32

10

45

52

51

2900 3 2.3 59

50-160A

8.2

11.7

15.2

2.28

1.25

4.22

20

28

26

44

51

50

2900 3 2.3 51

50-160B

7.3

10.4

13.5

2.18

2.89

1.75

23

22

20.5

50 2900 2.2 2.3 47

50-200

8.8

12.5

16.3

2.44

3.47

4.53

52

50

48

38

46

46

2900 5.5 2.3 101

50-200A

8.3

11.7

15.3

2.31

3.25

4.25

45.8

44

42

37

45

45

2900 4 2.3 100

50-200B

7.5

10.6

13.8

2.08

2.94

3.83

37

36

34

44 2900 4 2.3 68

50-250

8.8

12.5

16.3

2.44

3.47

4.53

82

100

77.5

29

38

40

2900 11 2.3 160

50-250A

8.2

11.6

15.2

2.28

3.22

4.22

71.5

70

68

38 2900 7.5 2.3 115

Speed

n

r/min

Pow er

p

KW

 (NPSH)r

m

Weight

kg
Model

Capacity

Q

Head

H

m

Eff.

h

%
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Performance Data Charts 

m3
/h I/s

50-250(I)A

16.4

23.4

30.5

4.56

6.5

8.47

71.5

70

67

39

50

52

2900 11 2.5 165

50-250(I)B

15

21.6

28

4.17

6.0

7.78

61

60

57.4

38

49

54

2900 11 2.5 165

50-315(I)

17.5

25

28

4.86

6.94

9.03

128

125

122

30

40

44

2900 30 2.5 310

50-315(I)A

16.6

23.7

31

4.61

6.58

8.6

115

113

110

39 2900 22 2.5 245

50-315(I)B

15.7

22.5

29.2

4.36

6.25

8.0

103

101

98

38 2900 18.5 2.5 215

50-315(I)C

14.4

20.6

26.8

4.0

5.72

7.44

86

85

83

67

69

69

2900 15 2.5 195

65-100

17.5

25

32.5

4.86

6.94

9.03

13.7

12.5

10.5

67

69

69

2900 1.5 2.5 46

65-100A

15.6

22.3

29

4.3

6.19

8.1

11

10

8.4

65

67

68

2900 1.1 2.5 41

65-125

17.5

25

32.5

4.86

6.94

9.03

21.5

20

18

60

68

67

2900 3 2.5 58

65-125A

15.6

22.3

29

4.33

6.19

8.1

17

16

14.4

58

66

65

2900 2.2 2.5 49

65-160

17.5

25

32.5

4.86

6.94

9.03

34.4

32

27.5

54

63

60

2900 5.5 2.5 75

65-160A

16.4

23.4

30.4

4.56

6.5

8.44

30

28

24

54

62

59

2900 4 2.5 75

65-160B

15

21.6

28

4.17

6

7.78

26

24

20.6

58 2900 4 2.5 63

65-200

17.5

25

32.5

4.86

6.94

9.03

52.7

50

45.5

49

58

59

2900 7.5 2.5 107

65-200A

16.4

23.5

30.5

4.56

6.53

8.47

46.4

44

40

48

57

58

2900 7.5 2.5 107

65-200B

15.0

21.8

28.3

4.22

6.06

7.86

40

38

34.5

55 2900 5.5 2.5 100

65-250

17.5

25

32.5

4.86

6.94

9.03

82

100

76.5

39

50

52

2900 15 2.5 1100

65-250A

16.4

23.4

30.5

4.56

6.5

8.47

71.5

70

67

39

50

39

2900 15 2.5 1100

65-250B

15

21.6

28

4.17

6

7.78

61

60

57.4

38

49

54

2900 11 2.5 170

65-315

17.5

25

32.5

4.86

6.94

9.03

127

125

122

32

40

44

2900 30 2.5 320

65-315A

16.6

23.7

31

4.61

6.58

8.6

115

113

110

32

40

44

2900 22 2.5 320

65-315B

15.7

22.5

29.2

4.36

6.25

8

103

101

98

39 2900 18.5 2.5 255

65-315C

14.4

20.6

26.8

4

5.72

7.44

86

85

83

38 2900 15 2.5 225

Model

Capacity

Q

Head

H

m

Eff.

h

%

Speed

n

r/min

Pow er

p

KW

 

(NPSH)

r

Weight

kg
m3

/h I/s

65-250(I)

35

50

65

9.0

13.9

18.1

83

80

72

52

59

60

2900 22 3.0 235

65-250(I)A

32.5

46.7

61

9.0

13.0

16.9

73

70

63

52

59

60

2900 18.5 3.0 205

65-250(I)B

30

43.3

56

8.3

12.0

15.6

62

60

54

58 2900 15 3.0 180

65-315(I)

35

50

65

9.72

13.9

18.1

128

125

121

44

54

57

2900 37 3.0 350

65-315(I)A

32.5

46.5

60.5

9.0

12.9

16.8

112.6

110

106.4

43

54

57

2900 30 3.0 335

65-315(I)B

31

44.5

58

8.6

12.4

16.1

102.5

100

98

53 2900 30 3.0 335

65-315(I)C

29

41

53.6

8.1

11.4

14.9

87

85

83

51 2900 22 3.0 270

80-100

35

50

65

9.72

13.9

18.1

13.8

12.5

10

67

73

70

2900 3 3 63

80-100A

31.3

44.7

58

8.7

12.5

16.1

11

10

8

66

72

69

2900 2.2 3 54

800-125

35

50

65

9.72

13.9

10.1

22

20

17

67

72.5

70

2900 5.5 3 99

80-125A

31.3

45

58

8.7

12.5

16.1

17.5

16

13.6

66

71

69

2900 4 3 79

80-160

35

50

65

9.72

13.9

18.1

35

32

28

63

71

70

2900 7.5 3 105

80-160A

32.7

46.7

61

9.1

13

16.9

30.6

28

24

62

70

69

2900 7.5 3 105

80-160B

30.3

43.3

56.3

8.4

12

15.6

26

24

21

69 2900 6.5 3 98

80-200

35

50

65

9.72

13.9

18.1

53.5

50

46

55

57

68

2900 15 3 175

80-200A

32.8

47

61

9.1

13.1

16.9

47

44

40

54

66

67

2900 11 3 165

80-200B

30.5

43.5

56.6

8.5

12.1

15.7

40.6

38

33.4

65 2900 7.5 3 115

80-250

35

50

65

9.72

13.9

18.1

83

100

72

52

59

60

2900 22 3 240

80-250A

32.5

46.7

61

9.0

13.0

16.9

73

70

63

52

59

60

2900 18.5 3 210

80-250B

30

43.3

56

8.3

12.0

15.6

62

60

54

58 2900 15 3 185

80-315

35

50

65

9.72

13.9

18.1

128

125

122

43

54

57

2900 37 3 355

80-315A

32.5

46.5

60.5

9.0

12.9

16.8

112.6

110

107.4

43

54

57

2900 37 3 340

80-315B

31

44.5

58

8.6

12.4

16.1

102.5

100

98

53 2900 30 3 340

Speed

n

r/min

Pow er

p

KW

 (NPSH)r

m

Weight

kg
Model

Capacity

Q

Head

H

m

Eff.

h

%
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Performance Data Charts 

m3/h I/s

100-200(I)

96

160

192

26.7

44.4

53.3

53

50

45

69

79

78

2900 37 5.2 402

100-200(I)A

84

140

168

23.3

39

46.7

48

45

40

64

74

73

2900 30 4.5 395

100-200(I)B

60

100

120

16.7

27.8

33.3

43

40

36

72 2900 22 4.5 360

100-250(I)

96

160

192

26.7

44.4

53.3

83

80

72

65

77

74

2900 55 4.8 560

100-250(I)A

84

140

168

23.3

39

46.7

75

75

65

60

72

69

2900 45 4.5 420

100-250(I)B

60

100

120

16.7

27.8

33.3

68

65

58

70 2900 37 4.5 400

100-350(I)

60

100

120

16.7

27.8

33.3

153.6

150

142

72

57

74

2900 90 4.0 950

100-350(I)A

61

87

113

16.9

24.2

31.4

145.6

142

134

75 2900 75 4.0 830

100-350(I)B

58

82

107

16.1

22.8

29.7

138.6

135

127

75 2900 55 4.0 600

125-100

96

160

192

26.7

44.4

53.3

13

12.5

12

82 2900 11 4.0 180

125-100A

86

143

172

23.9

39.7

47.8

10.4

10

9.6

77 2900 7.5 4.0 125

125-125

96

160

192

26.7

44.4

53.3

22.6

20

17

80 2900 15 4.0 220

125-125A

86

143

172

23.9

39.7

47.8

18

16

13.6

77 2900 11 4.0 210

125-160

96

160

192

26.7

44

53.3

36

32

28

78 2900 22 4.0 265

125-160A

90

150

180

25

41.7

50

31.5

28

24.5

76 2900 18.5 4.0 230

125-160B

83

138

166

21.7

38.3

46.1

27

24

21

73 2900 15 4.0 215

125-200

120

200

240

33.3

55.6

66.7

55

50

46

77 2900 37 4.5 395

125-200A

90

150

180

25

41.7

50

48.4

44

40.5

76 2900 30 4.5 380

125-200B

83

138

166

21.7

38.3

46.1

41.3

37.5

34.5

75 2900 22 4.5 320

125-250

120

200

240

33.3

55.6

66.7

87

80

73

75 2900 55 5.0 580

125-250A

90

150

180

25

41.7

50

76

70

84

74 2900 45 5.0 490

125-250B

83

138

166

21.7

38.3

46.1

65

60

55

73 2900 37 5.0 430

Speed

n

r/min

Pow er

p

KW

 (NPSH)r

m

Weight

kg
Model

Capacity

Q

Head

H

m

Eff.

h

%m3/h I/s

80-160(I)B

60.6

86.6

112.5

16.8

24.1

31.3

72

27

18

72 2900 11 4.5 174

80-200(I)

70

100

130

19.4

27.8

36.1

54

50

42

65

74

73

2900 22 4.0 251

80-200(I)A

65.4

93.5

121.6

18.2

26.0

33.8

47.5

44

37

64

73

72

2900 18.5 4.0 220

80-200(I)B

61

878

113

16.9

24.2

31.4

41

38

32

71 2900 15 4.0 198

80-250(I)

70

100

130

19.4

27.8

36.1

87

80

68

62

69

68

2900 37 4.0 330

80-250(I)A

65.4

93.5

121.6

18.2

26.0

33.8

76

70

59.5

61

68

67

2900 30 4.0 315

80-250(I)B

61

878

113

16.9

24.2

31.4

65

60

51

66 2900 30 4.0 315

80-315(I)

70

100

130

19.4

27.8

36.1

132

125

114

55

66

67

2900 75 4.0 675

80-315(I)A

66.5

95

123.6

18.5

26.4

34.3

119

113

103

55

66

67

2900 55 4.0 535

80-315(I)B

63

90

117

17.5

25

32.5

106.6

101

92

65 2900 45 4.0 420

80-315(I)C

58

82

107

16.1

22.8

29.7

90

85

76

63 2900 37 4.0 366

100-100

70

100

130

19.4

27.8

36.1

13.6

12.5

11

66

76

75

2900 5.5 4.5 113

100-100A

62.6

89

116

17.4

47

32.2

11

10

8.8

64

74

74

2900 4 4.5 91

100-125

70

100

130

19.4

27.8

36.1

23.5

20

14

70

76

65

2900 11 4.5 169

100-125A

62.6

89

116

17.4

47

32.2

19

16

11

68

74

63

2900 7.5 4.5 118

100-160

70

100

130

19.4

27.8

36.1

36.5

32

24

70

75

65

2900 15 4.5 191

100-160A

65.4

93.5

121.6

18.2

26.0

33.8

32

28

21

68

74

67

2900 15 4.5 181

100-160B

61

87

113

16.8

24.1

31.3

27

24

18

72 2900 11 4.5 181

100-200

70

100

130

19.4

27.8

36.1

54

50

42

65

74

73

2900 22 4.0 245

100-200A

65.4

93.5

121.6

18.2

26.0

33.8

47.5

44

37

64

73

72

2900 18.5 4.0 215

100-200B

61

87

113

16.9

24.2

31.4

41

38

32

71 2900 15 4.0 193

100-250

70

100

130

19.4

27.8

36.1

37

80

68

62

69

68

2900 37 4.0 345

 

(NPSH)

r

Weight

kg
Model

Capacity

Q

Head

H

m

Eff.

h

%

Speed

n

r/min

Pow er

p

KW
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Performance Data Charts 

m3/h I/s

150-200B

84

140

168

23.3

39

46.7

41

38

34

75 2900 22 4.0 275

150-250

140

200

260

38.9

55.6

72.6

21.8

20

17

73

79

77

1450 18.5 3.0 300

150-250A

129

184.4

240

35.8

51.2

66.7

18.5

17

14.4

72

78

76

1450 15 3.0 262

150-250B

117

167

217.5

32.5

51.2

66.7

15.2

14

12

76 1450 11 3.0 241

150-315 140

200

38.9

55.6

72.6

33.8

32

28

70

78

73

1450 30 2.5 410

150-315A

129

184.4

240

35.8

51.2

66.7

29.5

28

24.5

69

77

77

1450 22 3.5 335

150-315B

117

167

217.5

32.5

51.2

66.7

25

24

21

76 1450 18.5 3.5 315

150-350

96

160

192

26.7

44.4

53.3

153.6

150

142.8

80 2900 110 5.5 970

150-350A

90

150

180

25

41.7

50

145.6

142

134.8

70 2900 90 5.2 790

150-350B

84

140

168

23.3

39

46.7

138.6

135

127.8

65

76

74

2900 75 5.5 705

150-400 140

200

38.9

55.6

72.6

53

50

44

68

75

71

1450 45 3.5 490

150-400A

131

187

243

36.4

51.9

67.5

46.6

44

38.3

67

74

70

1450 37 3.5 454

150-400B

122

174

226.5

33.9

48.3

62.9

40

38

33

73 1450 30 3.5 435

150-400C

112

160

208

31.1

44.4

57.8

34

32

28

71 1450 22 3.5 365

150-250(I)

120

200

240

33.3

55.6

66.7

87

80

72

65

76

74

2900 75 4.5 702

150-250(I)A

112

187

224

31.1

51.9

62.2

76

70

63

64

75

73

2900 55 4.5 561

150-250(I)B

104

173

208

28.9

48.1

57.8

65

60

54

63

74

72

2900 45 4.5 460

150-315(I)

120

200

240

33.3

55.6

66.7

133

125

120

58

73

75

2900 110 4.5 980

150-315(I)A

112

187

224

31.1

51.9

62.2

116

110

105

57

72

74

2900 90 4.5 800

150-315(I)B

104

173

208

28.9

48.1

57.8

100

95

91

55

70

72

2900 75 4.5 724

200-200

140

200

260

38.9

55.6

72.2

13.8

12.5

10.5

68

78

78

1450 15 3.0 265

200-200A

129

184.4

240

34.7

49.7

64.6

11

10

8.5

66

76

76

1450 11 3.0 244

Model

Capacity

Q
Head

H

m

Eff.

h

%

Speed

n

r/min

Pow er

p

KW

 

(NPSH)

r

m

Weight

kg
m3/h I/s

200-200(I)

280

400

520

77.8

111.1

144

13.4

12.5

10.5

70

80

79

1450 22 4.0 382

200-200(I)A

250

358

465

69.4

90.4

129.2

10.7

10

8.5

68

73

77

1450 18.5 4.0 346

200-250(I)

280

400

520

77.8

111.1

144

22.2

20

14

75

80

72

1450 30 4.0 475

200-250(I)A

250

358

465

69.4

90.4

129.2

18

16

11.2

73

78

70

1450 20 4.0 405

200-250(I)B

226

322

419

62.8

89.4

116.4

14.4

13

7.3

70

75

67

1450 18.5 4.0 387

200-315(I)

280

400

520

77.8

111.1

144

36

32

26

73

80

75

1450 55 4.0 675

200-315(I)A

262

374

486

72.8

103.9

135

31.5

28

23

72

9

74

1450 45 4.0 560

200-315(I)B

242

346

450

67.3

96.1

125

27

24

19.5

78 1450 37 4.0 535

200-400(I)

280

400

520

77.8

111.1

144

54.5

50

39

75

81

77

1450 75 4.0 830

200-400(I)A

262

374

486

72.8

103.9

135

48

44

34

80 1450 75 4.0 830

200-400(I)B

242

346

450

67.3

96.1

125

41.4

38

29.6

78 1450 55 5.0 685

200-400(I)C

224

320

416

62.2

88.9

115.6

34.9

32

25

76 1450 45 5.0 580

250-250

350

550

650

97.2

152.8

180.5

22

20

16

78

82

81

1450 45 5.0 620

250-250A

300

500

600

83.3

139

166.7

18.3

17

14

76

80

80

1450 37 5.0 550

250-235

300

500

600

83.3

139

166.7

14

12.5

11

73

78

70

1480 22 4.5 410

250-300

300

500

600

83.3

139

166.7

22

20

16

78 1480 37 4.5 550

250-315

350

550

600

97.2

152.8

180.5

34

32

28

76

80

79

1450 75 5.5 890

250-315A

300

500

600

83.3

139

166.7

29.5

28

24

74

78

77

1450 55 5.5 690

250-315B

260

450

520

72.2

125

144.4

25

24

20

70

4

72

1450 45 5.5 620

250-400

300

500

600

83.3

139

166.7

54.5

50

39

72 1480 90 4.5 1530

300-235

480

720

900

133.3

200

250

20

18

15.5

77

81

74

970 55 5.0 1120

300-235A

438

607

821

121.7

182.5

228.1

16.5

15

13

75

79

72

970 45 5.0 1030

Model

Capacity

Q
Head

H

m

Eff.

h

%

Speed

n

r/min

Pow er

p

KW

 (NPSH)r

m

Weight

kg
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Family Curves 

Installation Drawings & Dimensions 
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Installation Dimensions 

L B H C1×B1 A C2×B2 4-d1 D D1 n-d Size H1

15-80 180 160 340 75×100 40 45×70 4-Φ12 G1/2 / / SD41-0.5 60

20-110 260 230 405 80×110 55 50×80 4-Φ12 G3/4 / / SD41-0.5 75

20-160 300 230 420 90×130 65 60×100 4-Φ14 G3/4 / / SD41-0.5 85

25-110 260 230 415 80×110 60 50×80 4-Φ14 Φ115 Φ85 4-Φ14 SD41-0.5 80

25-125 260 230 435 80×110 75 50×80 4-Φ14 Φ115 Φ85 4-Φ14 SD41-0.5 95

25-125 A 260 230 435 80×110 75 50×80 4-Φ14 Φ115 Φ85 4-Φ14 SD41-0.5 95

25-160 300 270 430 90×130 65 60×100 4-Φ14 Φ115 Φ85 4-Φ14 SD41-0.5 85

25-160A 300 270 415 90×130 65 60×100 4-Φ14 Φ115 Φ85 4-Φ14 SD41-0.5 85

32-100(I) 260 230 445 100×150 85 70×120 4-Φ14 Φ150 Φ110 4-Φ18 SD41-0.5 105

32-125 260 230 435 90×130 72 60×100 4-Φ14 Φ140 Φ100 4-Φ18 SD41-0.5 92

32-125A 260 230 435 90×130 72 60×100 4-Φ14 Φ140 Φ100 4-Φ18 SD41-0.5 92

32-160(I) 320 270 505 100×150 90 70×120 4-Φ14 Φ150 Φ110 4-Φ18 SD61-0.5 110

32-200(I) 340 330 560 120×170 95 80×130 4-Φ14 Φ150 Φ110 4-Φ18 SD61-0.5 115

32-200(A) 340 330 540 120×170 95 80×130 4-Φ14 Φ150 Φ110 4-Φ18 SD61-0.5 115

40-100 260 230 445 100×150 85 70×120 4-Φ14 Φ150 Φ110 4-Φ18 SD41-0.5 105

40-100A 260 230 445 100×150 85 70×120 4-Φ14 Φ150 Φ110 4-Φ18 SD41-0.5 105

40-125 280 230 445 100×150 85 70×120 4-Φ14 Φ150 Φ110 4-Φ18 SD41-0.5 105

40-125A 280 230 445 100×150 85 70×120 4-Φ14 Φ150 Φ110 4-Φ18 SD41-0.5 105

40-160 320 270 505 100×150 90 70×120 4-Φ14 Φ150 Φ110 4-Φ18 SD61-0.5 110

40-160A 320 270 485 100×150 90 70×120 4-Φ14 Φ150 Φ110 4-Φ18 SD61-0.5 110

40-160B 320 270 470 100×150 90 70×120 4-Φ14 Φ150 Φ110 4-Φ18 SD61-0.5 110

40-200 340 330 560 120×170 95 80×130 4-Φ14 Φ150 Φ110 4-Φ18 SD61-0.5 115

40-200A 340 330 540 120×170 95 80×130 4-Φ14 Φ150 Φ110 4-Φ18 SD61-0.5 115

40-200B 340 330 505 120×170 95 80×130 4-Φ14 Φ150 Φ110 4-Φ18 SD61-0.5 115

40-250 400 405 630 120×170 95 80×130 4-Φ14 Φ150 Φ110 4-Φ18 SD61-0.5 115

40-250A 400 405 630 120×170 95 80×130 4-Φ14 Φ150 Φ110 4-Φ18 SD61-0.5 115

40-250B 400 405 565 120×170 95 80×130 4-Φ14 Φ150 Φ110 4-Φ18 SD61-0.5 115

40-100(I) 300 230 455 120×170 90 80×130 4-Φ14 Φ150 Φ110 4-Φ18 SD41-0.5 110

40-100(I)A 300 230 455 120×170 90 80×130 4-Φ14 Φ150 Φ110 4-Φ18 SD41-0.5 110

40-125(I) 300 240 465 120×170 90 80×130 4-Φ14 Φ150 Φ110 4-Φ18 SD41-0.5 110

40-125(I)A 300 240 450 120×170 90 80×130 4-Φ14 Φ150 Φ110 4-Φ18 SD41-0.5 110

40-160(I) 340 300 550 120×170 95 80×130 4-Φ14 Φ150 Φ110 4-Φ18 SD61-0.5 115

40-160(I)A 340 300 515 120×170 95 80×130 4-Φ14 Φ150 Φ110 4-Φ18 SD61-0.5 115

40-160(I)B 340 300 490 120×170 95 80×130 4-Φ14 Φ150 Φ110 4-Φ18 SD61-0.5 115

40-200(I) 360 350 635 120×170 95 80×130 4-Φ14 Φ150 Φ110 4-Φ18 SD61-0.5 115

40-200(I)A 360 350 570 120×170 95 80×130 4-Φ14 Φ150 Φ110 4-Φ18 SD61-0.5 115

40-200(I)B 360 350 550 120×170 95 80×130 4-Φ14 Φ150 Φ110 4-Φ18 SD61-0.5 115

40-250(I) 440 430 780 140×200 105 100×160 4-Φ18 Φ165 Φ125 4-Φ18 JSD2-3 205

40-250(I)A 440 360 650 140×200 105 100×160 4-Φ18 Φ165 Φ125 4-Φ18 JSD2-3 205

40-250(I)B 440 360 650 140×200 105 100×160 4-Φ18 Φ165 Φ125 4-Φ18 JSD2-3 205

40-250(I)C 440 360 650 140×200 105 100×160 4-Φ18 Φ165 Φ125 4-Φ18 JSD2-3 205

50-100 290 230 455 120×150 95 70×120 4-Φ14 Φ165 Φ125 4-Φ18 SD41-0.5 115

50-100A 290 230 455 120×150 95 70×120 4-Φ14 Φ165 Φ125 4-Φ18 SD41-0.5 115

50-125 300 240 465 120×150 95 70×120 4-Φ14 Φ165 Φ125 4-Φ18 SD41-0.5 115

50-125A 300 240 450 120×150 95 70×120 4-Φ14 Φ165 Φ125 4-Φ18 SD41-0.5 115

50-160 320 300 550 120×170 100 80×130 4-Φ14 Φ165 Φ125 4-Φ18 SD61-0.5 120

50-160A 320 300 515 120×170 100 80×130 4-Φ14 Φ165 Φ125 4-Φ18 SD61-0.5 120

50-160B 320 300 490 120×170 100 80×130 4-Φ14 Φ165 Φ125 4-Φ18 SD61-0.5 120

50-200 360 350 635 120×170 100 80×130 4-Φ14 Φ165 Φ125 4-Φ18 SD61-0.5 120

50-200A 360 350 570 120×170 100 80×130 4-Φ14 Φ165 Φ125 4-Φ18 SD61-0.5 120

50-200B 360 350 550 120×170 100 80×130 4-Φ14 Φ165 Φ125 4-Φ18 SD61-0.5 120

50-250 440 430 780 140×200 105 100×160 4-Φ18 Φ165 Φ125 4-Φ18 JSD2-3 205

Flange Dimensions Isolator
Model

Overall Dimensions Installation Dimensios
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L B H C1×B1 A C2×B2 4-d1 D D1 n-d Size H1

50-250A 440 360 650 140×200 105 100×160 4-Φ18 Φ165 Φ125 4-Φ18 JSD2-3 205

50-250B 440 360 650 140×200 105 100×160 4-Φ18 Φ165 Φ125 4-Φ18 JSD2-3 205

50-250C 440 360 650 140×200 105 100×160 4-Φ18 Φ165 Φ125 4-Φ18 JSD2-3 205

50-100(I) 320 235 475 140×200 105 100×160 4-Φ18 Φ165 Φ125 4-Φ18 SD41-0.5 125

50-100(I)A 320 235 460 140×200 105 100×160 4-Φ18 Φ165 Φ125 4-Φ18 SD41-0.5 125

50-125(I) 340 280 550 140×200 95 100×160 4-Φ18 Φ165 Φ125 4-Φ18 SD61-0.5 110

50-125(I)A 340 280 515 140×200 95 100×160 4-Φ18 Φ165 Φ125 4-Φ18 SD61-0.5 110

50-160(I) 360 305 570 140×200 100 100×160 4-Φ18 Φ165 Φ125 4-Φ18 SD61-0.5 120

50-160(I)A 360 305 570 140×200 100 100×160 4-Φ18 Φ165 Φ125 4-Φ18 SD61-0.5 120

50-160(I)B 360 305 550 140×200 100 100×160 4-Φ18 Φ165 Φ125 4-Φ18 SD61-0.5 120

50-200(I) 380 350 635 140×200 105 100×160 4-Φ18 Φ165 Φ125 4-Φ18 SD61-0.5 125

50-200(I)A 380 350 635 140×200 105 100×160 4-Φ18 Φ165 Φ125 4-Φ18 SD61-0.5 125

50-200(I)B 380 350 635 140×200 105 100×160 4-Φ18 Φ165 Φ125 4-Φ18 SD61-0.5 125

50-250(I) 480 435 785 160×220 110 120×180 4-Φ18 Φ165 Φ125 4-Φ18 JSD2-3 210

50-250(I)A 480 435 785 160×220 110 120×180 4-Φ18 Φ165 Φ125 4-Φ18 JSD2-3 210

50-250(I)B 480 435 785 160×220 110 120×180 4-Φ18 Φ165 Φ125 4-Φ18 JSD2-3 210

50-315(I) 550 510 920 190×280 110 150×240 4-Φ18 Φ165 Φ125 4-Φ18 JSD2-3 210

50-315(I)A 550 470 855 190×280 110 150×240 4-Φ18 Φ165 Φ125 4-Φ18 JSD2-3 210

50-315(I)B 550 435 830 190×280 110 150×240 4-Φ18 Φ165 Φ125 4-Φ18 JSD2-3 210

50-315(I)C 550 435 785 190×280 110 150×240 4-Φ18 Φ165 Φ125 4-Φ18 JSD2-3 210

65-100 320 235 475 140×200 105 100×160 4-Φ18 Φ185 Φ145 4-Φ18 SD41-0.5 125

65-100A 320 235 460 140×200 105 100×160 4-Φ18 Φ185 Φ145 4-Φ18 SD41-0.5 125

65-125 340 280 550 140×200 100 100×160 4-Φ18 Φ185 Φ145 4-Φ18 SD61-0.5 110

65-125A 340 280 515 140×200 100 100×160 4-Φ18 Φ185 Φ145 4-Φ18 SD61-0.5 110

65-160 360 305 570 140×200 100 100×160 4-Φ18 Φ185 Φ145 4-Φ18 SD61-0.5 120

65-160A 360 305 570 140×200 100 100×160 4-Φ18 Φ185 Φ145 4-Φ18 SD61-0.5 120

65-160B 360 305 550 140×200 100 100×160 4-Φ18 Φ185 Φ145 4-Φ18 SD61-0.5 120

65-200 380 350 635 140×200 105 100×160 4-Φ18 Φ185 Φ145 4-Φ18 SD61-0.5 125

65-200A 380 350 635 140×200 105 100×160 4-Φ18 Φ185 Φ145 4-Φ18 SD61-0.5 125

65-200B 380 350 635 140×200 105 100×160 4-Φ18 Φ185 Φ145 4-Φ18 SD61-0.5 125

65-250 480 435 785 160×220 110 120×180 4-Φ18 Φ185 Φ145 4-Φ18 JSD2-3 210

65-250A 480 435 785 160×220 110 120×180 4-Φ18 Φ185 Φ145 4-Φ18 JSD2-3 210

65-250B 480 435 785 160×220 110 120×180 4-Φ18 Φ185 Φ145 4-Φ18 JSD2-3 210

65-315 550 510 920 190×280 110 150×240 4-Φ18 Φ185 Φ145 4-Φ18 JSD2-3 210

65-315A 550 470 855 190×280 110 150×240 4-Φ18 Φ185 Φ145 4-Φ18 JSD2-3 210

65-315B 550 435 830 190×280 110 150×240 4-Φ18 Φ185 Φ145 4-Φ18 JSD2-3 210

65-315C 550 435 785 190×280 110 150×240 4-Φ18 Φ185 Φ145 4-Φ18 JSD2-3 210

65-100(I) 400 285 570 140×200 120 100×160 4-Φ18 Φ185 Φ145 4-Φ18 SD61-0.5 140

65-100(I)A 400 245 535 140×200 120 100×160 4-Φ18 Φ185 Φ145 4-Φ18 SD61-0.5 140

65-125(I) 400 360 660 140×200 120 100×160 4-Φ18 Φ185 Φ145 4-Φ18 SD61-0.5 140

65-125(I)A 400 315 595 140×200 120 100×160 4-Φ18 Φ185 Φ145 4-Φ18 SD61-0.5 140

65-160(I) 400 360 660 140×200 125 100×160 4-Φ18 Φ185 Φ145 4-Φ18 SD61-0.5 145

65-160(I)A 400 360 660 140×200 125 100×160 4-Φ18 Φ185 Φ145 4-Φ18 SD61-0.5 145

65-160(I)B 400 315 660 140×200 125 100×160 4-Φ18 Φ185 Φ145 4-Φ18 SD61-0.5 145

65-200(I) 450 430 795 140×200 125 100×160 4-Φ18 Φ185 Φ145 4-Φ18 JSD2-3 225

65-200(I)A 450 430 795 140×200 125 100×160 4-Φ18 Φ185 Φ145 4-Φ18 JSD2-3 225

65-200(I)B 450 360 665 140×200 125 100×160 4-Φ18 Φ185 Φ145 4-Φ18 JSD2-3 225

65-250(I) 480 465 870 160×220 130 120×180 4-Φ18 Φ185 Φ145 4-Φ18 JSD2-3 230

65-250(I)A 480 430 850 160×220 130 120×180 4-Φ18 Φ185 Φ145 4-Φ18 JSD2-3 230

65-250(I)B 480 430 805 160×220 130 120×180 4-Φ18 Φ185 Φ145 4-Φ18 JSD2-3 230

65-315(I) 550 530 1000 190×280 130 150×240 4-Φ18 Φ185 Φ145 4-Φ18 JSD2-3 230

65-315(I)A 550 530 1000 190×280 130 150×240 4-Φ18 Φ185 Φ145 4-Φ18 JSD2-3 230

Model
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65-315(I)B 500 530 1000 190×280 130 150×240 4-Φ18 Φ185 Φ145 4-Φ18 JSD2-3 230

65-315(I)C 550 470 885 190×280 130 150×240 4-Φ18 Φ185 Φ145 4-Φ18 JSD2-3 230

80-100 400 285 570 140×200 120 100×160 4-Φ18 Φ200 Φ160 8-Φ18 SD61-0.5 140

80-100A 400 245 535 140×200 120 100×160 4-Φ18 Φ200 Φ160 8-Φ18 SD61-0.5 140

800-125 400 360 660 140×200 120 100×160 4-Φ18 Φ200 Φ160 8-Φ18 SD61-0.5 140

80-125A 400 315 595 140×200 120 100×160 4-Φ18 Φ200 Φ160 8-Φ18 SD61-0.5 140

80-160 400 360 660 140×200 125 100×160 4-Φ18 Φ200 Φ160 8-Φ18 SD61-0.5 145

80-160A 400 360 660 140×200 125 100×160 4-Φ18 Φ200 Φ160 8-Φ18 SD61-0.5 145

80-160B 400 315 660 140×200 125 100×160 4-Φ18 Φ200 Φ160 8-Φ18 SD61-0.5 145

80-200 430 430 795 140×200 125 100×160 4-Φ18 Φ200 Φ160 8-Φ18 JSD2-3 225

80-200A 430 430 795 140×200 125 100×160 4-Φ18 Φ200 Φ160 8-Φ18 JSD2-3 225

80-200B 430 360 665 140×200 125 100×160 4-Φ18 Φ200 Φ160 8-Φ18 JSD2-3 225

80-250 480 465 870 160×220 130 120×180 4-Φ18 Φ200 Φ160 8-Φ18 JSD2-3 230

80-250A 480 430 850 160×220 130 120×180 4-Φ18 Φ200 Φ160 8-Φ18 JSD2-3 230

80-250B 480 430 805 160×220 130 120×180 4-Φ18 Φ200 Φ160 8-Φ18 JSD2-3 230

80-315 580 530 1000 190×280 130 150×240 4-Φ18 Φ200 Φ160 8-Φ18 JSD2-3 230

80-315A 580 530 1000 190×280 130 150×240 4-Φ18 Φ200 Φ160 8-Φ18 JSD2-3 230

80-315B 580 530 1000 190×280 130 150×240 4-Φ18 Φ200 Φ160 8-Φ18 JSD2-3 230

80-315C 580 470 885 190×280 130 150×240 4-Φ18 Φ200 Φ160 8-Φ18 JSD2-3 230

80-350 630 610 1100 202×260 130 166×220 4-Φ18 Φ200 Φ160 4-Φ18 JSD-85 280

80-350A 630 575 1015 202×260 130 166×220 4-Φ18 Φ200 Φ160 4-Φ18 JSD-85 280

80-350B 630 545 975 202×260 130 166×220 4-Φ18 Φ200 Φ160 4-Φ18 JSD-85 280

80-100(I) 460 360 675 160×220 140 120×180 4-Φ18 Φ200 Φ160 8-Φ18 SD61-0.5 160

80-100(I)A 460 360 610 160×220 140 120×180 4-Φ18 Φ200 Φ160 8-Φ18 SD61-0.5 160

80-125(I) 450 430 805 160×220 140 120×180 4-Φ18 Φ200 Φ160 8-Φ18 JSD2-3 240

80-125(I)A 450 350 675 160×220 140 120×180 4-Φ18 Φ200 Φ160 8-Φ18 JSD2-3 240

80-160(I) 500 430 835 160×220 160 120×180 4-Φ18 Φ200 Φ160 8-Φ18 JSD2-3 260

80-160(I)A 500 430 835 160×220 160 120×180 4-Φ18 Φ200 Φ160 8-Φ18 JSD2-3 260

80-160(I)B 500 430 835 160×220 160 120×180 4-Φ18 Φ200 Φ160 8-Φ18 JSD2-3 260

80-200(I) 480 475 880 160×220 135 120×180 4-Φ18 Φ200 Φ160 8-Φ18 JSD2-3 235

80-200(I)A 480 430 860 160×220 135 120×180 4-Φ18 Φ200 Φ160 8-Φ18 JSD2-3 235

80-200(I)B 480 430 815 160×220 135 120×180 4-Φ18 Φ200 Φ160 8-Φ18 JSD2-3 235

80-250(I) 550 520 1015 190×280 155 150×240 4-Φ22 Φ200 Φ160 8-Φ18 JSD2-3 275

80-250(I)A 550 520 1015 190×280 155 150×240 4-Φ22 Φ200 Φ160 8-Φ18 JSD2-3 275

80-250(I)B 550 520 1015 190×280 155 150×240 4-Φ22 Φ200 Φ160 8-Φ18 JSD2-3 275

80-315(I) 580 700 1235 190×280 165 150×240 4-Φ22 Φ200 Φ160 8-Φ18 JSD2-3 285

80-315(I)A 580 640 1165 190×280 165 150×240 4-Φ22 Φ200 Φ160 8-Φ18 JSD2-3 285

80-315(I)B 580 580 1080 190×280 165 150×240 4-Φ22 Φ200 Φ160 8-Φ18 JSD2-3 285

80-315(I)C 580 520 1040 190×280 165 150×240 4-Φ22 Φ200 Φ160 8-Φ18 JSD2-3 285

100-100 460 360 675 160×220 140 120×180 4-Φ18 Φ220 Φ180 8-Φ18 SD61-0.5 160

100-100A 460 315 610 160×220 140 120×180 4-Φ18 Φ220 Φ180 8-Φ18 SD61-0.5 160

100-125 440 430 805 160×220 140 120×180 4-Φ18 Φ220 Φ180 8-Φ18 JSD2-3 240

100-125A 440 350 675 160×220 140 120×180 4-Φ18 Φ220 Φ180 8-Φ18 JSD2-3 240

100-160 500 430 835 160×220 160 120×180 4-Φ18 Φ220 Φ180 8-Φ18 JSD2-3 260

100-160A 500 430 835 160×220 160 120×180 4-Φ18 Φ220 Φ180 8-Φ18 JSD2-3 260

100-160B 500 43 835 160×220 160 120×180 4-Φ18 Φ220 Φ180 8-Φ18 JSD2-3 260

100-200 480 475 880 160×220 140 120×180 4-Φ18 Φ220 Φ180 8-Φ18 JSD2-3 240

100-200A 480 430 860 160×220 140 120×180 4-Φ18 Φ220 Φ180 8-Φ18 JSD2-3 240

100-200B 480 430 815 160×220 140 120×180 4-Φ18 Φ220 Φ180 8-Φ18 JSD2-3 240

100-250 550 520 1015 160×220 155 120×180 4-Φ22 Φ220 Φ180 8-Φ18 JSD2-3 275

100-250A 550 520 1015 160×220 155 120×180 4-Φ22 Φ220 Φ180 8-Φ18 JSD2-3 275

100-250B 550 520 1015 160×220 155 120×180 4-Φ22 Φ220 Φ180 8-Φ18 JSD2-3 275

Model
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100-315 630 700 1235 250×300 165 210×260 4-Φ22 Φ220 Φ180 8-Φ18 JSD3-2 285

100-315A 630 640 1165 250×300 165 210×260 4-Φ22 Φ220 Φ180 8-Φ18 JSD3-2 285

100-315B 630 580 1080 250×300 165 210×260 4-Φ22 Φ220 Φ180 8-Φ18 JSD3-2 285

100-315C 630 520 1040 250×300 165 210×260 4-Φ22 Φ220 Φ180 8-Φ18 JSD3-2 285

100-100(I) 460 415 802 160×220 140 120×180 4-Φ18 Φ220 Φ180 8-Φ18 SD61-0.5 180

100-125(I) 500 300 807 160×220 160 120×180 4-Φ18 Φ220 Φ180 8-Φ18 SD61-0.5 180

100-125(I)A 500 280 807 160×220 160 120×180 4-Φ18 Φ220 Φ180 8-Φ18 SD61-0.5 180

100-160(I) 480 330 884 160×220 170 120×180 4-Φ18 Φ220 Φ180 8-Φ18 SD61-0.5 190

100-160(I)A 480 330 884 160×220 170 120×180 4-Φ18 Φ220 Φ180 8-Φ18 SD61-0.5 190

100-200(I) 560 365 970 160×220 165 120×180 4-Φ18 Φ220 Φ180 8-Φ18 SD61-0.5 185

100-200(I)A 560 345 970 160×220 165 120×180 4-Φ18 Φ220 Φ180 8-Φ18 SD61-0.5 185

100-200(I)B 560 345 970 160×220 165 120×180 4-Φ18 Φ220 Φ180 8-Φ18 SD61-0.5 185

100-250(I) 600 435 1121 190×280 175 150×240 4-Φ18 Φ220 Φ180 8-Φ18 JSD2-3 275

100-250(I)A 600 360 1121 190×280 175 150×240 4-Φ18 Φ220 Φ180 8-Φ18 JSD2-3 275

100-250(I)B 600 360 1121 190×280 175 150×240 4-Φ18 Φ220 Φ180 8-Φ18 JSD2-3 275

100-350(I) 680 630 1310 230×320 175 166×220 4-Φ18 Φ220 Φ180 8-Φ18 JSD-150 335

100-350(I)A 680 630 1260 230×320 175 166×220 4-Φ18 Φ220 Φ180 8-Φ18 JSD-150 335

100-350(I)B 680 605 1190 230×320 175 166×220 4-Φ18 Φ220 Φ180 8-Φ18 JSD-150 335

125-100 520 430 830 160×200 165 120×180 4-Φ18 Φ250 Φ210 8-Φ18 JSD2-3 265

125-100A 520 360 730 160×200 165 120×180 4-Φ18 Φ250 Φ210 8-Φ18 JSD2-3 265

125-125 520 430 840 160×200 170 120×180 4-Φ18 Φ250 Φ210 8-Φ18 JSD2-3 270

125-125A 520 430 840 160×200 170 120×180 4-Φ18 Φ250 Φ210 8-Φ18 JSD2-3 270

125-160 520 460 920 190×280 175 150×240 4-Φ18 Φ250 Φ210 8-Φ18 JSD2-3 275

125-160A 520 430 890 190×280 175 150×240 4-Φ18 Φ250 Φ210 8-Φ18 JSD2-3 275

125-160B 520 430 850 190×280 175 150×240 4-Φ18 Φ250 Φ210 8-Φ18 JSD2-3 275

125-200 680 510 1040 200×260 175 160×220 4-Φ18 Φ250 Φ210 8-Φ18 JSD3-2 295

125-200A 680 510 1040 200×260 175 160×220 4-Φ18 Φ250 Φ210 8-Φ18 JSD3-2 295

125-200B 680 460 930 200×260 175 160×220 4-Φ22 Φ250 Φ210 8-Φ18 JSD3-2 295

125-250 680 660 1180 200×260 170 160×220 4-Φ22 Φ250 Φ210 8-Φ18 JSD3-2 290

125-250A 680 570 1080 200×260 170 160×220 4-Φ22 Φ250 Φ210 8-Φ18 JSD3-2 290

125-250B 680 510 1050 200×260 170 160×220 4-Φ22 Φ250 Φ210 8-Φ18 JSD3-2 290

125-315 640 685 1350 300×350 180 230×280 4-Φ22 Φ250 Φ210 8-Φ18 JSD3-3 300

125-315A 640 685 1300 300×350 180 230×280 4-Φ22 Φ250 Φ210 8-Φ18 JSD3-3 300

125-315B 640 685 1350 300×350 180 230×280 4-Φ22 Φ250 Φ210 8-Φ18 JSD3-3 300

125-315C 640 660 1230 300×350 180 230×280 4-Φ22 Φ250 Φ210 8-Φ18 JSD3-3 300

150-125 520 430 840 160×220 170 120×180 4-Φ18 Φ250 Φ210 8-Φ18 JSD2-3 270

150-125A 520 430 840 160×220 170 120×180 4-Φ18 Φ250 Φ210 8-Φ18 JSD2-3 270

150-160 520 430 850 190×280 175 150×240 4-Φ18 Φ250 Φ210 8-Φ18 JSD2-3 275

150-160A 520 430 850 190×280 175 150×240 4-Φ18 Φ250 Φ210 8-Φ18 JSD2-3 275

150-160B 520 430 850 190×280 175 150×240 4-Φ18 Φ250 Φ210 8-Φ18 JSD2-3 275

150-200 680 435 930 250×300 200 210×260 4-Φ22 Φ285 Φ240 8-Φ22 JSD2-3 300

150-200A 680 435 885 250×300 200 210×260 4-Φ22 Φ285 Φ240 8-Φ22 JSD2-3 300

150-200B 680 435 885 250×300 200 210×260 4-Φ22 Φ285 Φ240 8-Φ22 JSD2-3 300

150-250 700 475 960 250×300 200 210×260 4-Φ22 Φ285 Φ240 8-Φ22 JSD2-3 305

150-250A 700 475 940 250×300 205 210×260 4-Φ22 Φ285 Φ240 8-Φ22 JSD2-3 305

150-250B 700 445 895 250×300 205 210×260 4-Φ22 Φ285 Φ240 8-Φ22 JSD2-3 305

150-315 760 530 1075 250×300 205 210×260 4-Φ22 Φ285 Φ240 8-Φ22 JSD3-3 325

150-315A 760 505 1000 250×300 205 210×260 4-Φ22 Φ285 Φ240 8-Φ22 JSD3-3 325

150-315B 760 505 960 250×300 205 210×260 4-Φ22 Φ285 Φ240 8-Φ22 JSD3-3 325

150-350 760 530 1075 250×300 205 210×260 4-Φ22 Φ285 Φ240 8-Φ22 JSD3-3 325

150-350A 760 530 1075 250×300 205 210×260 4-Φ22 Φ285 Φ240 8-Φ22 JSD3-3 325

150-350B 760 530 1075 250×300 205 210×260 4-Φ22 Φ285 Φ240 8-Φ22 JSD3-3 325

Model
Overall Dimensions Installation Dimensios Flange Dimensions Isolator

Installation Dimensions 



 V-FLO 
® 

15   

         V-FLO                                                  

 W
W

W
.V

-F
L
O

.C
O

M
 

Add: 5th Floor East, Jiahuiyuan, Huaao Center, 31 Zizhuyuan Road,  
Haidian District, Beijing, China 100089   

TEL:+8610 51906628 
FAX:+8610 88580150 

 W
W

W
.V

-F
L
O

.C
O

M
 

L B H C1×B1 A C2×B2 4-d1 D D1 n-d Size H1

150-400 800 595 1120 250×300 210 210×260 4-Φ22 Φ285 Φ240 8-Φ22 JSD3-3 330

150-400A 800 595 1095 250×300 210 210×260 4-Φ22 Φ285 Φ240 8-Φ22 JSD3-3 330

150-400B 800 560 1075 250×300 210 210×260 4-Φ22 Φ285 Φ240 8-Φ22 JSD3-3 330

150-400C 800 535 1000 250×300 210 210×260 4-Φ22 Φ285 Φ240 8-Φ22 JSD3-3 330

150-250(I) 700 700 1280 250×300 195 210×260 4-Φ22 Φ285 Φ240 8-Φ22 JSD3-3 315

150-250(I)A 700 640 1200 250×300 195 210×260 4-Φ22 Φ285 Φ240 8-Φ22 JSD3-3 315

150-250(I)B 700 585 1115 250×300 195 210×260 4-Φ22 Φ285 Φ240 8-Φ22 JSD3-3 315

150-315(I) 760 900 1560 250×300 200 210×260 4-Φ22 Φ285 Φ240 8-Φ22 JSD3-3 320

150-315(I)A 760 700 1330 250×300 200 210×260 4-Φ22 Φ285 Φ240 8-Φ22 JSD3-3 320

150-315(I)B 760 700 1210 250×300 200 210×260 4-Φ22 Φ340 Φ295 12-Φ22 JSD3-3 320

200-200 680 435 930 250×300 200 210×260 4-Φ22 Φ340 Φ295 12-Φ22 JSD2-3 300

200-200A 680 435 885 250×300 200 210×260 4-Φ22 Φ340 Φ295 12-Φ22 JSD2-3 300

200-250 750 475 960 270×320 210 230×280 4-Φ22 Φ340 Φ295 12-Φ22 JSD2-3 310

200-250A 750 475 940 270×320 210 230×280 4-Φ22 Φ340 Φ295 12-Φ22 JSD2-3 310

200-250B 750 445 895 270×320 210 230×280 4-Φ22 Φ340 Φ295 12-Φ22 JSD2-3 310

200-315 800 530 1075 270×320 210 230×280 4-Φ22 Φ340 Φ295 12-Φ22 JSD3-3 330

200-315A 800 505 1000 270×320 210 230×280 4-Φ22 Φ340 Φ295 12-Φ22 JSD3-3 330

200-315B 800 505 960 270×320 210 230×280 4-Φ22 Φ340 Φ295 12-Φ22 JSD3-3 330

200-400 860 595 1120 300×370 225 250×320 4-Φ22 Φ340 Φ295 12-Φ22 JSD3-3 345

200-400A 860 595 1095 300×370 225 250×320 4-Φ22 Φ340 Φ295 12-Φ22 JSD3-3 345

200-400B 860 560 1075 300×370 225 250×320 4-Φ22 Φ340 Φ295 12-Φ22 JSD3-3 345

200-400C 860 535 1000 300×370 225 250×320 4-Φ22 Φ340 Φ295 12-Φ22 JSD3-3 345

200-200(I) 810 525 1030 300×370 240 250×320 4-Φ22 Φ340 Φ295 12-Φ22 JSD3-2 360

200-200(I)A 810 525 970 300×370 240 250×320 4-Φ22 Φ340 Φ295 12-Φ22 JSD3-2 360

200-250(I) 840 530 1110 300×370 240 250×320 4-Φ22 Φ340 Φ295 12-Φ22 JSD3-3 360

200-250(I)A 840 510 1035 300×370 240 250×320 4-Φ22 Φ340 Φ295 12-Φ22 JSD3-3 360

200-250(I)B 840 510 995 300×370 240 250×320 4-Φ22 Φ340 Φ295 12-Φ22 JSD3-3 360

200-315(I) 860 645 1265 300×370 250 250×320 4-Φ22 Φ340 Φ295 12-Φ22 JSD4-1 380

200-315(I)A 860 605 1180 300×370 250 250×320 4-Φ22 Φ340 Φ295 12-Φ22 JSD4-1 380

200-315(I)B 860 605 1145 300×370 250 250×320 4-Φ22 Φ340 Φ295 12-Φ22 JSD4-1 380

200-400(I) 880 700 1340 300×370 260 250×320 4-Φ22 Φ340 Φ295 12-Φ22 JSD4-2 390

200-400(I)A 880 700 1340 300×370 260 250×320 4-Φ22 Φ340 Φ295 12-Φ22 JSD4-2 390

200-400(I)B 880 735 1270 300×370 260 250×320 4-Φ22 Φ340 Φ295 12-Φ22 JSD4-2 390

200-400(I)C 880 600 1185 300×370 260 250×320 4-Φ22 Φ340 Φ295 12-Φ22 JSD4-2 390

250-250 1110 550 1145 350×400 250 300×350 4-Φ26 Φ405 Φ355 12-Φ26 JSD4-2 390

250-250A 1110 550 1145 350×400 250 300×350 4-Φ26 Φ405 Φ355 12-Φ26 JSD4-2 390

250-235 1110 550 1145 350×400 250 300×350 4-Φ26 Φ405 Φ355 12-Φ26 JSD4-2 390

250-300 1110 550 1145 350×400 250 300×350 4-Φ26 Φ405 Φ355 12-Φ26 JSD4-2 390

250-315 1110 640 1350 350×400 265 300×350 4-Φ26 Φ405 Φ355 12-Φ26 JSD4-2 390

250-315A 1110 640 1350 350×400 265 300×350 4-Φ26 Φ405 Φ355 12-Φ26 JSD4-2 390

250-315B 1110 640 1350 350×400 265 300×350 4-Φ26 Φ405 Φ355 12-Φ26 JSD4-2 390

250-400 1200 900 1740 400×500 265 300×400 4-Φ26 Φ460 Φ355 12-Φ26 JSD4-2 390

300-235 1370 710 1520 400×500 370 350×450 4-Φ26 Φ460 Φ410 12-Φ26 JSD4-1 500

300-235A 1370 710 1470 400×500 370 350×450 4-Φ26 Φ460 Φ410 12-Φ26 JSD4-1 500

300-235B 1370 685 1400 400×500 370 350×450 4-Φ26 Φ460 Φ410 12-Φ26 JSD4-1 500

300-300 1370 900 1740 400×500 360 350×450 4-Φ26 Φ460 Φ410 12-Φ26 JSD4-2 490

300-300A 1370 900 1740 400×500 360 350×450 4-Φ26 Φ460 Φ410 12-Φ26 JSD4-2 490

300-300B 1370 735 1410 400×500 360 350×450 4-Φ26 Φ460 Φ410 12-Φ26 JSD4-2 490

300-380 1370 945 1850 400×500 390 350×450 4-Φ26 Φ460 Φ410 12-Φ26 JSD5-3 550

300-380A 1370 945 1850 400×500 390 350×450 4-Φ26 Φ460 Φ410 12-Φ26 JSD5-3 550

300-380B 1370 945 1850 400×500 390 350×450 4-Φ26 Φ460 Φ410 12-Φ26 JSD5-3 550

300-235(I) 1370 900 1830 400×500 370 350×450 4-Φ26 Φ460 Φ410 12-Φ26 JSD5-3 550

300-235(I)A 1370 900 1830 400×500 370 350×450 4-Φ26 Φ460 Φ410 12-Φ26 JSD5-3 550

Model
Installation Dimensios Flange Dimensions IsolatorOverall Dimensions

Installation Dimensions 
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Accessories & Installation Dimensions 

Connecting Plate Base for Flexible Connect Base for Rigid Connect 

Connection Dimensions  Base Dimensions for Flexible Connection  Base Dimensions for Rigid Connection  
Item C2×B2 C×C D×D h Φd1 Φd2 H E F C ΦD Φd h H E F C Φd h 

1 45×70 240×240 300×300 55 Φ14 Φ14 200 450 500 240 / / / 200 450 500 240 60 200 

2 50×80 240×240 300×300 55 Φ14 Φ14 200 450 500 240 / / / 200 450 500 240 60 200 

3 60×100 240×240 300×300 55 Φ14 Φ14 200 450 500 240 / / / 200 450 500 240 60 200 

4 70×120 240×240 300×300 55 Φ18 Φ16 200 450 500 240 / / / 200 450 500 240 60 200 

5 80×130 240×240 300×300 55 Φ18 Φ16 200 450 500 240 / / / 200 450 500 240 60 200 

6 100×160 340×340 400×400 55 Φ18 Φ16 250 650 700 340 Φ14.5 60 250 650 700 340 80 250  
 
 
 
 
 
 

Same 
Iso-
lator 
D1  

7 120×180 340×340 400×400 55 Φ18 Φ16 250 650 700 340 Φ14.5 60 250 650 700 340 80 250 

8 160×220 340×340 400×400 55 Φ22 Φ16 250 650 700 340 Φ14.5 60 250 650 700 340 80 250 

9 150×240 340×340 400×400 55 Φ22 Φ16 250 650 700 340 Φ14.5 60 250 650 700 340 80 250 

10 210×260 440×440 500×500 55 Φ22 Φ16/Φ18 300 750 800 440 Φ14.5 60 300 750 800 440 80 250 

11 230×280 440×440 500×500 55 Φ22 Φ16/Φ18 300 750 800 440 Φ14.5 60 300 750 800 440 80 250 

12 250×320 540×540 600×600 55 Φ22 Φ16/Φ18 300 750 800 440 Φ14.5 60 300 750 800 440 80 250 

13 300×350 740×740 800×800 55 Φ22 Φ20/Φ18 350 1000 1100 740 Φ14.5 60 350 1000 1100 740 80 250 

14 300×400 740×740 800×800 55 Φ22 Φ20/Φ18 350 1000 1100 740 Φ14.5 60 350 1000 1100 740 80 250 

15 350×450 740×740 800×800 55 Φ26 Φ20/Φ18 350 1000 1100 740 Φ14.5 60 350 1000 1100 740 80 250 

16 400×500 740×740 800×800 55 Φ26 Φ20/Φ18 350 1000 1100 740 Φ14.5 60 350 1000 1100 740 80 250 

Dimensions for Type SD Isolators 

Dimensions for Isolators Type JGD   
Size M D D1 H d n 

JSD2-3 8 180 150 47 12 3 

JSD3-2 12 230 200 64 12 3 

JSD3-3 12 230 200 64 12 3 

JSD4-1 16 280 250 76 12 3 

JSD4-2 16 280 250 76 12 3 

JSD5-3 20 330 300 104 12 3 
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Types of Connections 

Rigid Connections Direct Installation Installed with KL Plate 

Flexible Connections KL Plate Plus Isolator KL Plate Plus Isolator 

Outdoor Installation 


