
SZ(B) 
Self-priming Pump 

SZ(B) series, die-pressed with SUS304 stainless steel plate, are single stage single suction pump 
designed for applications in industrial water supply & household boosting systems, car flushing and 
fuel transfer from tanks and so on. 
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         V-FLO                                                  Add: 5th Floor East, Jiahuiyuan, Huaao Center, 31 Zizhuyuan Road,  
Haidian District, Beijing, China 100089   

TEL:+8610 51906628 
FAX:+8610 88580150 

Performance Data 

L/min 0 10 20 30 40 50 60 70 80 90

m
3
/h 0 0.6 1.2 1.8 2.4 3.0 3.6 4.2 4.8 5.4

SZD037 SZD037 0.37 0.5 35 28 23 18 15 12

SZD045 SZD045 0.45 0.6 38 32 26 22 17 14

SZD060 SZD060 0.60 0.8 41 35 29 24 20 16

SZBD075 SZBD075 0.75 1.0 41 36 33 29 28 25 22.5 21 19 17

SZBD090 SZBD090 0.90 1.2 45 40 36 33 31 28 26 25 23 21

SZBD110 SZBD110 1.10 1.5

Q.Capacity 

H.Head(m)

Single phase

220V

50HZ

Three Phase

380V

50HZ
Power

kw
HP

Power

Materials of Construction  
Type SZ  
Pump Casing & Cover: SUS304 St. St.  
Impeller/Diffuser/Ejector: Reinforced Plastic  
Type SZB  
Pump Casing/Cover/Impeller: SUS304 St. St.  
Diffuser/Ejector: Reinforced Plastic  
Mechanical Seal: Buna-N/Ceramics/Graphite  
Pump Shaft: SUS304 St. St.  

Installation Drawings & Dimensions 

SZD037 SZ037 A B C F H H1 *H2 *H3 M N N1 S W DNA DNM

SZD037 SZ037 90 10 170 355 174 128 208 184 30 100 130 7 107 G1″ G1″ 5.6

SZD045 SZ045 90 10 170 355 174 128 208 181 30 100 130 7 107 G1″ G1″ 6.5

SZD060 SZ060 90 10 170 375 174 128 221 192 30 100 130 7 107 G1″ G1″ 8.1

SZD075 SZB075 100.5 13 213 415 212 158 241 213 39 120 158 9 142 G1″1/4 G1″ 10.5

SZD090 SZB090 100.5 13 213 415 212 158 241 213 39 120 158 9 142 G1″1/4 G1″ 11.8

SZD110 SZB110

Model Dimensions（ mm ）

Wt.(kg )

Notes: *H2 for single phase motor 
          *H3  for 3 phase motor 


